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1 Summary  

1.1 Introduction  

AMC Mining Consultants (Canada) Ltd. (AMC) was commissioned by Silvercorp Metals Inc. (Silvercorp) to 
prepare a Technical Report (2026 Technical Report or Technical Report) on the Ying silver-lead-zinc-gold 
property (Property) in Henan Province, China, encompassing the Ying Project (SGX, HZG, HPG, TLP, LME, 
LMW, and DCG underground mines) and the Kuanping Project (KP underground mine start-up). AMC has 
previously prepared Technical Reports on the Property in: 

¶ 2024 (filed 28 August 2024, effective date 16 July 2024) 
¶ 2022 (filed 4 November 2022, effective date 20 September 2022) 
¶ 2020 (filed 14 October 2020, effective date 31 July 2020) 
¶ 2017 (filed 24 February 2017, effective date 31 December 2016) 
¶ 2014 (filed 5 September 2014, effective date 31 December 2013) 
¶ 2012 (filed 15 June 2012, effective date 1 May 2012) 
¶ 2013 (minor update to 2012 report, filed 6 May 2013, effective date 1 May 2012) 

The eleven authors of the Technical Report are independent Qualified Persons (QPs). Six of the authors 
have visited the Ying Property. The latest visit, by AMC QPs Mr HA Smith, Mr RJ Chesher, and Mr JE Glanvill, 
was in May 2026. The immediately preceding visit by AMC QPs Mr HA Smith, Mr S Robinson, Mr RJ Chesher, 
and Mr D Claffey, was in February 2024. The latest visit by AMC QP Dr GK Vartell was in July 2016. During 
the site visits, aspects of the project have been examined by the QPs, including drill core, exploration sites, 
underground workings, processing plant, laboratory, tailings management facilities, and other surface 
infrastructure.  

Silvercorp is a Canadian mining company focused on producing silver, lead, zinc, and gold in concentrates 
from mines in China. It is listed on both the TSE and NYSE as SVM. Through wholly owned subsidiaries, 
Silvercorp has an effective interest of 77.5 percent (%) in the SGX, HZG, TLP, LMW, and DCG mines, and 
the KP Project, and 80% in the HPG and LME mines. It has all the exploration and mining permits necessary 
to cover its mining and exploration activities. The QPs are aware of no known or recognized environmental 
issues that might preclude or inhibit a mining operation in this area. 

The Ying Project is about 240 kilometres (km) west-southwest of Zhengzhou, the capital city of Henan 
Province, and 145 km south-west of Luoyang, which is the nearest major city. The city of Luoning is about 
ΡΣШťůШĤǃШƓċƻĲĬШƖŸċĬƚШŉƖŸůШÉŔũƻĲƖĦŸƖƓќƚШòŔŰŊШůŔũũШsite. The KP Project is 34 km south-east of Sanmenxia City, 
Henan Province and 30 km north of the Ying Mill Complex. The Project areas have good road access and 
operate year-round. The area has a continental sub-tropical climate with four distinct seasons. 

Silver-lead-zinc mineralization in the Ying Project area has been known and intermittently mined for several 
hundred years. Silvercorp acquired an interest in the SGX project in 2004, the HPG project in 2006, the 
TLP / LMW / LME projects in late 2007, and the KP Project in late 2021. Mining and processing output has 
risen in recent years, with production close to 650,000 tonnes per annum (tpa) from FY2021 through 
FY2022, 773,000 tpa in FY2023, 827,000 tpa in FY2024, and just over 1,000,000 tpa in FY2025. The QP notes 
that the Silvercorp fiscal year (FY) begins in April, thus FY2025 runs from 1 April 2024 to 31 March 2025. 
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1.2 Geology, exploration, and Mineral Resources  

The Property is situated in the 300 km-long west-northwest trending Qinling orogenic belt, a major 
structural belt formed by the collision of two large continental tectonic plates in Paleozoic time. Rocks 
along the orogenic belt are severely folded and faulted, offering optimal structural conditions for the 
emplacement of mineral deposits. Several operating silver-lead-zinc mines, including those in the 
Property, occur along this belt. The dominant structures in the region are west-northwest trending folds 
and faults, the faults comprising numerous thrusts with sets of conjugate shear structures trending either 
north-west or north-east. These shear zones are associated with all the important mineralization in the 
district.  

Mineralization predominantly comprises numerous, silver-lead-zinc-rich, quartz-carbonate veins in 
steeply dipping, fault-fissure zones which cut Precambrian gneiss and greenstone. The veins thin and 
ƣőŔĦťĲŰШċĤƖƨƓƣũǃШċũŸŰŊШƣőĲШƚƣƖƨĦƣƨƖĲƚШŔŰШĦũċƚƚŔĦШљƓŔŰĦő-and-ƚƽĲũũњШŉċƚőŔŸŰШƽŔƣőШƽŔĬƣőƚШƻċƖǃŔŰŊШŉƖŸůШċШŉĲƽШ
centimetres up to a few metres. The fault-fissure zones extend for hundreds to a few thousand metres along 
strike. To date, significant mineralization has been defined or developed in at least 591 discrete vein 
structures, and many other smaller veins have been found but not yet well explored. Included in the number 
of veins are 38 gold -rich veins which have been a recent exploration target for Silvercorp. The vein systems 
of the various mine areas in the district are generally similar in mineralogy, with slight differences between 
some of the separate mine areas and between the different vein systems within each area. 

On the Ying Project, from January 2004 to December 2025, a total of 2,851,119 metres (m) in 14,463 holes 
were drilled from surface and underground locations. Since the last technical report (from 1 January 2024 
to 30 October 2025), Silvercorp drilled 3,293 underground holes and 377 surface holes, for a total of 
459,231 m. A portion of the deposits have been mined out. Most drill core is NQ-sized (48 millimetres  
(mm)). Drill core recoveries range from 63.33% to 100% and average 98.72%. 

On the KP Project, from 2012 to December 2022, a total of 19,780 m in 87 holes was drilled from surface 
ũŸĦċƣŔŸŰƚЮШÑőĲШĬƖŔũũŔŰŊШƓƖŸĦĲĬƨƖĲƚШƓƖŔŸƖШƣŸШÉŔũƻĲƖĦŸƖƓќƚШŸƽŰĲƖƚőŔƓШċƖĲШŰŸƣШťŰŸƽŰЮШÑőĲШuÂШÂƖŸŢĲĦƣШĦŸŰƚƣŔƣƨƣĲƚШ
0.6% of the Measured and Indicated Mineral Resource tonnes, thus this is not a material risk to the Ying 
Property. For drilling conducted by Silvercorp in 2022, most drill core is NQ-sized (48 mm) and drill 
procedures are the same as the Ying Project. Drill core recoveries range between 63.64% and 100%, with 
average recovery being 98.72%. 

Other than drilling, the Ying Project mines have been explored primarily from underground workings. The 
workings follow vein structures along strike, on levels spaced approximately 30 to 50 m apart. Channel 
samples across the structures are collected at 5 m intervals. From 1 January 2024 to 31 December 2025, 
Silvercorp undertook 136,034 m of tunnelling, and collected 89,501 channel samples. This brings the total 
number of metres of tunnelling completed on the Property by Silvercorp to 934,031 m with 394,877 channel 
samples collected. A portion of the deposits have been mined out. 

Silvercorp has implemented industry standard practices for sample preparation, security, and analysis. All 
core and channel sampling are completed by Silvercorp personnel. Samples from NQ drill cores are 
collected following detailed geological logging at secure core processing facilities located at each mine 
site. Samples are prepared by cutting the core in half with a diamond saw. One half of the core is marked 
with sample number and sample boundary and then returned to the core box for archival storage. The other 
half is placed in a labelled cotton cloth bag with sample number marked on the bag. Bagged and sealed 
half core drillhole samples are transported by Silvercorp personnel or courier to one of eight commercial 
laboratories. Channel sampling is completed by cutting channels into walls or backs of tunnels and 
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crosscuts and collecting composite chip samples. Channel samples are transported by Silvercorp 
personnel to the Ying site laboratory at the mill complex in Luoning County. 

The sample preparation procedures used at the various laboratories (nine used since January 2020, eight 
in 2025), incorporate sample drying to between 60°Celsius (C) and 105°C, crushing to at least 3 mm, 
subsampling via splitter or mat and scoop, and then pulverizing to 74 micron (µm). Analytical procedures 
for Ag, Pb, and Zn typically include a two or four acid digest of between 0.1 gram (g) and 1 g pulp followed 
by AAS or ICP with either mass spectroscopy or optical emission spectrometry as the finishes. Fire assay 
(10 g to 30 g) is used for gold analysis, and silver over-range analysis. 

Silvercorp has established Quality Assurance / Quality Control (QA/QC) procedures which monitor 
accuracy, precision and sample contamination during sampling, preparation, and analytical processes 
through the inclusion of Certified Reference Materials (CRM), coarse blanks, and field duplicates with 
sample batches. Umpire sampling has been completed by several independent laboratories. Insertion 
rates for the various types were between 0.4% and 2.9%. 

ÉŔũƻĲƖĦŸƖƓќƚШ ƓƖĲƚĲŰƣШ ƓƖŸƣŸĦŸũƚШ ĲůƓũŸǃĲĬШ ċƣШ ƣőĲШ òŔŰŊШ ÂƖŸŢĲĦƣШ ĬŸШ ŰŸƣШ ĲŰĦŸůƓċƚƚШ ċũũШ ċƚƓĲĦƣƚШ ŸŉШ ċШ
comprehensive QA/QC program and have relatively low rates of insertion by comparison with international 
peers. Despite these issues, a review by the QP shows that there are no material accuracy, precision, or 
systematic contamination errors within the Ying sample database. The QP considers the Ying sample 
database to be acceptable for Mineral Resource estimation. 

At the KP Project, from 2008 to 2011 surface drilling of 11,390.52m was conducted but no records of 
laboratory protocols or QA/QC were maintained for sampling prior to 2022. In2022, 32 diamond drillholes 
were completed by Silvercorp for 8,389.31m that included 1,913 samples, 27 CRMs, 27 duplicates, and 
82 umpire samples. The lab used in the 2022 drilling was the SGS Tianjian laboratory, which used four-acid 
digest, with fire assay for Au, and multi-elements by ICP-OES. The QP considers the QA/QC recorded for 
KP to be insufficient to meet expected standards. The QP recommends all drilling and sampling at KP is 
upgraded to meet as a minimum the QA/QC protocols applied at the Ying Project. All records of QA/QC 
submissions and treatment should be maintained. The KP Project constitutes 0.6% of the Measured and 
Indicated Mineral Resource tonnes thus the substandard QA/QC is not considered a material risk to the 
Ying Property. 

Data verification was completed by the QPs and, while some minor issues were found, the QPs do not 
consider the issues noted to have a material impact on Mineral Resource estimates. The QPs consider the 
data to be acceptable for Mineral Resource estimation. 

The Mineral Resource estimates for the SGX, HZG, HPG, TLP, LME, LMW, DCG, and KP deposits at the Ying 
Property were prepared by AMC employees. Grade estimation was completed for 591 veins using a block 
modelling approach using the inverse distance squared (ID2) interpolation method in Datamine or Vulcan 
software. Grade estimates were completed for Ag, Pb, Cu in all deposits, Zn in selected deposits, and Au 
within selected veins at selected deposits. 

Independent AMC QPs estimated, or supervised the estimates, and take responsibility for the Mineral 
Resource estimates at the Ying Property.  

The interpretation and construction of mineralization wireframes was completed by Silvercorp personnel 
using Micromine software by either digitizing strings in cross-section and then linking strings to create 
three-dimensional (3D) wireframes, or by creating separate 3D surfaces for hangingwall (HW) and 
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footwall  (FW) vein contacts and then creating solid 3D wireframes from those surfaces. Mineralization 
interpretations were constructed primarily from vein contacts recorded in drill core and underground 
mapping and then modified based on silver, lead, zinc, and where relevant, gold and copper grades. 

Mineralized veins at the SGX, HZG, TLP, LME mines, and Ag-Pb-Zn veins at LMW mines were modelled using 
a nominal threshold of 65 grams per tonne (g/t) silver equivalent (AgEq). Mineralized veins at the DCG and 
KP mines were modelled using a nominal threshold of 80 g/t AgEq. Mineralized veins at the HPG mine and 
the veins with significant Au at the LMW mines were modelled using a nominal threshold of 0.85 g/t gold 
equivalent (AuEq). Modelling cut-off grades (COGs) were driven by mine specific controls. 

Mineralization interpretations were reviewed by the relevant QPs. Wireframes were modified by the QPs as 
required. 

A composite interval of 0.4 m was selected for all mines based on the predominant sample length. 
Appropriate top capping was applied based on a review of each vein.  

The Mineral Resources include material (approximately 21% of total Mineral Resources by AgEq metal and 
ΞΠӖШŸŉШƣőĲШƣŸƣċũШ~ŔŰĲƖċũШÅĲƚŸƨƖĦĲƚШĤǃШƣŸŰŰĲƚьШĤĲũŸƽШƣőĲШũŸƽĲƖШĲũĲƻċƣŔŸŰШũŔůŔƣШŸŉШÉŔũƻĲƖĦŸƖƓќƚШĦƨƖƖĲŰƣШůŔŰŔŰŊШ
licenses. The renewal of mining licenses and extension of mining depth and boundaries occur in the 
ordinary course of business as long as Mineral Resources exist, are defined, the required documentation 
is submitted, and the applicable government resources taxes and fees are paid. Therefore, the QPs for the 
Mineral Resource estimation are satisfied that there is minimal material risk associated with the granting 
of approval to Silvercorp to extend the lower depth limit of its licenses and to develop these Mineral 
Resources as and when required. 

Mineral Resources by mine for the Property as of 31 December 2025 are presented in Table 1.1. Mineral 
Resources are reported above a COG based on in situ values in AgEq terms or AuEq terms. COGs 
incorporate mining, processing, and general and administration (G&A) costs were provided by Silvercorp 
for each mine and reviewed by the QP for Mineral Reserves. The AgEq and AuEq formulas and COG applied 
to each mine are noted in the footnotes of Table 1.1. 

Copper was added to the 2025 Mineral Resource as it has been demonstrated to be a recoverable 
byproduct. 

Mineral Resources are not Mineral Reserves and do not have demonstrated economic viability. There is no 
certainty that all or any part of the Mineral Resources will be converted to Mineral Reserves. 
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Table 1.1 Ying Mineral Resources as of 31 December 2025 

Mine Resource 
category  

Tonnes 
(Mt) 

Au 
grade 
(g/t) 

Ag 
grade 
(g/t) 

Pb 
grade 

(%) 

Zn 
grade 

(%) 

Cu 
grade 

(%) 

Au 
metal 
(koz) 

Ag 
metal 
(Moz) 

Pb 
metal 

(kt) 

Zn 
metal 

(kt) 

Cu 
metal 

(kt) 

SGX 

Measured 6.98 0.06 205 3.99 2.08 0.03 13.85 45.95 278.43 145.13 2.11 

Indicated 5.63 0.05 157 2.95 1.66 0.05 9.57 28.49 165.77 93.27 2.54 

Meas + Ind 12.61 0.06 184 3.52 1.89 0.04 23.43 74.44 444.20 238.40 4.65 

Inferred 3.77 0.07 150 3.06 1.21 0.05 8.17 18.22 115.32 45.77 2.04 

HZG 

Measured 0.86 - 229 0.89 - 0.31 - 6.32 7.63 - 2.71 

Indicated 0.87 - 189 0.72 - 0.28 - 5.28 6.27 - 2.44 

Meas + Ind 1.73 - 208 0.80 - 0.30 - 11.60 13.90 - 5.14 

Inferred 0.63 - 266 0.69 - 0.29 - 5.39 4.38 - 1.85 

HPG 

Measured 1.81 0.82 57 2.42 0.75 0.06 47.57 3.32 43.61 13.53 1.00 

Indicated 2.27 0.78 47 1.92 0.66 0.05 57.01 3.44 43.78 15.11 1.11 

Meas + Ind 4.08 0.80 51 2.14 0.70 0.05 104.57 6.75 87.39 28.64 2.11 

Inferred 2.55 0.79 48 1.57 0.66 0.08 64.88 3.91 39.95 16.89 1.96 

TLP 

Measured 6.51 0.00 131 2.33 - 0.05 0.21 27.40 151.77 - 3.22 

Indicated 5.14 0.00 111 1.89 - 0.07 0.58 18.37 97.46 - 3.49 

Meas + Ind 11.65 0.00 122 2.14 - 0.06 0.79 45.77 249.23 - 6.71 

Inferred 2.06 0.14 113 2.02 - 0.09 9.07 7.53 41.64 - 1.93 

LME 

Measured 1.55 0.03 216 1.08 0.24 0.03 1.34 10.75 16.74 3.79 0.53 

Indicated 2.97 0.09 172 0.93 0.25 0.05 8.29 16.46 27.79 7.57 1.41 

Meas + Ind 4.52 0.07 187 0.98 0.25 0.04 9.63 27.21 44.53 11.36 1.94 

Inferred 1.54 0.16 145 1.06 0.31 0.05 8.09 7.19 16.36 4.79 0.79 

LMW 
(Ag-rich veins) 

Measured 2.71 - 178 1.64 - 0.11 - 15.46 44.47 - 3.01 

Indicated 2.83 - 131 1.42 - 0.07 - 11.95 40.05 - 2.04 

Meas + Ind 5.54 - 154 1.53 - 0.09 - 27.41 84.52 - 5.06 

Inferred 1.22 - 129 1.42 - 0.08 - 5.05 17.35 - 0.95 

LMW 
(Au-rich veins) 

Measured 0.29 2.49 66 0.31 - 0.26 22.92 0.61 0.90 - 0.73 

Indicated 0.83 1.36 50 0.36 - 0.19 36.04 1.34 2.96 - 1.58 

Meas + Ind 1.11 1.65 54 0.35 - 0.21 58.96 1.94 3.86 - 2.31 

Inferred 0.81 1.19 25 0.22 - 0.12 31.12 0.66 1.81 - 0.99 

DCG 

Measured 0.25 1.62 54 1.68 - 0.04 12.97 0.43 4.17 - 0.09 

Indicated 0.44 1.01 35 2.01 - 0.02 14.27 0.50 8.84 - 0.08 

Meas + Ind 0.69 1.23 42 1.89 - 0.03 27.24 0.93 13.01 - 0.17 

Inferred 0.35 1.18 35 2.01 - 0.02 13.41 0.40 7.13 - 0.08 

KP 

Measured - - - - - - - - - - - 

Indicated 0.25 0.75 197 1.29 2.34 0.00 5.99 1.57 3.20 5.82 0.00 

Meas + Ind 0.25 0.75 197 1.29 2.34 0.00 5.99 1.57 3.20 5.82 0.00 

Inferred 0.61 0.39 199 0.77 1.78 0.00 7.66 3.91 4.75 10.93 0.00 

All 

Measured 20.94 0.15 164 2.62 0.78 0.06 98.86 110.24 547.72 162.45 13.41 

Indicated 21.24 0.19 128 1.87 0.57 0.07 131.75 87.39 396.11 121.77 14.68 

Meas + Ind 42.18 0.17 146 2.24 0.67 0.07 230.61 197.63 943.84 284.22 28.10 

Inferred 13.55 0.33 120 1.84 0.58 0.08 142.40 52.26 248.70 78.38 10.60 

Notes: 
¶ CIM Definition Standards (2014) were used for reporting. 
¶ Measured and Indicated Mineral Resources are inclusive of Mineral Reserves. 
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¶ Metal prices: gold US$3,200/troy ounce (oz), silver US$35.00/troy oz, lead US$1.03 per pound (lb), zinc US$1.36/lb, copper 
US$4.74/lb. 

¶ Exchange rate: RMB 7.00: US$1.00. 
¶ Mineral Resources exclude the first 5 m below surface. 
¶ Veins diluted to minimum extraction width of 0.4 m after estimation except for HZG which was modelled to a minimum 

width of 0.4 m. 
¶ COGs: SGX 75 g/t AgEq; HZG 75 g/t AgEq; HPG 0.95 g/t AuEq; TLP 65 g/t AgEq; LME 70 g/t AgEq; LMW silver rich veins 65 g/t 

AgEq; LMW gold rich veins 0.85 g/t AuEq; DCG 80 g/t AgEq, KP 90 g/t AgEq. 
¶ AgEq equivalent formulas by mine for silver rich veins: 

½ SGX = Ag g/t + 21.3351 * Pb% + 15.7268 * Zn% + 37.3575 * Cu%. 
½ HZG = Ag g/t + 19.557 * Pb% + 39.5464 * Cu%. 
½ TLP = Ag g/t + 20.4155 * Pb% + 37.2718 * Cu%. 
½ LME = Ag g/t + 19.3704 * Pb% + 8.3614 * Zn% + 36.0026 * Cu%. 
½ LMW = Ag g/t + 20.6682 * Pb% + 38.6489 * Cu%. 
½ DCG = Ag g/t + 19.1772 * Pb% + 33.4296 * Cu%. 

¶ AuEq equivalent formulas by mine: 
½ HPG (all veins) = Au g/t+0.0119*Ag g/t+0.2544*Pb%+0.1888*Zn%+0.4926*Cu%. 
½ LMW (gold rich veins: LM21, LM22, LM26, LM27, LM28, LM28a, LM50, LM50_3, LM51, LM52, LM53, LM54, LM54_1, 

LM54_2, LM55, LM58, LM58_1, LM59, LM59_2) = Au g/t + 0.0133 * Ag g/t + 0.2748 * Pb% + 0.5139 * Cu%. 
¶ AgEq formulas used for significant gold bearing veins: 

½ SGX (Veins S16W, S18E, S21, S74) = Ag g/t + 52.7753 * Au g/t + 21.3351 * Pb% + 15.7268 * Zn% + 37.3575 * Cu%. 
½ TLP (T50, T51, T52, T53) = Ag g/t + 54.8113 * Au g/t + 20.4155 * Pb% + 37.2718 * Cu%. 
½ LME (Vein LM4E2) = Ag g/t + 46.0927 * Au g/t + 19.3704 * Pb% + 8.3614 * Zn% + 36.0026 * Cu%. 
½ DCG (C76, C9_1, C9_2, C9_3, C9_4, C9_5, C9_6, C9E1, C9E3, C9W1) = Ag g/t + 76.6609 * Au g/t + 19.1772 * Pb% + 

33.4296 * Cu%. 
½ KP (all veins) = Ag g/t + 76.6609 * Au g/t + 19.1772 * Pb% + 17.9076 * Zn% + 33.4296 * Cu%. 

¶ Processing recovery factors: 
½ SGX т 61.3% Au, 95.6% Ag, 96.4% Pb, 70.1% Zn, 90.8% Cu. 
½ HZG т 62.2% Au, 95.6% Ag, 88.4% Pb, 96.2% Cu. 
½ HPG т 91.0% Au, 88.8% Ag, 90.1% Pb, 66.0% Zn, 93.8% Cu. 
½ TLP т 61.8% Au, 92.8% Ag, 89.6% Pb, 88.0% Cu. 
½ LME т 53.3% Au, 95.2% Ag, 87.2% Pb, 37.1% Zn, 87.2% Cu. 
½ LMW т 87.2% Au, 95.4% Ag, 93.3% Pb, 93.8% Cu. 
½ DCG т 75.9% Au, 81.4% Ag, 73.8% Pb, 69.2% Cu. 
½ KP - 75.9% Au, 81.4%, Ag, 73.8%, Pb, 68.0 % Zn, 69.2% Cu. 

¶ Payables: Au т 85%; Ag т 94.5%; Pb т 99.0%; Zn т 76.0%, Cu т 40%. 
¶ Includes assay results up to and including 31 October 2025. 
¶ Depleted for mine production to 31 December 2025. Non-recoverable Mineral Resources (sterile areas due to the proximity 

to stopes, unstable ground or where access to the vein is limited) defined as of 31 December 2025. 
¶ Where gold grades show zero g/t, this reflects limited numbers of gold veins informing the Mineral Resource. 
¶ Where copper grades show zero grade, this reflects the low tenor of the copper in the deposits. 
¶ Numbers may not compute exactly due to rounding. 

1.3 Comparison of Mineral Resources, 30 June 2024 and 31 December 2025 

A comparison of Mineral Resource estimates between 30 June 2024 (2024 Q2) and 31 December 2025 
(2025 Q4) indicates the following: 

¶ Measured and Indicated tonnes have increased by 90% overall. The Inferred tonnes have increased 
by 54%. 

¶ Measured and Indicated grades have decreased for gold and silver by 15% and 28%, respectively. 
Measured and Indicated grades have decreased for lead by 27% and zinc by 22%. 

¶ Inferred grades decreased for gold, silver, lead, and zinc by 42%, 36%, 38%, and 9%, respectively. 
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¶ The net result in the Measured and Indicated categories has been an increase in the contained gold 
and silver metal of 62% and 37% respectively. Contained Measured and Indicated lead metal and 
zinc metal have increased by 39% and 48% respectively. 

¶ The net result in the Inferred category has been a decrease in the contained gold metal, silver metal, 
and lead metal of 10%, 1%, and 4% respectively. Inferred zinc metal has increased by 40%. 

The reasons for the differences in grade, tonnes, and contained metal include changes made to vein 
interpretations for the 2025 Q4 model, conversion to higher categories arising from drilling and level 
development, application of different COGs and depletion due to mining. The QPs note that metal prices 
have increased by 78% for Au, 67% for Ag, 3% for Pb, and 36% for Zn. This has resulted in a reduction in 
COGs for all deposits. 

In the case of gold, the QPs note that gold was only estimated for 113 of the total 591 veins (69 veins at 
HPG, six veins at KP, and 38 selected veins from SGX, LME, LMW, and DCG. The notable 62% increase in 
the Measured plus Indicated gold metal in the 2025 Q4 model is due to the discovery of an additional 
20 gold veins since the 2024 Q2 model. 

Copper has not been included in previous Mineral Resource estimates at the Ying Property. Copper is 
included in the current Mineral Resource. The KP deposit has been included in the current Ying Property 
Mineral Resource for the first time. 

1.4 Mining and Mineral Reserves 

The Mineral Reserve estimates for the Property were prepared by Silvercorp under the guidance of 
independent QP Mr HA Smith, P.Eng., who takes responsibility for those estimates. Table 1.2 summarizes 
the Mineral Reserve estimates for each mine and for the entire Ying operation. 55% of the Mineral Reserve 
tonnage is categorized as Proven and 45% is categorized as Probable. 

To convert Mineral Resources to Mineral Reserves, mining COGs have been applied, mining dilution has 
been added, and mining recovery factors assessed on an individual vein mining block basis. Only Measured 
and Indicated Mineral Resources have been used for Mineral Reserves estimation. 

Table 1.2 Ying Mineral Reserve estimates at 31 December 2025 

Mine Category Mt Au 
(g/t) 

Ag 
(g/t) 

Pb 
(%) 

Zn 
(%) 

Cu 
(%) 

Metal contained in Mineral Reserves  

Au 
(koz) 

Ag 
(Moz) 

Pb 
(kt) 

Zn 
(kt) 

Cu 
(kt) 

SGX 

Proven 4.43 0.05 201 3.97 1.89  7.0 28.6 175.9 83.5  

Probable 2.81 0.03 198 3.70 1.70  2.6 17.9 104.3 47.8  

Subtotal P&P 7.24 0.04 200 3.87 1.81  9.6 46.5 280.2 131.4  

HZG 

Proven 0.53  212 0.75  0.29  3.6 4.0  1.5 

Probable 0.56  185 0.64  0.26  3.3 3.5  1.4 

Subtotal P&P 1.09  198 0.69  0.28  6.9 7.5  3.0 

HPG 

Proven 0.68 1.01 62 2.60 0.61 0.07 22.3 1.4 17.8 4.1 0.5 

Probable 0.67 0.96 61 2.36 0.69 0.06 20.6 1.3 15.7 4.6 0.4 

Subtotal P&P 1.35 0.99 62 2.48 0.65 0.07 42.8 2.7 33.5 8.7 0.9 
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Mine Category Mt 
Au 

(g/t) 
Ag 

(g/t) 
Pb 
(%) 

Zn 
(%) 

Cu 
(%) 

Metal contained in Mineral Reserves  

Au 
(koz) 

Ag 
(Moz) 

Pb 
(kt) 

Zn 
(kt) 

Cu 
(kt) 

TLP 

Proven 2.48  150 2.28    12.0 56.5   

Probable 1.58  136 2.01    6.9 31.9   

Subtotal P&P 4.07  145 2.18    18.9 88.4   

LME 

Proven 0.73 0.01 254 1.07 0.24  0.3 5.9 7.8 1.7  

Probable 1.56 0.04 214 1.03 0.25  2.2 10.7 16.0 3.8  

Subtotal P&P 2.28 0.03 227 1.04 0.24  2.5 16.7 23.8 5.6  

LMW 

Proven 1.41 0.29 181 1.37  0.13 13.2 8.2 19.3  1.9 

Probable 1.06 0.50 152 1.23  0.09 17.0 5.2 13.1  0.9 

Subtotal P&P 2.48 0.38 168 1.31  0.11 30.2 13.4 32.4  2.8 

DCG 

Proven 0.15 1.64 44 0.46   8.0 0.2 0.7   

Probable 0.21 1.40 25 1.53   9.6 0.2 3.3   

Subtotal P&P 0.36 1.50 33 1.08   17.6 0.4 3.9   

KP 

Proven            

Probable 0.21 0.66 158 1.12 2.20  4.4 1.1 2.3 4.5  

Subtotal P&P 0.21 0.66 158 1.12 2.20  4.4 1.1 2.3 4.5  

Ying 
Mines 

Proven 10.41 0.15 179 2.71 0.87 0.04 50.8 59.9 282.0 90.4 3.9 

Probable 8.66 0.20 167 2.19 0.71 0.03 56.3 46.6 190.1 61.7 2.7 

Total P&P 19.08 0.17 174 2.47 0.80 0.04 107.1 106.5 472.1 150.2 6.7 

Notes to Mineral Reserve Statement: 
¶ CutȤoff grades (AgEq g/t): SGX т 180 Resuing, 155 Shrinkage; HZG т 150 Resuing, 130 Shrinkage; HPG т 195 Resuing 

(2.10 AuEq), 175 Shrinkage (1.90 AuEq); TLP т 160 Resuing, 135 Shrinkage; LME т 170 Resuing, 145 Shrinkage, 145 Room & 
Pillar; LMW т 170 Resuing, 150 Shrinkage, 150 Longhole, 150 Room & Pillar (1.8 g/t AuEq); DCG т 220 Resuing, 
195 Shrinkage; KP - 225 Resuing, 205 Shrinkage.  

¶ Stope Marginal cutȤoff grades (AgEq g/t): SGX т 155 Resuing, 130 Shrinkage; HZG т 130 Resuing, 110 Shrinkage; HPG т 165 
Resuing (1.80 AuEq), 145 Shrinkage (1.60 AuEq); TLP т 230 Resuing, 1.95 Shrinkage; LME т 135 Resuing, 105 Shrinkage, 
105 Room & Pillar; LMW - 135 Resuing, 110 Shrinkage, 110 Longhole, 110 Room & Pillar (1.35 AuEq); DCG т 145 Resuing, 
125 Shrinkage.  

¶ Development Ore cutoff grades (AgEq g/t): SGX т 100; HZG т 80; HPG т 115; TLP т 90; LME т 80; LMW т 90; DCG т 90; 
KP т 95.  

¶ Unplanned dilution (zero grade) assumed as 0.05 m on each wall of a resuing stope and 0.10 m on each wall of a shrinkage 
stope. 20% unplanned dilution assumed for LMW longhole. 27%, 31%, and 62% average dilution assumed for Room & Pillar 
at LME, LMW, and KP, respectively.  

¶ Mining recovery factors assumed as 95% for resuing and 92% for shrinkage, room and pillar, and longhole. 
¶ Metal prices: gold US$2,800/troy oz, silver US$28.00/troy oz, lead US$0.90/lb, zinc US$1.20/lb, copper US$4.40/lb. 
¶ Processing recovery factors: SGX т 61.3% Au, 95.6% Ag, 96.4% Pb, 70.1% Zn, 90.80% Cu; HZG т 62.2% Au, 95.6% Ag, 88.4% 

Pb, 96.2% Cu; HPG т 91.0% Au, 88.8% Ag, 90.1% Pb, 66.0% Zn, 93.8% Cu; TLP т 61.8% Au; 92.8% Ag, 89.6% Pb, 88.0% Cu; 
LME т 53.3% Au, 95.2% Ag, 87.2% Pb, 37.1% Zn, 87.2% Cu; LMW т 87.2% Au, 95.4% Ag, 93.3% Pb, 93.8% Cu; DCG т 75.9% 
Au, 81.4% Ag, 73.8% Pb, 69.2% Cu; KP т 75.9% Au, 81.4% Ag, 73.8% Pb, 68.0% Zn, 69.2% Cu. 

¶ Payables: Au т 85%; Ag т 94.5%; Pb т 99.0%; Zn т 76.0%, Cu т 40.0%. 
¶ Exchange rate assumed is RMB 7.00: US$1.00. 
¶ Numbers may not compute exactly due to rounding. 

Ying average Mineral Reserve grades for gold, silver, lead and zinc are 76%, 88%, 98%, and 163%, 
respectively, of the reported grades for the operating period from FY2023Q4 through end-FY2025. This is 
consistent with utilization of a lower COG and production generally moving to deeper mine areas. 
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In terms of Ying Mineral Reserve AgEq metal content, SGX remains the main contributor at 47%, followed 
by TLP at 16%, LME and LMW each at 12%, HPG at 6%, HZG at 5%, and DCG and KP each at 1%.  

A continued focus on best mining practices and minimizing dilution will be key to achieving Mineral Reserve 
grades over the Ying life-of-mine (LOM). 

The Mineral Reserve estimation assumes that current stoping practices will continue to be predominant at 
the Ying property, namely cut and fill resuing and shrinkage stoping for most veins, using hand-held drills 
(jacklegs) and hand-mucking within stopes, and loading to mine cars by rocker-shovel or by hand. The QP 
also recognizes the increased use of more mechanized mining techniques at the Ying operations. The 
typically sub-vertical veins, generally competent ground, reasonably regular vein width, and generally 
hand-mining techniques using short rounds, allow a significant degree of selectivity and control in the 
stoping process. Minimum mining widths of 0.5 m for resuing and 1.0 m for shrinkage are assumed. The QP 
has observed the resuing and shrinkage mining methods at the Ying property on several occasions and 
considers the minimum extraction and mining width assumptions to be reasonable. Minimum dilution 
assumptions are 0.10 m of total overbreak for a resuing cut and 0.2 m of total overbreak for a shrinkage 
stope. Average Ying dilution projections for resuing and shrinkage are 17% and 20%, respectively. 

The QP notes that, for a small number of veins with relatively low-angle dip т generally veins with significant 
gold content т room and pillar stoping with slushers is now being used at the Property. Longhole stoping 
has also been recently employed in some areas of the LMW mine. 

For longhole mining at LMW, 20% dilution has been assumed. For room and pillar mining at LMW, LME, and 
KP, a minimum mining width of 1.2 m or vein width + 0.2 m where vein width is greater than 1.0 m has been 
assumed, with average dilution approximately 31%, 27%, and 62%, respectively. 

Of the total tonnage estimated as Ying Mineral Reserves, approximately 64% is associated with resuing, 
32% with shrinkage, 3% with room and pillar, and 1% with longhole. 

As with previous Technical Reports, the sensitivity of the Ying Mineral Reserves to variation in COG has 
been tested by applying a 20% increase in COG to Mineral Reserves at each of the Ying mines. The lowest 
sensitivity, at 9% reduction in AgEq ounces, continues to be seen at SGX. For the entire Ying Mining District, 
an approximate 16% reduction in AgEq ounces for a 20% COG increase demonstrates moderate overall 
COG sensitivity. 

Total Ying Mineral Reserve tonnes are approximately 45% of Mineral Resource (Measured plus Indicated) 
tonnes. Gold, silver, lead, zinc, and copper Mineral Reserve grades are 103%, 119%, 110%, 119%, and 50%, 
respectively, of the corresponding Measured plus Indicated Mineral Resource grades. Metal conversion 
percentages for gold, silver, lead, zinc, and copper are 46%, 54%, 50%, 53%, and 24%, respectively. 

With respect to the difference in tonnes and metal content between (Measured plus Indicated) Mineral 
Resources and (Proven plus Probable) Mineral Reserves, the QP notes that the Mineral Resources have not 
had modifying factors applied that would allow consideration of conversion to Mineral Reserves. 

Underground access to each of the mines in the steeply sloped, mountainous district is via adits at various 
elevations, inclined rail haulageways, shaft / internal shafts (winzes), and declines (ramps). The mines are 
developed using trackless equipment, with single-boom jumbos, 1 m3 scoops, and 5 t, 15 t, and 30 t 
payload trucks. Small, conventional tracked equipment т electric / diesel locomotives, rail cars, electric 
rocker shovels and load haul ramp trucks т and pneumatic hand-held drills, have been predominant in 
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operations to date, but with an increased use of trackless equipment now in some mine areas and a focus 
on more mechanized mining will be a key part of future mine planning. 

The global extraction sequence is top-down between levels, and generally outwards from the central shaft 
or main access location. The stope extraction sequence is bottom-up, with shrinkage and resuing being the 
main mining methods, and using jacklegs. In some flatter-lying veins, room and pillar mining is now 
employed. A trial production for uppers longhole stoping has also been undertaken recently, with further 
longhole initiatives planned. 

Recent initiatives at the Ying operations have resulted in a +20% increase in annual production in the last 
two years, with additional mine expansion activities also underway. In the future, the Ying operation plans 
to develop deeper mining zones within each mining area, as part of an aim to further enhance overall 
production rates. 

1.5 Reconciliation  

Table 1.3 summarizes the Silvercorp reconciliation between Mineral Reserve estimates in areas mined and 
production as mill feed for the Ying mines from 1 January 2023 to 31 December 2025. 

Table 1.3 Mineral Reserve to production reconciliation: January 2023 т December 2025 

 Mine 
Mineral 

Reserve (kt) 
Grade Metal  

Au (g/t) Ag (g/t) Pb (%) Zn (%) Au (koz) Ag (koz) Pb (kt) Zn (kt) 

Reserve 
(Proven + 
Probable) 

SGX 556 0.07 239 4.26 1.87 1.3 4,272 23.7 10.4 

HZG 105  263 0.72   888 0.8  

HPG 186 1.45 58 2.12 0.71 8.7 349 4.0 1.3 

LME 74  347 1.47   824 1.1  

LMW 206 0.41 238 1.91  2.7 1,580 3.9  

TLP 543  168 1.95   2,939 10.6  

DCG 10 1.02 39 2.20  0.3 13 0.2  

TOTAL 1,681 0.24 201 2.63 0.70 13.0 10,865 44.2 11.7 

Reconciled 
Mine 
Production 

SGX 552 0.12 247 4.24 1.39 2.1 4,392 23.4 7.7 

HZG 138  239 0.79   1,057 1.1  

HPG 147 1.11 72 2.03 0.50 5.2 338 3.0 0.7 

LME 97  237 1.17   737 1.1  

LMW 291 0.53 215 1.75  5.0 2,009 5.1  

TLP 489  152 1.99   2,394 9.7  

DCG 13 0.61 42 1.34  0.2 17 0.2  

TOTAL 1,726 0.23 197 2.52 0.49 12.6 10,945 43.6 8.4 

Mine 
Production 
as % of 
Reserves 

SGX 99% 166% 104% 100% 74% 165% 103% 99% 74% 

HZG 131% - 91% 110%   119% 144%  

HPG 79% 77% 123% 95% 70% 60% 97% 75% 55% 

LME 131%  68% 80%   89% 104%  

LMW 141% 130% 90% 92%  184% 127% 129%  

TLP 90%  90% 102%   81% 92%  

DCG 125% 59% 108% 61%  74% 135% 76%  
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 Mine Mineral 
Reserve (kt) 

Grade Metal  

Au (g/t) Ag (g/t) Pb (%) Zn (%) Au (koz) Ag (koz) Pb (kt) Zn (kt) 

Total 103% 94% 98% 96% 70% 97% 101% 99% 72% 

Notes: 
¶ Assumes 2.5% moisture in wet ore. 
¶ Numbers may not compute exactly due to rounding. 
¶ Low Cu values at HPG and LMW not referenced and not material. 

The QP makes the following observations relative to the data in Table 1.3: 

¶ Overall, the mine produced 3% more tonnes from Mineral Reserves at gold, silver, lead and zinc 
grades that were, respectively, 6%, 2%, 4%, and 30% lower than reserve grades. Contained gold, 
silver, lead, and zinc metal values were, respectively, 3% lower, 1% higher, 1% lower, and 28% lower 
relative to Mineral Reserve estimates. 

¶ The slightly lower mined grades for Au, Ag, and Pb suggest that, overall, dilution control has not 
suffered significantly in the recent move towards increased production, but with some greater 
fluctuation seen on an individual mine basis. 

¶ The particularly low zinc grade and metal recovered vs reserves may be attributed, to some extent, 
to processing recovery uncertainty affecting reconciled values, and to an expected greater 
processing focus on the higher value metals. The QP notes that zinc contributes only about 4% to 
Ying revenue in the LOM plan. 

¶ General factors that may contribute to results variability include: 
½ Over- and / or under-estimation of Mineral Resource / Reserve tonnes and grades at individual 

sites. 
½ Variable or adverse ground conditions. 
½ Increased use of shrinkage stoping in very narrow and / or discontinuous veins. 
½ Mining of lower grade, but still economic, material outside of the vein proper. 
½ Misattribution of feed source to the mill. 
½ Mill process control issues. 
½ Mill focus issues on metal prioritization. 

Silvercorp has previously placed a high level of focus on dilution control and, as part of that effort, revised 
its stockpiling and record keeping procedures and implemented a work quality checklist management 
enhancement program. The QP recommends that Silvercorp continue to emphasize the dilution control 
aspects of the mining process and notes that this will be even more important with an LOM plan that 
projects yet higher production rates. The QP recommends that Silvercorp undertake regular mill audits 
aimed at ensuring optimum process control and mill performance. 

1.6 Comparison of Mineral Reserves, 30 June 2024 to 31 December 2025 

A comparison of Mineral Reserve estimates between 30 June 2024 (2024 Technical Report) and 
31 December 2025 (this Technical Report) indicates the following: 

¶ 50% increase in total (Proven + Probable) Ying Mineral Reserve tonnes: 45% increase in Proven 
Mineral Reserves and 55% increase in Probable Mineral Reserves. 

¶ 1% increase in Ying Mineral Reserve gold grade and reductions of 20%, 23%, and 17% in silver, lead, 
and zinc grades, respectively. Increase in gold, silver, lead, and zinc metal content of 52%, 20%, 16%, 
and 22%, respectively. 
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¶ SGX continues to be the leading contributor to the total Ying Mineral Reserves, accounting for 38% of 
tonnes, 9% of gold, 44% of silver, 59% of lead, and 87% of zinc, compared to respective values of 
42%, 6%, 44%, 58%, and 90% in the previous Technical Report. 

¶ 34% increase in Mineral Reserve tonnes at SGX. 77% increase in gold grade and 11%, 12% and 12% 
reductions in silver, lead, and zinc grades, respectively. Increases in gold, silver, lead, and zinc metal 
content of 138%, 19%, 19%, and 18%, respectively. 

¶ TLP remains the second largest contributor to total Ying Mineral Reserves, with 18% of tonnes, 19% 
of silver, and 20% of lead. 

¶ 21% increase in Mineral Reserve tonnes at TLP. 22% decrease in both silver and lead grades, with a 
6% reduction in both silver and lead metal content.  

¶ LMW remains the third largest contributor to total Ying Mineral Reserves, with 13% of tonnes, 28% of 
gold, 13% of silver, 70% of lead, and 42% of copper. 

¶ 48% increase in Mineral Reserve tonnes at LMW. 77% increase in gold grade, with 32% and 36% 
reductions in silver and lead grades, respectively. Increases in gold and silver metal content of 162% 
and 1%, respectively; decrease in lead metal content of 6%.  

¶ 40% of Ying total Mineral Reserves gold metal at HPG  
¶ First Mineral Reserves of 0.21 Mt at KP. 
¶ In terms of AgEq metal in total Ying Mineral Reserves, approximate respective contributions are silver 

67%, lead 22%, gold 6%, zinc 5%, and copper 1%.  

¶ In total Ying Mineral Reserves, SGX, TLP, LME, LMW, HPG, HZG, DCG, and KP contribute 47%, 16%, 
12%, 12%, 6%, 1%, and 1% of AgEq metal, respectively. 

The QP notes that, except for gold, the Ying Mineral Reserves general trend of significant increase in tonnes, 
decrease in grades, and increase in metal content compared to the 2024 Mineral Reserves is largely 
attributable to use of lower COGs driven by the increased silver price ($28/oz in 2025 vs $21/oz in 2024). 
The QP also notes that the $28/oz silver price is very much lower than prevailing silver price levels at the 
time of writing of the Technical Report. 

1.7 Life-of-mine plan  

Table 1.4 is a summary of the projected LOM production for each of the Ying mines and for the entire 
operation based on the 31 December 2025 Mineral Reserve estimates. 

Annual ore production in the LOM plan is projected to rise from the projected full-year FY2026 level of about 
1.2 Mt to: 1.3 Mt in FY2027, 1.5Mt in FY2028, and over 1.6 Mt in FY2029, with that level being maintained 
through to FY2031. From FY2032, a slow year-over-year decline is projected to around 1.52 Mt in FY2034, 
followed by a more rapid decline from 1.37 Mt in FY2035, 1.26 Mt in FY2036, 1.17 Mt in FY2037, 830 kt in 
FY2038, and a further year-over-year decline to 300 kt in the currently projected final year of FY2042.  
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Table 1.4 Ying Mines LOM production plan 

SGX FY2026Q4 FY2027 FY2028 FY2029 FY2030 FY2031 FY2032 FY2033 FY2034 FY2035 FY2036 FY2037 FY2038 FY2039 FY2040 FY2041 FY2042 Total LOM 

Production (kt) 73 370 441 481 507 519 503 503 511 509 512 487 477 407 398 331 214 7,243 

Au (g/t) 0.11 0.09 0.01 0.06 0.04 0.02 0.05 0.06 0.03 0.08 0.04 0.03 0.05 0.03 0.01 0.01  0.04 

Ag (g/t) 215 215 215 215 215 214 212 212 208 204 196 191 184 183 178 162 140 200 

Pb (%) 4.02 4.26 4.25 4.04 3.67 3.98 3.96 3.82 3.94 4.19 3.71 3.77 3.52 3.51 4.03 3.73 3.09 3.87 

Zn (%) 1.68 1.64 1.67 1.72 1.69 2.16 1.83 1.98 1.93 1.57 1.88 1.71 1.89 1.95 2.07 1.64 1.40 1.81 

Cu (%)                   

AgEq (g/t) 345 348 344 342 332 346 339 339 336 334 317 310 301 300 309 278 236 324 

HZG FY2026Q4 FY2027 FY2028 FY2029 FY2030 FY2031 FY2032 FY2033 FY2034 FY2035 FY2036 FY2037 FY2038 FY2039 FY2040 FY2041 FY2042 Total LOM 

Production (kt) 11 100 100 100 100 100 100 101 101 100 97 76      1,086 

Au (g/t)                   

Ag (g/t) 176 206 202 202 203 205 206 202 202 201 182 161      198 

Pb (%) 0.56 0.68 0.79 0.73 0.72 0.63 0.56 0.83 0.84 0.66 0.61 0.56      0.69 

Zn (%)                   

Cu (%) 0.29 0.28 0.35 0.34 0.33 0.29 0.34 0.23 0.19 0.20 0.23 0.23      0.28 

AgEq (g/t) 201 233 235 233 234 232 233 230 229 224 206 183      225 

HPG FY2026Q4 FY2027 FY2028 FY2029 FY2030 FY2031 FY2032 FY2033 FY2034 FY2035 FY2036 FY2037 FY2038 FY2039 FY2040 FY2041 FY2042 Total LOM 

Production (kt) 20 115 116 119 125 130 131 132 132 132 107 88      1,348 

Au (g/t) 0.80 0.82 1.08 1.28 1.27 1.07 1.01 0.88 1.14 0.58 0.65 1.14      0.99 

Ag (g/t) 63 63 63 56 54 65 64 70 64 71 71 23      62 

Pb (%) 2.22 2.29 1.73 1.97 2.21 2.81 2.97 3.04 2.29 3.20 2.83 1.61      2.48 

Zn (%) 0.62 0.60 0.46 0.73 0.57 0.49 0.68 0.86 0.47 0.91 0.73 0.59      0.65 

Cu (%) 0.09 0.10 0.10 0.06 0.06 0.04 0.06 0.06 0.10 0.06 0.04 0.02      0.07 

AgEq (g/t) 204 207 217 236 237 240 242 240 236 219 212 178      225 

TLP FY2026Q4 FY2027 FY2028 FY2029 FY2030 FY2031 FY2032 FY2033 FY2034 FY2035 FY2036 FY2037 FY2038 FY2039 FY2040 FY2041 FY2042 Total LOM 

Production (kt) 84 332 373 416 413 402 393 362 340 306 255 248 142     4,066 

Au (g/t)                   

Ag (g/t) 158 160 170 167 170 162 158 152 135 122 91 77 73     145 

Pb (%) 2.33 2.31 2.13 2.10 1.88 2.09 2.08 2.18 2.40 1.63 2.59 2.61 2.60     2.18 

Zn (%)                   

Cu (%)                   

AgEq (g/t) 210 212 217 214 212 209 205 200 188 158 149 135 131     193 

LM East FY2026Q4 FY2027 FY2028 FY2029 FY2030 FY2031 FY2032 FY2033 FY2034 FY2035 FY2036 FY2037 FY2038 FY2039 FY2040 FY2041 FY2042 Total LOM 

Production (kt) 23 101 104 128 148 147 154 157 156 158 158 160 160 152 152 143 88 2,289 

Au (g/t)    0.04     0.17 0.01 0.19  0.09     0.03 

Ag (g/t) 217 236 257 239 226 238 229 225 232 213 223 210 206 225 230 230 228 227 

Pb (%) 0.97 0.98 1.01 1.04 1.23 0.88 1.03 1.39 0.99 0.89 0.74 0.79 1.18 1.24 1.37 1.05 1.01 1.05 

Zn (%) 0.20 0.22 0.22 0.26 0.23 0.23 0.33 0.29 0.27 0.19 0.22 0.17 0.26 0.19 0.20 0.33 0.32 0.24 

Cu (%)                   

AgEq (g/t) 239 259 281 265 254 259 254 257 264 234 250 228 238 253 261 256 253 253 
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LM West FY2026Q4 FY2027 FY2028 FY2029 FY2030 FY2031 FY2032 FY2033 FY2034 FY2035 FY2036 FY2037 FY2038 FY2039 FY2040 FY2041 FY2042 Total LOM 

Production (kt) 66 235 250 250 249 247 247 242 229 170 132 107 51     2,475 

Au (g/t) 0.61 0.52 0.51 0.48 0.53 0.39 0.42 0.27 0.17 0.15 0.19 0.22 0.41     0.38 

Ag (g/t) 150 180 167 172 165 178 165 166 166 172 173 164 123     168 

Pb (%) 1.13 1.23 1.28 1.16 1.05 1.16 1.24 1.43 1.67 1.42 1.21 1.51 2.38     1.31 

Zn (%)                   

Cu (%) 0.16 0.16 0.12 0.16 0.14 0.12 0.10 0.09 0.05 0.09 0.14 0.05 0.03     0.11 

AgEq (g/t) 233 258 244 245 239 241 232 224 220 220 222 218 212     234 

DCG FY2026Q4 FY2027 FY2028 FY2029 FY2030 FY2031 FY2032 FY2033 FY2034 FY2035 FY2036 FY2037 FY2038 FY2039 FY2040 FY2041 FY2042 Total LOM 

Production (kt) 1 22 21 53 55 55 56 54 47         365 

Au (g/t) 1.21 2.11 2.27 2.09 1.79 1.59 1.02 1.01 0.91         1.50 

Ag (g/t) 27 39 35 40 36 27 32 30 30         33 

Pb (%) 0.86 0.94 0.34 0.24 0.59 0.46 2.01 1.66 1.97         1.08 

Zn (%)                   

Cu (%)                   

AgEq (g/t) 146 235 233 220 198 170 159 150 148         181 

KP FY2026Q4 FY2027 FY2028 FY2029 FY2030 FY2031 FY2032 FY2033 FY2034 FY2035 FY2036 FY2037 FY2038 FY2039 FY2040 FY2041 FY2042 Total LOM 

Production (kt)  35 97 97 18             248 

Au (g/t)  0.40 0.63 0.76 0.80             0.66 

Ag (g/t)  132 178 151 142             158 

Pb (%)  0.83 1.13 1.21 1.09             1.12 

Zn (%)  1.24 2.38 2.48 1.60             2.20 

Cu (%)                   

AgEq (g/t)  207 302 289 264             281 

Ying Mine FY2026Q4 FY2027 FY2028 FY2029 FY2030 FY2031 FY2032 FY2033 FY2034 FY2035 FY2036 FY2037 FY2038 FY2039 FY2040 FY2041 FY2042 Total LOM 

Production (kt) 278 1,308 1,503 1,644 1,616 1,600 1,584 1,552 1,516 1,374 1,261 1,166 830 559 550 474 302 19,119 

Au (g/t) 0.24 0.24 0.24 0.30 0.26 0.21 0.20 0.17 0.18 0.11 0.12 0.12 0.07 0.02 0.01 0.01 0.00 0.18 

Ag (g/t) 169 177 181 176 177 179 174 173 169 170 164 152 165 194 192 183 166 174 

Pb (%) 2.29 2.38 2.32 2.24 2.15 2.36 2.42 2.48 2.54 2.55 2.54 2.54 2.84 2.89 3.30 2.92 2.49 2.47 

Zn (%) 0.50 0.57 0.69 0.72 0.61 0.76 0.67 0.74 0.72 0.69 0.86 0.78 1.14 1.47 1.56 1.24 1.08 0.79 

Cu (%) 0.06 0.06 0.05 0.05 0.05 0.04 0.04 0.03 0.03 0.03 0.04 0.02 0.00 0.00 0.00 0.00 0.00 0.03 

AgEq (g/t) 252 264 270 268 261 266 260 258 256 250 247 235 254 287 296 271 241 260 

Ag (t) 47 232 272 290 285 286 276 268 257 234 207 178 137 109 106 87 50 3,320 

Notes: 
¶ Numbers may not compute exactly due to rounding.  
¶ Low zinc grades with minimal value not included for HZG, TLP, LME, LMW, and DCG. 
¶ DCG mine plan includes ~ 40 kt of Inferred Resources т not material to Ying Mineral Reserves. 
¶ Other very minor and non-material differences between schedule and Mineral Reserves. 
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1.8 Metallurgical testwork and processing  

ÂƖŔŸƖШƣŸШŸƓĲƖċƣŔŸŰШŸŉШƣőĲШůŔŰĲƚШċŰĬШƣőĲШĦŸŰƚƣƖƨĦƣŔŸŰШŸŉШÉŔũƻĲƖĦŸƖƓќƚШůŔũũƚЯШůĲƣċũũƨƖŊŔĦċũШƣĲƚƣƚШőċĬШĤĲĲŰШ
conducted by various labs to address the recoveries of the different types of mineralization. TLP 
mineralization was tested by the Changsha Design and Research Institute (CDRI) in 1994, SGX 
mineralization was tested by Hunan Nonferrous Metal Research Institute (HNMRI) in May 2005, HZG 
mineralization was tested by Tongling Nonferrous Metals Design Institute (TNMDI) in 2006, and HPG 
mineralization was tested by Changchun Gold Research Institute (CCGRI) in 2021. 

Additional mineralization testing in 2021 was completed by CITIC Heavy Industry Machinery Co., Ltd 
(CITIC). CITIC was commissioned to conduct grindability tests on sulphide ore from SGX, TLP, LME, and 
LMW, and oxide ore from TLP and HPG. 

The results predicted a metallurgically amenable ore with clean lead-zinc separation by differential 
flotation and, with the possible exception of silver halides in the upper zones of the TLP deposit, high silver 
recoveries. Ying on-site metallurgists have conducted plant-tuning programs to continually improve 
metallurgical performance. 

Silvercorp runs two processing plants - Plant 1 (also known as No.1 Mill or Xiayu Plant) and Plant 2 (also 
known as No. 2 Mill or Zhuangtou Plant) - for the Ying operations, with a total design capacity of 
1,800 tonnes per day (tpd) (prior to October 2011), and then 2,800 tpd after October 2011 when expansion 
Phase II was completed. The two plants are situated within 2 km of each other. An extension to No. 2 
Mill - which increased its processing capacity to 3,500 tpd - was completed in November 2024. The 
combined, designed plant capacity is 4,300 tpd, and the actual, demonstrated capacity is 4,000 tpd.  

A third processing plant (No. 3 Mill or Plant 3) is planned to begin operation in 2027 and is currently in the 
final design and construction planning stages.  

The overall processes of the existing plants, and of Plant 3 when it comes into operation, are similar and 
comprise crushing, grinding, flotation of lead and zinc concentrates, and concentrate dewatering. A 
Knelson concentrator was also installed at Plant 2 to recover coarse-grained gold from the ball mill 
discharge. At the same time, a linear sieve was installed before the Knelson concentrator to screen out 
coarse ore particles larger than 2 mm. 

Processing information for FY2025 indicates: 

¶ For Plant 2, ore from all mines was used as the feed for flotation, although only a small proportion of 
ore from HZG was processed in Plant 2. 

¶ Ore from HZG was generally lower grade and was primarily processed in Plant 1, along with about 
40% of HPG ore, 5% of TLP ore, 56% of LMW ore, and 5% of DCG ore. 

¶ 77% of the ore was processed at Plant 2, with an average daily processing rate of about 2,400 tpd 
versus the design capacity of 3,500 tpd. 

¶ 23% of the ore was processed at Plant 1, with an average daily processing rate of about 700 tpd, 
versus the capacity of 700 tpd. 

From the LOM mine schedule, a mill feed schedule has been derived based on the following assumptions: 

¶ Plant 1 and Plant 2 (current capacity of 4,300 tpd) will both continue to operate until Plant 3 is 
completed and put into operation in 2027. At that time, Plant 2 and Plant 3 will be in operation, each 
with two flotation lines and a combined design capacity of 6,500 tpd (3,500 tpd from Plant 2 and 
3,000 tpd from Plant 3). 
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1.9 Personnel  

Silvercorp operates the Ying mines mainly using contractors for mine development, production, ore 
transportation, and exploration. The mill plant and surface workshops are operated and maintained using 
Silvercorp personnel. Silvercorp provides its own management, technical services, and supervisory staff 
to manage the mine operations. 

A recent snapshot of the Ying mines workforce showed a total of 3,804 persons, comprising 
1,140 Silvercorp staff, 67 Silvercorp hourly employees, and 2,597 contract workers. 

1.10 Main infrastructure, including tailings dams  

Historically, tailings generated by ore processing activities were stored in either of two engineered tailings 
storage facilities, located close to the processing plants, named TSF1 and TSF2. In May 2025, a third TSF 
was commissioned; it was officially put into operation in December 2025. Deposition to TSF1 ceased in 
early November 2025. 

As of 31 December 2025, the remaining tailings storage capacity in TSF2 was calculated to be 
approximately 1.14 million cubic metres (Mm3). As designed, TSF3 has a tailings storage volume of 
17.2 Mm3. 

All three tailings facilities have been designed in accordance with prevailing Chinese standards, with TSF3 
as per the most recent iteration of the standard published in 2020 (GB 39496 т 2020, Safety Regulations for 
Tailings Ponds), which replaced the earlier 2006 version (AQ2006-2005, Safety Technical Regulations for 
Tailings Ponds). 

Overall, QP D Claffey notes that the TSF facilities seen at the time of the February 2024 site visit appeared 
to be in good condition, well maintained, well operated, and appropriately managed. Visual observations 
ĬƨƖŔŰŊШƣőĲШ~ċǃШΞΜΞΣШƚŔƣĲШƻŔƚŔƣШƚƨƓƓŸƖƣШ~ƖШ9ũċŉŉĲǃќƚШĦŸůůĲŰƣƚЮШ 

The facilities are in an area of low seismic activity and are founded on competent bedrock. Facility designs 
are conventional and reasonable. 

Monitoring systems and procedures are extensive and commensurate with accepted international good 
practice. The facilities are extensively inspected by a range of internal and external parties and are subject 
to considerable oversight from local regulators. 

Based on the data presented during the 2024 site visit, it appears that the facilities were constructed to a 
high standard, with adequate levels of oversight and in accordance with an appropriate QA/QC program. 
?ĲƣċŔũĲĬШћċƚ-ĤƨŔũƣќШƖĲƓŸƖƣƚШċƖĲШċƻċŔũċĤũĲШŉŸƖШĲċĦőШŸŉШƣőĲШƣőƖĲĲШÑÉ[ƚЯШŔŰĦũƨĬŔŰŊШƚŔŊŰĲĬ-off construction 
drawings. 

Both the TSF1 and TSF2 facilities are noted to have been designed and operated in accordance with 
Chinese standards, although these standards may, in certain areas, differ from current commonly 
accepted international standards. 

The new TSF3 is similar in design and operation to the existing two facilities, with some notable exceptions, 
including the incorporation of a complete basal liner to the impoundment area, reflecting the increased 
standards now required by local regulators. Design documentation is extensive, again reflecting the 
increased requirements, as regulators move towards an alignment with international standards. 
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Supporting studies for the new facility thus include a Tailings Dam Breach Analysis and three-dimensional 
seepage modelling. 

The QP has made TSF recommendations on hydrological design criteria - including Inflow Design Flood 
events; reassessment of slope stability analysis; and, for TSF3, that consideration should be given to the 
installation of an underdrainage system, installed above the high-density polyethylene (HDPE) basin liner 
in the area immediately upstream of the starter dam. The Silvercorp responses to these recommendations 
are included in Section 18.1 of the Technical Report. 

Wastewater is generated from mining activities, mineral processing, and domestic sewage. 

Ying TSF tailings water is collected via culvert under the TSF embankments and piped back to the 
processing plant for reuse. No tailings water is discharged to the environment. 

~ŔŰĲШĬĲƽċƣĲƖŔŰŊШŔƚШƨŰĬĲƖƣċťĲŰШŔŰШċĦĦŸƖĬċŰĦĲШƽŔƣőШƣőĲШљ9őŔŰĲƚĲШÉċŉĲƣǃШÅĲŊƨũċƣŔŸŰƚШŸŉШ~ĲƣċũШċŰĬШ ŸŰ-metal 
~ŔŰĲƚњЮ 

Sewage from the SGX mining areas is collected and treated by a biological and artificial wetland treatment 
system. The QP understands that the treated water meets all the criteria of water reuse, with 100% being 
reused for landscape watering. There is no discharge to the reservoir. At the HZG, HPG, TLP, LME, LMW, 
and DCG mines, underground water and domestic sewage are filtered through gravel pits and then 
discharged to the environment. 

Data provided by Silvercorp indicates that, with few exceptions, any water released to the environment 
complies with regulatory requirements. 

Waste rock dumps are sited throughout the Property and adjacent to the mines. In 2021, the Hongfa 
Aggregate Plant (Hongfa) was constructed to recycle and crush waste rock from the Ying Mining District. 
Since Hongfa has been in operation, Silvercorp has evaluated each waste dump, and decided to reclaim 
three waste dumps (two waste dumps at the SGX mine, and one at the HZG mine). The role of the other 
waste dumps is changing to temporary waste rock storage, from which waste rock is hauled to the Hongfa 
plant each day. 

Power for the Ying Property is drawn from the Chinese national grid, with high-voltage lines to sub-stations 
in proximity to the different mine camps and mill plants. Diesel generators act as back-up power supply in 
the event of a grid power outage. The QP understands that existing main power supply provisions will be 
able to meet the power requirements of the increased mining and milling operations and TSF requirements. 
Two 10 kV lines supply power to the KP mine, with one coming from the Gang-Qian line and the other from 
Xi-Zhang line as a backup. 

In 2020, access to the SGX / HZG mine from the mill-office complex was via a 7 km paved road to Hedong 
wharf of Guxian Reservoir, and then across the reservoir by boat to the mine site. Silvercorp shipped ore 
from the SGX / HZG and HPG mines to Hedong wharf by two large barges that could carry up to five 45-tonne 
trucks. Since the beginning of 2021, ore transport from the SGX / HZG and HPG mines has changed to an 
alternative ore transport route. This route is via a 10 km road that passes through three tunnels in sequence, 
with three bridges connecting the tunnels. The HPG mine can be accessed by 12 km paved road, 
south-west of the main office complex. The TLP, LME, and LMW mines are approximately 15 km south-east 
of the main office complex and are accessed by paved road along the Chongyang River. A 1,756 m 
transportation ramp was built in 2020 from the TLP camp area to the DCG mine for ore haulage. The DCG 
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mine can also be accessed by a 10.5 km paved road, south-southwest of the mills. Ore from the KP Project 
will also be hauled to the Ying mill complex by 45-tonne electric trucks. The one-way transport distance is 
around 120 km. 

Domestic water for the SGX mine is sourced from the Guxian Reservoir, while water for the HPG, TLP, LME, 
LMW, HZG, and DCG mines is sourced from nearby creeks and springs. Water is regularly tested and 
reported test results indicate that its quality and quantity meet requirements. Mine production water for 
drilling and dust suppression is sourced from underground. The water supply for the KP mine is sourced 
from a well close to the main office building. 

1.11 Market studies and contracts  

Contracts for underground mining operations are in place with several contracting firms, including Henan 
Sanyi Mine Construction Engineering Co. Ltd and Luoyang Xinsheng Mining Engineering Co. Ltd. 

The QP understands that the lead and zinc concentrates are marketed to existing smelter customers in 
Henan and Shaanxi provinces and appropriate terms have been negotiated. All contracts have freight and 
related expenses to be paid by the smelter customers. The key elements of the smelter contracts are 
subject to change based on market conditions when the contracts are renewed each month; they may vary 
between smelters. 

With respect to recently indicated concentrate terms, the QP notes that lead payability of approximately 
100% is higher than the industry norm of 95%. Silver payability of 92.5% to 96% is lower than the industry 
norm of 95%. Gold payability of 80% to 84% is lower than the norm of 95%. 

Zinc concentrate payability of approximately 77% is lower than the industry norm of 80% to 85%. Silver - 
the only payable minor component, is commonly paid using a standard deduction of 90 g/t and 90% 
payability for the remainder. The QP understands that Ying zinc concentrate silver has attracted payability 
of 50% since November 2025. 

With respect to copper, when lead concentrate contains 1% to 1.5% of copper, copper is payable at 30% 
of copper price, and when lead concentrate contains more than 1.5% of copper, copper is payable at 40% 
of copper price. 

Regarding harmful element assessment in concentrates, the QP notes that, other than for silicon dioxide, 
both the Ying concentrates exhibit deleterious material percentages below the standard maxima. The QP 
also understands that silicon dioxide has never been considered in concentrate sales contracts and that 
Silvercorp has had no issues of significance with respect to the saleability of its concentrates since the 
start of operations in 2006.  

1.12 Environmental, permitting, social / community impact  

Silvercorp has all the required permits for its operations on the Property. The existing mining permits cover 
all the active mining areas and, in conjunction with safety and environmental certificates, give Silvercorp 
the right to carry out full mining and mineral processing operations. Silvercorp has also obtained approvals 
and certificates for wastewater discharge locations at the SGX mine, the HPG mine, and the three TSFs. All 
certificates must be renewed periodically. 

The Environmental Impact Assessment (EIA) report of the Shimengou TSF (TSF3), which was built and put 
into operation in November 2024, has been completed and approved by the Luoyang Branch of the Luoyang 
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Ecological Environment Bureau. Also, the EIA report for the technical renovation and capacity expansion 
project of Mill Plant 2 was approved by the Luoyang branch of the Luoyang Ecological Environment Bureau 
in July 2024. 

There are no cultural minority groups within and around the Ying Property. The culture of the broader 
Luoning County and Shanzhou District is predominantly Han Chinese. No records of cultural heritage sites 
exist within or near the SGX, HZG, HPG, TLP, LME, LMW, DCG, and KP Project areas. The surrounding land 
near the mines is used predominantly for agriculture. The mining areas do not cover any natural 
conservation, ecological forests, or strict land control zones. The current vegetation within the project area 
is mainly secondary, including farm plantings. Larger wild mammals have not been found in the region. 
Small birds nesting and moving in the woodland are observed occasionally. The surrounding villagers raise 
domestic animals, such as chickens, ducks, pigs, sheep, goats, cows, etc. 

Silvercorp has made a range of cash donations and contributions to local capital projects and community 
support programs, sponsoring university students, and undertaking projects such as road construction and 
school repairs, upgrading, and construction. In 2024 and 2025, Silvercorp donated Chinese Yuan (CNY) 
10.85 and CNY 8.6 million  (M), respectively; and, as of 31 December 2025, Silvercorp had, in total, donated 
around CNY 150M in cash or in kind. Silvercorp has also made economic contributions in the form of direct 
hiring and retention of local contractors, suppliers, and service providers. The QP understands that there 
ċƖĲШŰŸШƖĲĦŸƖĬƚШŸŉШƓƨĤũŔĦШĦŸůƓũċŔŰƣƚШŔŰШƖĲũċƣŔŸŰШƣŸШÉŔũƻĲƖĦŸƖƓќƚШòŔŰŊШÂƖŸƓĲƖƣǃШŸƓĲƖċƣŔŸŰƚЮ 

The Ying operation has an environmental protection department consisting of eight full-time staff. The 
full -time environment management personnel are mainly responsible for the environment management 
and rehabilitation management work in the Ying Property. There are three part-time environment 
management personnel at the KP mine. 

Environmental monitoring is undertaken for air and dust emissions, noise and wastewater. The monitoring 
work is completed by qualified persons and licensed institutes. For water environment monitoring, an 
intensive program has been developed and implemented, including once-a-quarter testing of domestic 
sewage water and ground water for TSFs, and once-a-year testing of the ground water near the mine and 
twice-a-year testing of the surface water at Yuelianggou, HPG, and Chongyang River (TLP) by the Luoyang 
Liming Testing Company. The mine water from Yuelianggou (SGX and HZG), HPG, TLP-LM, and DCG is also 
tested once-a-quarter by the Luoyang Liming Testing Company. Surface water flowing into the Guxian 
Reservoir from SGX and HPG is tested monthly by the Yellow River Basin Environmental Monitoring Centre, 
an inter-provincial government organization. Silvercorp will make a plan in the first half of 2026 to start 
monitoring the water quality at KP. 

Production activities on the Property are compliant with Chinese labour regulations. Formal contracts are 
signed for all full-time employees with wages well above minimum levels. The company provides annual 
medical surveillance, and checks are conducted for its employees before, during, and after their 
employment with the Company. The Company does not use child or under-age labour. 

Remediation and reclamation plans were developed during the project approval stage, including measures 
for project construction, operation, and closure. From FY2016 through FY2025, the Company has spent 
approximately CNY 213.2M on environmental protection, including dust control measures, wastewater 
treatment, solid waste disposal, under-drainage tunnel construction, soil and water conservation, noise 
control, ecosystem rehabilitation, and emergency response plans. In the same period, a land area of 
1,366,500 m2 was planted with trees and grasses, as planned in the EIA; of this, 54,700 m2 of land was 
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planted in 2024 and 116,800 m2 in 2025. Unused mining tunnels have been closed and rehabilitation 
coverage at all the mines has been undertaken. 

Based on Chinese national regulatory requirements, Silvercorp will complete a site decommissioning plan 
at least one year before mine closure. Site rehabilitation and closure cost estimates will be made at that 
time. 

1.13 Capital and operating costs  

An exchange rate of United States Dollar (US$)1 = CNY 7.00 is assumed for all capital and operating cost 
estimates. 

Table 1.5 indicates anticipated capital expenditures on exploration and mine development; facilities, plant, 
and equipment; and general investment capital through to the projected end of mine life in 2042. The basis 
for calculating these capital costs is the LOM plan for mining and processing based on the 
31 December 2025 Mineral Reserve estimates. 

As of 31 December 2025, LOM projected capital expenditures, inclusive of construction completion and 
commissioning of Mill Plant 3, but also including ore sorting and TSF costs, planned to be completed in 
FY2028, total $365M. 

The QP considers the projected capital costs to be reasonable relative to the planned exploration, 
development, mining, processing, and associated site facilities, equipment, and infrastructure. 
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Table 1.5 Projected Ying LOM Capex (US$M) 

Cost item  Total LOM FY 2026 Q4 FY 2027 FY 2028 FY 2029 FY 2030 FY 2031 FY 2032 FY 2033 FY 2034 FY 2035 FY 2036 FY 2037 FY 2038 FY 2039 FY 2040 FY 2041 FY 2042 

SGX 

Sustaining Capex                   

Exploration & mine development tunneling 57.62 3.27 14.50 12.32 10.97 4.09 3.53 2.98 2.12 1.97 1.73 0.08 0.06      

Facilities, Plant, and Equipment 9.92 0.07 3.56 0.41 0.44 0.47 0.48 0.47 0.47 0.47 0.47 0.47 0.45 0.44 0.38 0.37 0.31 0.20 

Investment Capex 59.73 1.66 18.96 12.94 7.47 5.37 3.29 3.00 2.40 1.63 0.94 0.41 0.42 0.31 0.31 0.31 0.31 0.00 

Total SGX Capex 127.28 5.00 37.02 25.67 18.88 9.93 7.30 6.44 4.98 4.08 3.14 0.96 0.94 0.75 0.69 0.68 0.62 0.20 

HZG 

Sustaining Capex                   

Exploration & mine development tunneling 11.14 3.40 4.86 1.53 0.77 0.18 0.13 0.13 0.13 0.02         

Facilities, Plant, and Equipment 7.95 0.10 3.30 0.47 0.52 0.51 0.50 0.49 0.45 0.42 0.38 0.32 0.31 0.18     

Investment Capex 38.62 0.90 12.86 7.09 3.24 2.45 2.21 2.04 1.93 1.89 1.87 1.66 0.50      

Total HZG Capex 57.70 4.40 21.02 9.08 4.53 3.14 2.84 2.66 2.51 2.33 2.25 1.98 0.81 0.18     

HPG 

Sustaining Capex                   

Exploration & mine development tunneling 3.27 0.48 2.40 0.39               

Facilities, Plant, and Equipment 1.95 0.01 0.92 0.05 0.06 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.07 0.04 

Investment Capex 28.48 0.70 6.49 3.72 2.64 1.81 1.90 1.70 1.47 1.46 1.41 1.31 1.14 0.87 0.76 0.56 0.53 0.00 

Total HPG Capex 33.70 1.19 9.82 4.16 2.70 1.88 1.97 1.77 1.55 1.53 1.48 1.39 1.22 0.94 0.83 0.63 0.60 0.04 

TLP 

Sustaining Capex                   

Exploration & mine development tunneling 10.97 1.54 5.24 2.89 0.64 0.25 0.13 0.08 0.10 0.09 0.02        

Facilities, Plant, and Equipment 5.26 0.09 2.35 0.32 0.32 0.32 0.32 0.32 0.31 0.30 0.22 0.17 0.14 0.07     

Investment Capex 31.17 1.04 11.77 6.47 4.34 1.43 1.16 1.28 0.92 0.80 0.68 0.49 0.38 0.38     

Total TLP Capex 47.40 2.67 19.36 9.68 5.31 2.00 1.61 1.68 1.34 1.19 0.91 0.66 0.52 0.45     

LME 

Sustaining Capex                   

Exploration & mine development tunneling 8.90 0.36 2.75 1.64 0.77 0.58 0.53 0.54 0.62 0.50 0.53 0.08       

Facilities, Plant, and Equipment 6.31 0.06 1.38 0.50 0.50 0.50 0.50 0.50 0.50 0.51 0.50 0.48 0.38      

Investment Capex 21.49 0.67 6.63 3.85 2.85 1.81 1.21 1.04 0.88 0.97 0.79 0.72 0.08      

Total LME Capex 36.69 1.09 10.75 5.99 4.12 2.89 2.24 2.08 2.01 1.97 1.82 1.29 0.46      

LMW 

Sustaining Capex                   

Exploration & mine development tunneling 17.47 1.07 5.60 3.15 1.70 1.21 1.22 0.76 1.28 1.49         

Facilities, Plant, and Equipment 5.07 0.06 1.34 0.38 0.38 0.40 0.42 0.42 0.42 0.42 0.41 0.41       

Investment Capex 18.77 0.59 5.66 3.56 1.76 1.80 1.58 1.49 1.75 0.45 0.14        

Total LMW Capex 41.30 1.72 12.60 7.09 3.84 3.40 3.22 2.68 3.45 2.35 0.55 0.41 0.00 0.00 0.00 0.00 0.00 0.00 
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Cost item  Total LOM FY 2026 Q4 FY 2027 FY 2028 FY 2029 FY 2030 FY 2031 FY 2032 FY 2033 FY 2034 FY 2035 FY 2036 FY 2037 FY 2038 FY 2039 FY 2040 FY 2041 FY 2042 

DCG 

Sustaining Capex                   

Exploration & mine development tunneling 4.10 0.08 2.77 0.98 0.27              

Facilities, Plant, and Equipment 0.95 0.00 0.23 0.04 0.11 0.12 0.11 0.12 0.11 0.10         

Investment Capex 4.17 0.06 1.26 0.75 0.83 0.57 0.46 0.13 0.06 0.06         

Total DCG Capex 9.22 0.13 4.27 1.77 1.20 0.69 0.57 0.24 0.18 0.16         

KP 

Sustaining Capex                   

Exploration & mine development tunneling 4.25 0.66 1.93 1.66               

Facilities, Plant, and Equipment 1.05 0.00 0.41 0.29 0.29 0.06             

Investment Capex 6.25 0.64 3.42 2.05 0.10 0.06             

Total DCG Capex 11.55 1.30 5.76 4.00 0.39 0.11             

Ying total  

Sustaining Capex                   

Exploration & mine development tunneling 117.71 10.86 40.06 24.54 15.11 6.31 5.53 4.49 4.25 4.06 2.28 0.16 0.06      

Facilities, Plant, and Equipment 38.45 0.39 13.49 2.47 2.64 2.45 2.41 2.39 2.35 2.29 2.05 1.92 1.35 0.76 0.45 0.44 0.37 0.24 

Investment Capex 208.68 6.24 67.05 40.42 23.23 15.29 11.80 10.67 9.42 7.26 5.82 4.59 2.53 1.57 1.07 0.87 0.85 0.00 

Total Ying Capex 364.84 17.50 120.60 67.43 40.97 24.04 19.74 17.55 16.01 13.61 10.15 6.67 3.94 2.32 1.52 1.31 1.22 0.24 

Note: Numbers may not compute exactly due to rounding.
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Major operating cost categories are mining, shipping, milling, G&A, product selling, Mineral Resources tax, 
and government fees and other taxes. 

Silvercorp utilizes contract labour for mining on a rate per tonne or a rate per metre basis. The contracts 
include all labour, all fixed and mobile equipment, materials, and consumables, including fuel and 
explosives, which are purchased through the Company. Ground support consumables such as timber, and 
power to the portal areas are the responsibility of the Company. 

Shipping costs are for moving ore from each mine to the processing plant. 

The principal components of the milling costs are utilities (power and water), consumables (grinding steel 
and reagents), and labour, each typically about one third of the total cost. 

G&A costs represent employee salaries and benefits, office and administrative expenses, and professional 
fees. 

As of 1 July 2016, the previous Mineral Resources tax was switched to a levy based on percentage of sales. 
The provision for Mineral Resources tax is approximately 3% of sales. 

Mineral rights royalty has been paid and included in Government fee and other taxes since November 2024 
pursuant to the guideline of "Measure for the Levy of Mining Rights Transfer Royalty" implemented by the 
Province of Henan, China in 2024. 

Table 1.6 summarizes projected LOM unit and total operating costs in US$, by mine, and for Ying as a whole. 

The QP notes that, for Ying as a whole, the unit operating cost estimates are in close alignment with those 
used for Mineral Reserve COG determination. In the case of LME, an approximately 18% lower unit mining 
cost/t projection may be seen as a reflection of the benefits of scale associated with LOM annual average 
planned production at close to three times that of FY2025. At DCG, an approximately 24% lower unit mining 
cost/t projection can be attributed to not only significantly higher projected annual production but also the 
recent underground connection with TLP promising increases in operating efficiency. 

Overall, the QP considers the operating cost estimates to be reasonable relative to the methods and 
technology used and the scale of operations envisaged over the LOM. Inflationary pressures on costs have 
also been noted and, while the projected overall annual production rate increases and the introduction of 
more mechanized mining can facilitate the achievement of costs around projected levels, a constant focus 
on operational efficiency and cost effectiveness will still be essential.  
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Table 1.6 Projected Ying LOM Opex (US$M) 

Cost item  
Unit 
cost  

Total 
LOM 

FY 2026 
Q4 

FY 
2027 

FY 
2028 

FY 
2029 

FY 
2030 

FY 
2031 

FY 
2032 

FY 
2033 

FY 
2034 

FY 
2035 

FY 
2036 

FY 
2037 

FY 
2038 

FY 
2039 

FY 
2040 

FY 
2041 

FY 
2042 

SGX 

Mining 89.19 645.99 7.78 38.28 43.84 42.75 45.38 46.17 45.48 45.55 46.24 44.54 44.22 41.08 41.44 36.57 34.16 27.03 15.48 

Shipping 3.25 23.52 0.24 1.20 1.43 1.56 1.65 1.69 1.63 1.63 1.66 1.65 1.66 1.58 1.55 1.32 1.29 1.07 0.70 

Milling 12.40 89.81 0.91 4.59 5.47 5.96 6.28 6.44 6.24 6.24 6.34 6.31 6.35 6.04 5.91 5.05 4.93 4.10 2.66 

G&A and product selling 7.05 51.09 0.52 2.61 3.11 3.39 3.57 3.66 3.55 3.55 3.61 3.59 3.61 3.44 3.36 2.87 2.81 2.33 1.51 

Mineral Resources tax 
and royalty 12.58 91.09 1.93 6.89 7.00 6.05 6.18 6.63 6.28 6.26 6.33 6.26 5.99 5.59 5.30 4.52 4.58 3.43 1.88 

Government fee and 
other taxes 3.52 25.47 0.26 1.30 1.55 1.69 1.78 1.83 1.77 1.77 1.80 1.79 1.80 1.71 1.68 1.43 1.40 1.16 0.75 

Total SGX Opex 127.98 926.98 11.64 54.87 62.39 61.41 64.84 66.41 64.94 65.00 65.98 64.13 63.62 59.44 59.25 51.76 49.17 39.13 22.97 

HZG 

Mining 78.71 85.48 0.95 8.13 8.75 7.31 7.76 8.60 8.33 8.30 8.19 7.85 6.60 4.71      

Shipping 3.82 4.15 0.04 0.38 0.38 0.38 0.38 0.38 0.38 0.38 0.39 0.38 0.37 0.29      

Milling 12.41 13.48 0.14 1.25 1.24 1.25 1.24 1.24 1.24 1.25 1.26 1.24 1.20 0.94      

G&A and product selling 7.06 7.67 0.08 0.71 0.71 0.71 0.71 0.71 0.71 0.71 0.71 0.70 0.68 0.53      

Mineral Resources tax 
and royalty 8.61 9.35 0.20 1.36 1.10 0.79 0.80 0.79 0.79 0.80 0.80 0.77 0.68 0.47      

Government fee and 
other taxes 3.52 3.82 0.04 0.35 0.35 0.35 0.35 0.35 0.35 0.35 0.36 0.35 0.34 0.27      

Total HZG Opex 114.13 123.95 1.46 12.18 12.53 10.80 11.24 12.07 11.80 11.79 11.70 11.29 9.87 7.22      

HPG 

Mining 75.55 101.86 1.72 9.15 10.01 10.86 10.92 9.72 9.88 8.40 9.95 9.42 6.88 4.95      

Shipping 2.45 3.30 0.05 0.28 0.28 0.29 0.31 0.32 0.32 0.32 0.32 0.32 0.26 0.22      

Milling 12.40 16.72 0.24 1.42 1.44 1.48 1.55 1.62 1.62 1.64 1.64 1.64 1.33 1.10      

G&A and product selling 7.06 9.51 0.14 0.81 0.82 0.84 0.88 0.92 0.92 0.93 0.93 0.93 0.76 0.62      

Mineral Resources tax 
and royalty 6.51 8.78 0.20 0.88 0.76 0.72 0.77 0.86 0.89 0.92 0.83 0.88 0.68 0.39      

Government fee and 
other taxes 3.52 4.74 0.07 0.40 0.41 0.42 0.44 0.46 0.46 0.47 0.46 0.46 0.38 0.31      

Total HPG Opex 107.49 144.91 2.42 12.95 13.72 14.61 14.86 13.91 14.10 12.68 14.14 13.66 10.29 7.58      
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Cost item  
Unit 
cost  

Total 
LOM 

FY 2026 
Q4 

FY 
2027 

FY 
2028 

FY 
2029 

FY 
2030 

FY 
2031 

FY 
2032 

FY 
2033 

FY 
2034 

FY 
2035 

FY 
2036 

FY 
2037 

FY 
2038 

FY 
2039 

FY 
2040 

FY 
2041 

FY 
2042 

TLP 

Mining 61.24 248.98 6.56 24.22 24.56 26.20 25.42 24.06 23.47 21.33 19.79 17.72 14.61 13.86 7.17     

Shipping 2.84 11.53 0.24 0.94 1.06 1.18 1.17 1.14 1.11 1.03 0.96 0.87 0.72 0.70 0.40     

Milling 12.40 50.43 1.05 4.11 4.63 5.15 5.13 4.98 4.87 4.50 4.22 3.79 3.16 3.07 1.76     

G&A and product selling 7.06 28.69 0.59 2.34 2.64 2.93 2.92 2.83 2.77 2.56 2.40 2.16 1.80 1.75 1.00     

Mineral Resources tax 
and royalty 7.63 31.00 1.46 3.89 3.77 3.13 3.07 2.96 2.84 2.57 2.29 1.71 1.38 1.23 0.69     

Government fee and 
other taxes 3.52 14.30 0.30 1.17 1.31 1.46 1.45 1.41 1.38 1.27 1.20 1.08 0.90 0.87 0.50     

Total TLP Opex 94.68 384.93 10.20 36.67 37.97 40.06 39.17 37.38 36.46 33.26 30.86 27.33 22.56 21.48 11.54     

LME 

Mining 63.99 146.46 2.11 10.06 8.83 9.96 10.45 9.89 9.98 10.06 9.17 9.17 9.33 8.51 9.68 8.43 8.29 7.97 4.58 

Shipping 2.84 6.49 0.06 0.29 0.30 0.36 0.42 0.42 0.44 0.44 0.44 0.45 0.45 0.45 0.45 0.43 0.43 0.41 0.25 

Milling 12.40 28.39 0.28 1.25 1.29 1.59 1.84 1.83 1.91 1.94 1.94 1.95 1.96 1.98 1.98 1.89 1.88 1.78 1.10 

G&A and product selling 7.06 16.15 0.16 0.71 0.73 0.91 1.04 1.04 1.09 1.11 1.10 1.11 1.11 1.13 1.13 1.07 1.07 1.01 0.62 

Mineral Resources tax 
and royalty 9.61 22.01 0.51 1.57 1.44 1.21 1.35 1.36 1.40 1.45 1.46 1.31 1.38 1.30 1.36 1.38 1.42 1.31 0.80 

Government fee and 
other taxes 3.52 8.05 0.08 0.35 0.37 0.45 0.52 0.52 0.54 0.55 0.55 0.55 0.56 0.56 0.56 0.53 0.53 0.50 0.31 

Total LME Opex 99.42 227.55 3.21 14.23 12.95 14.49 15.62 15.04 15.36 15.55 14.67 14.56 14.78 13.93 15.16 13.74 13.62 12.98 7.65 

LMW 

Mining 64.59 159.86 4.48 18.39 17.48 17.40 15.89 15.53 15.43 15.14 13.80 10.46 7.16 5.66 3.03     

Shipping 2.84 7.02 0.19 0.67 0.71 0.71 0.71 0.70 0.70 0.69 0.65 0.48 0.37 0.30 0.14     

Milling 12.41 30.70 0.82 2.92 3.10 3.10 3.09 3.07 3.06 3.00 2.84 2.11 1.63 1.33 0.63     

G&A and product selling 7.06 17.47 0.47 1.66 1.77 1.76 1.76 1.74 1.74 1.71 1.62 1.20 0.93 0.76 0.36     

Mineral Resources tax 
and royalty 8.74 21.64 1.15 3.16 2.59 1.98 1.90 1.96 1.87 1.83 1.74 1.29 0.99 0.80 0.36     

Government fee and 
other taxes 3.52 8.71 0.23 0.83 0.88 0.88 0.88 0.87 0.87 0.85 0.81 0.60 0.46 0.38 0.18     

Total LMW Opex 99.15 245.39 7.34 27.61 26.53 25.83 24.23 23.87 23.67 23.22 21.45 16.14 11.55 9.23 4.71     
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Cost item  
Unit 
cost  

Total 
LOM 

FY 2026 
Q4 

FY 
2027 

FY 
2028 

FY 
2029 

FY 
2030 

FY 
2031 

FY 
2032 

FY 
2033 

FY 
2034 

FY 
2035 

FY 
2036 

FY 
2037 

FY 
2038 

FY 
2039 

FY 
2040 

FY 
2041 

FY 
2042 

DCG 

Mining 74.88 27.30 0.31 2.03 2.14 3.91 4.30 4.01 3.82 3.64 3.14         

Shipping 2.84 1.03 0.00 0.06 0.06 0.15 0.16 0.16 0.16 0.15 0.13         

Milling 12.40 4.52 0.02 0.27 0.26 0.66 0.69 0.68 0.69 0.68 0.58         

G&A and product selling 7.06 2.57 0.01 0.15 0.15 0.37 0.39 0.39 0.39 0.38 0.33         

Mineral Resources tax 
and royalty 4.29 1.56 0.01 0.15 0.11 0.24 0.24 0.20 0.23 0.21 0.18         

Government fee and 
other taxes 3.52 1.28 0.00 0.08 0.07 0.19 0.19 0.19 0.20 0.19 0.16         

Total DCG Opex 104.98 38.28 0.36 2.74 2.80 5.53 5.97 5.62 5.50 5.25 4.53         

KP 

Mining 105.71 26.18  5.50 10.10 8.87 1.70             

Shipping 6.11 1.51  0.21 0.60 0.59 0.11             

Milling 12.40 3.07  0.43 1.21 1.20 0.23             

G&A and product selling 7.06 1.75  0.24 0.69 0.69 0.13             

Mineral Resources tax 
and royalty 10.51 2.60  0.36 1.20 0.89 0.15             

Government fee and 
other taxes 3.52 0.87  0.12 0.34 0.34 0.06             

Total DCG Opex 145.31 35.98  6.87 14.14 12.58 2.39             

Ying total  

Mining 75.43 1442.1 23.92 115.76 125.72 127.26 121.82 117.97 116.39 112.42 110.29 99.16 88.79 78.78 61.33 45.00 42.45 35.01 20.05 

Shipping 3.06 58.56 0.82 4.03 4.82 5.23 4.90 4.80 4.75 4.65 4.56 4.15 3.84 3.55 2.55 1.75 1.72 1.48 0.95 

Milling 12.40 237.13 3.46 16.23 18.65 20.40 20.05 19.85 19.64 19.24 18.82 17.04 15.63 14.46 10.29 6.93 6.81 5.88 3.75 

G&A and product selling 7.06 134.89 1.97 9.24 10.61 11.60 11.40 11.29 11.17 10.94 10.70 9.69 8.89 8.23 5.85 3.94 3.88 3.34 2.13 

Mineral Resources tax 
and royalty 9.83 188.03 5.46 18.26 17.96 15.03 14.45 14.76 14.30 14.04 13.63 12.23 11.10 9.78 7.71 5.90 6.00 4.74 2.68 

Government fee and 
other taxes 3.52 67.24 0.98 4.60 5.29 5.78 5.68 5.63 5.57 5.46 5.34 4.83 4.43 4.10 2.92 1.97 1.93 1.67 1.06 

Total Ying Opex 111.30 2,128 36.62 168.13 183.04 185.31 178.31 174.31 171.82 166.75 163.34 147.10 132.68 118.89 90.65 65.50 62.80 52.11 30.63 

Note: Numbers may not compute exactly due to rounding. 
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1.14 Economic analysis  

Although Silvercorp is a producing issuer and, therefore, does not require an economic analysis of the Ying 
Property for the purposes of a National Instrument 43-101 (NI 43-101) Technical Report, the QPs have 
considered it reasonable to include a high-level analysis to illustrate the potential economic impact relative 
to the latest Mineral Reserve estimation and the associated production schedule. 

The following Ying realized selling metal prices (Ying averages over projected LOM except where stated), 
average costs, and exchange rate were used for the economic analysis (all values in $US):  

¶ Gold price / troy ounce    $3,400 FY2026Q4, $2,975 FY2027, $2,800 LOM 
¶ Silver price / troy ounce    $76.80 FY2026Q4, $48.00 FY2027, $38.40 FY2028, $26.88 

       LOM 
¶ Lead price/lb     $0.90 
¶ Zinc price/lb     $1.92 
¶ Copper price/lb     $1.76 
¶ Mining cost/t     $75.43 
¶ Milling cost/t     $12.40 
¶ Shipping cost/t     $3.06 
¶ Mineral Resources tax & rights royalty/t $9.87 
¶ G&A/t      $7.05 
¶ Government fees and other taxes/t  $3.52 
¶ Sustaining and growth capital/t  $19.08 
¶ Exchange rate     US$1 = CYN7.00 

The QP notes the following about the above economic parameters: 

¶ Ying realized metal prices are as per Silvercorp advice and assume the following $US market prices:  
½ Gold/oz: $4,000 FY2026Q4, $3,500 FY2027, $2,800 remaining LOM. 
½ Silver/oz: $80 FY2026Q4, $50 FY2027, $40 FY2028, $28 remaining LOM. 
½ Lead/lb: $0.90. 
½ Zinc/b: $1.20. 
½ Copper/lb: $4.40. 

¶ Other than for FY2026Q4 / FY2027 for gold, and FY2026Q4 / FY2027 / FY2028 for silver, the above 
market prices are as per those used in the mining COG calculations. 

¶ Cost values are as per those indicated in Section 21 (sustaining and growth capital includes mill 
expansion, TSF, and ore sorting capital through to FY2028). 

The QP also notes that approximate spot metal prices at the time of writing of the Technical Report are: 
gold - $4,745/oz; silver - $75.50/oz; lead - $0.86/lb; zinc - $1.49/lb, copper - $5.85/lb. 

Based on the LOM production profile and the metal price and other assumptions shown above, pre-tax and 
post-tax cashflow projections have been generated. At 5% discount rate, pre-tax and post-tax net present 
values (NPVs) of $1,275M and $1,030M, respectively, are projected. Over the LOM, 69.3% of the net 
revenue is projected to come from silver, 20.1% from lead, 5.4% from gold, 4.6% from zinc, and 0.6% from 
copper. 
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Pre-tax NPV sensitivity was also examined (see Figure 1.1) over a +/- 30% change in Ag, Au, Pb, and Zn metal 
prices, and in operating and capital costs. 

Figure 1.1 Ying pre-tax NPV sensitivity 

 
Source: AMC, from Silvercorp data. 

Most sensitivity is seen in silver price (the sensitivity would effectively be the same with variation in Ag 
grade) and, to a lesser extent, in operating cost. The NPV is moderately sensitive to lead price and capex, 
and slightly sensitive to gold price and zinc price. 

The Ying mine complex is seen to be a very viable operation with a projected LOM through to 2042 based 
on Proven and Probable Mineral Reserves. There remains significant potential to extend the LOM beyond 
2042 via further exploration and development, particularly in areas with identified Inferred Resources. 

1.15 Recommendations  

Other than for costs estimated below for exploration tunnelling and drilling т totaling US$39.95M and which 
are part of planned LOM capital expenditures т the QPs consider that implementation of the following 
recommendations will form part of the day-to-day operating cost of the Ying mines. 

1.15.1 Safety in general 

Maintain indicated focus and measures employed related to mine and site safety, including 
implementation of a policy whereby the more stringent of either Chinese or Canadian safety standards is 
employed. The QP notes that Silvercorp has gone beyond Chinese statutory requirements in certain areas 
of safety and the Company has indicated a continuing focus on production procedure safety improvement. 
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1.15.2 Exploration  

Continue exploration tunnelling and diamond drilling at the Ying Property. The exploration tunnelling is 
used to upgrade the drill-defined Resources to the Measured category, and the diamond drilling is used to 
expand and upgrade the previous drill-defined Resources, explore for new mineralized zones within the 
unexplored portions of vein structures, and test for the down-dip and along strike extensions of the vein 
structures. The proposed exploration work is as follows: 

1.15.2.1 SGX 

Tunnelling: 

¶ 23,140 m exploration tunnelling on vein structures S14, S14_1, S14_2, S16E, S16E2, S16E5, S16W, 
S16W1, S18E2, S19, S19E, S19E1, S19W, S1W, S1W2, S1W3, S1W5, S2, S21, S21W, S21W3, S21W5, 
S22, S23, S23W, S27E1, S27E2, S2W, S2W1, S2W2, S2W2_3, S31, S31E, S32, S37, S37E, S39, S39W, 
S4E, S5, S6, S7, S7_1, S7_1E, S7_2, S7_2a2, S7_2E, S7_2Ea, S7_3, S7_4, S74, S76, S7W, S7W1, 
S7W11, S8, S8_1, S8E, S8E1, S8W, and S8W2 between Levels -40 m and 850 m. 

Drilling: 

¶ 8,530 m surface drilling and 56,470 m underground diamond drilling on vein structures S1, S10, S11, 
S14, S14_1, S14_2, S16E1, S16E2, S16W, S16W1, S18, S18E2, S18W, S19, S19E, S19W, S1W, S1W2, 
S1W3, S1W5, S2, S21, S21W1, S23, S23W, S26, S26E, S26W, S27, S27E, S27E1, S27E2, S27W, S28, 
S28E, S29, S2W, S2W1, S2W2, S2W2_1, S2W2_3, S31, S31E, S32, S32E, S33, S36, S39, S51, S53, S54, 
S54N, S6, S6E1, S7, S7_1, S7_1E, S7_2, S7_2E, S74, S7E, S7E2, S7W1, S7W11, S8, S8E1, S8W, and 
S8W2. 

1.15.2.2 HZG 

Tunnelling: 

¶ 6,275 m exploration tunnelling on vein structures HZ10, HZ11, HZ12, HZ15, HZ15W2, HZ20, HZ20E, 
HZ22, HZ22S, HZ26, HZ26W, S28, and S8 between Levels 300 m and 850 m. 

Drilling: 

¶ 7,920 m surface drilling and 14,080 m underground drilling on vein structures HZ10, HZ11, HZ12, 
HZ15, HZ18, HZ20, HZ20E, HZ22, HZ22E1, HZ22S, HZ22W, HZ26, HZ26E, HZ26E8, HZ26W_1, HZ27, 
S19, S27, S28, S7_1, and S8. 

1.15.2.3 HPG 

Tunnelling: 

¶ 10,400 m exploration tunnelling on major vein structures H10, H10_1, H10_1a, H11, H12, H12_1, 
H12W, H13, H14, H14a, H15, H15W, H15W4, H16, H16_1, H16_3, H16_3E, H16_5, H17, H17_1, 
H17_1a, H18, H20W, H29, H32, H32a, H32E1, H38, H39_1a, H40, H40W, H42, H5, H5_1, H5_2, and 
H5W between Levels 50 m and 790 m. 

Drilling: 

¶ 1,245 m surface drilling and 34,095 m underground diamond drilling on vein structures B03, H10, 
H10_1, H10_1a, H11, H12, H12_1, H13, H14, H14a, H15, H15_1, H15W, H16, H16_1, H16_3, H16_5, 
H17, H17_1a, H18, H20W, H32, H32E1, H38, H39_1, H40, H41, H5, H5_2, and H9. 
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1.15.2.4 LME 

Tunnelling: 

¶ 6,280 m on vein structures LM1, LM2, LM2W, LM3_2, LM3_2E, LM3_4, LM3E, LM3W2, LM4, LM4E2, 
LM5, LM5a, LM5E, LM5E1, LM5E2, LM5W5, LM6, LM6_1, LM6W, LM6W_1, LM73, LM75, LM75a, LM79, 
LM82, and LM82E between Levels 400 m and 1,100 m. 

Drilling: 

¶ 710 m surface drilling and 29,290 m underground diamond drilling on vein LM1, LM18E1, LM18W3, 
LM2, LM2E4, LM2W1, LM2W2, LM3, LM3_1, LM3_2, LM3_2E, LM3_4, LM3E2, LM3W, LM3W2, LM3W3, 
LM4, LM4E2, LM4W, LM4W1, LM4W3, LM5, LM5E, LM5E1, LM5E2, LM5W, LM5W7, LM6, LM6_1, 
LM68, LM6W, LM6W_1, LM71, LM73, LM75, LM76, LM79, LM82, LM82E, LM84, LM86, LM9, and 
M4W1. 

1.15.2.5 LMW 

Tunnelling: 

¶ 18,500 m on vein structures LM11, LM11E, LM11E1, LM12, LM12_1, LM12_3, LM12_4, LM12E, 
LM12E6, LM12E6a, LM12Ea2, LM13W, LM13W2, LM13Wa, LM14, LM14_2, LM14a, LM17, LM17W, 
LM17W1, LM17W2, LM17W4, LM17W5, LM17W6, LM19, LM19_1, LM19W1, LM19W2, LM19Wa, 
LM20, LM21, LM22, LM25, LM25W, LM25W1, LM26, LM26a, LM28, LM30, LM32, LM32E, LM32E1, 
LM33, LM34, LM41E, LM41E2, LM41E7, LM41W, LM50, LM50_3, LM50a, LM52, LM52_1, LM53, LM54, 
LM54_1, LM58, LM7, LM7E, LM8, LM8_3, LM8_4a, LM8_5, LM8_7, LM8_9, T24, W1, W18, W18E1, W2, 
W2W, W2W1, W5, W6, W6a, W6E, W6E1, W6E2, and W6W as well as their parallel subzones between 
Levels 500 m and 1,070 m. 

Drilling: 

¶ 3,000 m surface drilling and 60,000 m underground drilling on vein LM11, LM11E, LM12_1, LM12_2, 
LM12E, LM12E1, LM12E6, LM13W, LM14, LM14_1, LM14a, LM14W, LM16, LM16E1, LM17, LM17E1, 
LM17W, LM17W1, LM17W2, LM17W3, LM19_1, LM19E1, LM19W1, LM19W2, LM19W4, LM20, LM20E, 
LM20W, LM22, LM25, LM25W1, LM26, LM28, LM32, LM32E, LM41, LM41_1, LM41E, LM41E1, 
LM41E2, LM41E4, LM41E7, LM41W, LM50, LM51, LM52, LM53, LM54, LM54_1, LM56, LM58, LM58_1, 
LM59, LM7, LM7E, LM7W2, LM8, LM8_13, LM8_3a, LM8_4, LM8_5, W1, W18, W18E2, W18W, 
W18W_2, W6, W6E, W6E1, W6E2, and W6W and their parallel vein structures. 

1.15.2.6 TLP 

Tunnelling: 

¶ 21,600 m exploration tunnelling on vein structures T1 series, T2 series, T3 series, T4, T4E, T5 series, 
T11, T11E4, T11W1, T12, T12E, T14 series, T15 series, T16 series, T17 series, T20, T21, T21W, 
T22 series, T23 series, T24, T26, T26E1, T27, T27E, T27W, T28, T28, T28_1, T28E, T29, T30, T31 series, 
T33 series, T35E, T35E1, T38, T38E, T39E1, T39E, T39W, and T53 between Levels 500 m and 1,120 m. 

Drilling: 

¶ 2,660 m surface drilling and 67,340 m underground drilling on vein structures T1 series, T2, T3 series, 
T5, T11 series, T12, T14, T14E, T15 series, T16 series, T17 series, T20, T21, T21W1, T22 series, T23, 
T24, T26, T26E, T28, T31, T31W3, T31W5, T33 series, T35 series, T39 series, T41, T50, T51, T52, and 
T53. 
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1.15.2.7 DCG 

Tunnelling: 

¶ 2,152 m exploration tunnelling on vein structures C4, C4E, C7_1, C7_1a, C7_2, C8, C8E1, C9_1, 
C9W1, C9W2 between Levels 700 m and 780 m. 

Drilling: 

¶ 5,000 m underground drilling on vein structures C8, C8E1, C9_1, C9_2, C9_5, C9E1, C9E3, C9W2, 
CJ9, and CJ9W. 

1.15.2.8 KP 

Tunnelling: 

¶ 4,101 m exploration tunnelling on vein structures K3, and K4 between Levels 805 m and 1,120 m. 

Drilling: 

¶ 2,315 m surface drilling and 7,200 m underground drilling on vein structures K1, K2, and K3. 

1.15.2.9 Exploration costs  

The estimated cost for the above exploration work is: 

¶ Tunnelling: CNY 221,120,000 (US$31.59M) 
¶ Drilling: CNY 58,557,000 (US$8.37M) 

1.15.3 Drilling  

The QP recommends the following: 

¶ The procedures used in the 2020 density measurement for SGX should be independently reviewed 
and modified, if necessary. 

¶ All density samples should be geologically described, with particular attention to the degree of 
oxidation and the presence or absence of vugs or porosity. 

¶ The minimum size of the density samples should be 1 kg. The part of the sample that is selected for 
assaying should be as representative of the mineralization in the part used for density measurement 
as possible. Assaying of the density sample itself is preferable but only if the wax does not lead to 
problems with assay sample preparation. 

¶ The regression models are likely to be improved for some samples by inclusion of assays for copper 
and iron. In samples with a significant content of chalcopyrite, freibergite, pyrite, or hematite, these 
minerals may make a significant contribution to the overall density of the samples. 

¶ The procedures used in for the KP density measurement should be documented. 
¶ HZG, DCG, and KP are underrepresented in the current density data. Further sampling of these 

deposits is required. 

1.15.4 Sample preparation, analyses, and security  

All recommendations in this Section refer to the Ying Project other than those indicated as specific to the 
KP Project. 
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1.15.4.1 Laboratories  

¶ Laboratories should be chosen based on similar protocols, or protocols should be standardized 
between laboratories where possible. 

¶ Attempt to standardize the crush methodology, crush sub-sampling method, and sample size, lower 
and upper detection limits and overlimit techniques that are utilized by the various laboratories. 

¶ Halt the use of roll mats to mix samples prior to sub-sampling. Riffle splitting or automated rotary 
sample dividers are a more robust system less inclined to sampling bias. 

¶ Wet sizing of pulps should be conducted to test the grind size protocols. 

1.15.4.2 CRMs 

¶ The issue of excessively precise results from some laboratories needs to be discussed with the 
laboratory managers. 

¶ ~ċŔŰƣċŔŰШċШћƣċĤũĲШŸŉШŉċŔũƚќШƣőċƣШĬŸĦƨůĲŰƣƚШƣőĲШƖĲůĲĬŔċũШċĦƣŔŸŰШĦŸůƓũĲƣĲĬШŸŰШċŰǃШŉċŔũĲĬШĤċƣĦőЮ 
¶ Implement a system whereby the original assays of failed batches are retained in the sample 

database and available for audit. 
¶ Consider implementing the review of CRM (and QA/QC) samples for all mines collectively, in addition 

to the present practice of reviewing QA/QC samples separately at each mine. Given that CRMs and 
laboratories are common to all mines, this will provide additional data to monitor laboratory 
performance and trends. 

¶ Issues of data bias (both positive and negative) as well as analytical drift should be further 
investigated, including the standardization of sample preparation and analysis methods between all 
labs. 

¶ Consider developing several custom Ying specific CRMs. Several CRM suppliers can create CRMs 
from surplus coarse reject material and provide relevant certification and documentation. This may 
help to reduce the number of CRMs required and would also provide CRMs with matrix matched to 
the Ying deposits. 

¶ Consider adding a CRM that monitors low grade zinc (less than (<) 0.2%). 

1.15.4.3 Blanks 

¶ Send a batch of coarse blank samples to several laboratories to enable statistics on grade 
distribution of Ag, Pb, and Zn of the blank source material to be determined. This should be 
completed for each quarry site to ensure the source has sufficiently low Ag, Pb, Zn, and Au 
concentrations. If blank materials from different quarry sites are used, each blank material should 
be given an identification so that the source can be traced. 

¶ Revise protocols so that blanks are inserted using a systematic approach at a rate of at least one 
blank in every 25 samples (4%) for both drilling and underground samples. 

¶ Insert blanks immediately after expected high-grade mineralization. 
¶ Implement the use of both coarse and fine (pulp) blank material to enable sample preparation and 

analytical processes to be monitored for contamination. 
¶ Ensure that all laboratories are running their own internal blanks to monitor contamination. If 

possible, internal laboratory QA/QC data should be acquired in real time and incorporated into the 
Silvercorp database. 

¶ Investigate if detection limits and analytical methods can be standardized between labs to ensure 
blank material is performing consistently. 



NI 43-101 Technical Report Update on the Ying Ag-Pb-Zn- ƨШÂƖŸƓĲƖƣǃШŔŰШcĲŰċŰШÂƖŸƻŔŰĦĲЯШÂĲŸƓũĲќƚШÅĲƓƨĤũŔĦШŸŉШ9őŔŰċ 

Silvercorp Metals Inc. 0725073 
 

amcconsultants.com  xxxiv 
 

¶ Implement the monitoring of blank results in real-time and ensure that sample batches with blanks 
exceeding failure limits are investigated and re-analyzed. 

¶ ~ċŔŰƣċŔŰШċШћƣċĤũĲШŸŉШŉċŔũƚќШƣőċƣШĬŸĦƨůĲŰƣƚШƣőĲШƖĲůĲĬŔċũШċĦƣŔŸŰШĦŸůƓũĲƣĲĬШŸŰШċŰǃШŉċŔũĲĬШĤċƣĦőЮ 
¶ Implement a system whereby the original assays of failed batches are retained in the sample 

database and available for audit. 
¶ Submit pulp duplicate samples for analysis to enable practical detection limits to be determined for 

each laboratory. 

1.15.4.4 Duplicates  

¶ Duplicates insertion rates should be increased to 5 - 6% of total samples submitted and should 
comprise field duplicates, coarse crush duplicates and pulp duplicates. The collection of duplicates 
at different stages of the sampling process will enable the source of sampling variance to be 
understood. 

¶ Investigate the cause of poor field duplicate performance in both core and underground samples. 
This could include a test phase that incorporates the following: 

½ Submitting the second half of the core, instead of quarter core as the field duplicates 
(if required, a thin slice of core could be sliced off and retained for archival storage before 
cutting the core into halves). 

½ Consider increasing the size of underground samples. 

1.15.4.5 Umpire samples  

¶ Select a single, third-party laboratory to act as the umpire laboratory. 
¶ Submit a random selection of pulp samples to the umpire laboratory on a regular basis, with CRMs, 

blanks, and duplicates. This is to assess the performance of the batch at the umpire laboratory. 
¶ Increase umpire sampling submissions to 4-5% of all samples collected. 

1.15.4.6 General recommendations  

Ying Project 

¶ Laboratory protocols for sample preparation and analysis should be standardized where possible. 
¶ Insertion rates for all QA/QC sample types should be increased to conform with generally accepted 

industry standards. QA/QC samples should be included with every batch of samples submitted to 
the laboratory. 

¶ Insert QA/QC samples randomly within sample batches as opposed to the present practice of 
consistently inserting consecutive CRMs, blanks, and duplicates. This will make it more difficult for 
the laboratory to pre-determine the QA/QC types. 

¶ Investigate whether internal laboratory QA/QC data are available, and whether these can be reviewed 
in addition to Silvercorp data. 

¶ Populate and utilize the planned implementation of a commercial drillhole database with QA/QC 
capability. 

¶ ~ċŔŰƣċŔŰШċŰĬШƖĲƓŸƖƣШċШћƣċĤũĲШŸŉШŉċŔũƚќШƣőċƣШĬŸĦƨůĲŰƣƚШƣőĲШƖĲůĲĬŔċũШċĦƣŔŸŰШĦŸůƓũĲƣĲĬШŸŰШċŰǃШŉċŔũĲĬШ
batch. 

¶ Implement a system whereby the original assays of failed batches are retained in the sample 
database and available for audit. 
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¶ Consider implementing the review of QA/QC samples for all mines collectively, in addition to the 
present practice of reviewing QA/QC samples separately at each mine. Given that laboratories are 
common to all mines, this will provide additional data to monitor laboratory performance and trends. 

¶ Standardize the coding of batch IDs for all samples (including QA/QC samples) to allow for the review 
of data on a batch basis. 

KP Project 

¶ Upgrade all drilling and sampling to meet, as a minimum, the QA/QC protocols applied at the Ying 
Project.  

¶ All records of QA/QC submissions and treatment should be maintained. 

1.15.5 Data verification  

¶ Progress centralizing and standardizing all mine databases to reduce duplicate data and minimize 
version control issues. Rules or lookup tables should be set to ensure data is valid prior to upload. 

¶ Establish standard dataset boundaries for each mine, including overlaps as required. 
¶ Ensure assay data is recorded without rounding to accurately reflect the original assay certificates. 
¶ Establish a protocol for the consistent treatment of samples with analytical results below the LLD. 
¶ Undertake further random assay checks of the channel sample database and make corrections as 

appropriate. 
¶ Establish a protocol to ensure unsampled intervals are consistently, and unambiguously, recorded 

in the database. 
¶ Ensure that when a sample ID is on two certificates there is a documented rationale and flag for what 

assays are used for the Mineral Resources. 
¶ Duplicated drillhole and channel Hole IDs should be addressed to allow the Ying database to be 

audited as a whole. Develop procedures to ensure Hole IDs and Sample IDs are unique for each 
deposit. 

¶ Store QA/QC data within the database and ensure that Certificate (batch) IDs are consistent between 
sample and QA/QC data. 

¶ Ensure that date fields are populated in a consistent format within the assay database. All dates 
should be checked for validity and corrected as required. Missing dates should be corrected using 
historical records or by cross-referencing drill dates, samples dates, and assay dates. 

1.15.6 Mineral Resource  

1.15.6.1 Estimation process  

¶ Continue to standardize modelling protocols at all mines to facilitate efficient model auditing. 
¶ Establish clear responsibilities for key personnel during the Mineral Resource estimation process. 

This should include a rigorous internal peer review of all inputs including input databases, 
3D vein / domain models, as-built and sterilization triangulations, etc. This internal review process 
could include something as structured as a formal internal data sign-off at each key stage of the 
modelling process. 

¶ Ensure that vein models are appropriate for use as estimation domains in the context of established 
parameters (e.g. hard boundary search neighbourhood). Disparate veins in similar structural 
positions, considered within the mining context as the same vein, may need to be separated into 
separate domains (different vein domain names). Conversely, spatially related veins with minor fault 
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offsets may be grouped into single domains (same vein domain name). This will enable blocks to be 
informed by appropriate data and eliminate boundary artefacts in the resulting block model. 

1.15.6.2 Resource database 

¶ Finalize the ongoing migration of all Mineral Resource datasets from the individual mine-based data 
solutions (Excel҂ files) to the central Micromine GeobankTM database and implement data validation 
checks. 

¶ Create fields within the database to identify any drillhole or channel samples that should be excluded 
from the Mineral Resource. Documentation of why any data are excluded should be maintained and 
provided to any external QPs completing work on the project. 

¶ Consider standardizing the translation of Chinese vein names to English vein names to ensure 
consistency between successive (i.e. yearly) Mineral Resource updates. This will allow more detailed 
comparisons of individual block models on a vein-by-vein basis. This could also be accomplished 
through a tracking document that records successive names for the same vein. 

1.15.6.3 Vein modelling  

¶ Develop standardized procedures for vein modelling across all deposits for the purpose of Mineral 
Resource estimation. This should encompass standards that cover how far to extrapolate veins from 
known mineralization, criteria for combining (or splitting) veins into a single estimation domain, and 
minimum vein width criteria. 

¶ Increase the number of vertices during wireframe construction to increase the resolution of 
triangulations, and to prevent deleterious triangle artefacts in veins with highly variable or sparse 
data density. Investigate possible advanced vein modelling tools such as implicit modelling to create 
more appropriate and robust vein wireframes. 

¶ Where appropriate, clip intersecting veins using wireframe Boolean tools. 
¶ Adjust wireframing processes to reduce wireframes pinching out to thicknesses of less than 0.4 m 

between data. 

1.15.6.4 Depletion modelling  

¶ fŰШĤƨŔũĬŔŰŊШĬĲƓũĲƣŔŸŰШċŰĬШƚƣĲƖŔũŔǍċƣŔŸŰШƽŔƖĲŉƖċůĲƚЯШĲŰƚƨƖĲШƣőċƣШћĦŸŸťŔĲШĦƨƣƣĲƖќШĦŸĬŔŰŊШƽŔƖĲŉƖċůĲƚШċƖĲШ
orthogonal to the strike / dip of vein models. 

¶ As-ĤƨŔũƣƚШƚőŸƨũĬШĤĲШƨƚĲĬШŔŰШċĬĬŔƣŔŸŰШƣŸШċŰǃШћĦŸŸťŔĲШĦƨƣƣĲƖќШƽŔƖĲŉƖċůĲШĤƨŔũƣШŔŰШƣőĲШũŸŰŊŔƣƨĬŔŰċũШƓũċŰĲШƣŸШ
ensure that raises and crosscut drives are appropriately coded and depleted. 

1.15.7 Mineral processing  

¶ Undertake periodic mill audits aimed at ensuring optimum process control and mill performance. 
¶ Continue with targeting of improvements on processing systems and auxiliary facilities, including 

XRT sorting, to enhance metal recovery and reduce energy consumption. 
¶ For XRT sorting, establish and maintain a comprehensive performance data collection regime to 

facilitate optimum use and processing value contribution. 
¶ Ensure that tight control is exercised over construction and commissioning of Mill Plant 3, and for the 

changeover period as Mill Plant 1 is phased out. 
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1.15.8 Tailings storage facilities  

QP note: Initial Silvercorp responses to recommendations are included in Section 18.1 of the Technical 
Report. 

¶ Consideration should be given to the adoption of more stringent hydrological design criteria for all 
three facilities, adopting a more extreme Inflow Design Flood than the presently adopted 1:500-year 
or 1:1,000-yr events. 

¶ A reassessment of the slope stability analysis for the existing facilities should be undertaken, using 
up to date methods of analyses and considering all appropriate loading conditions. Initially, this 
should entail a rigorous review of all data obtained from field and laboratory testing with a particular 
focus on the identification of contractive materials based on the results of cone penetrometer test 
(CPTu) data. Undrained limit equilibrium analyses should be conducted. Depending on the results of 
this review and the undrained analyses, more complex methods of analyses may be required using 
advanced numerical models, i.e., non-linear deformation analyses (NDA). 

¶ For TSF3, consideration should be given to the installation of an underdrainage system, installed 
above the HDPE basin liner in the area immediately upstream of the starter dam. The aim of this 
system would be to facilitate the drainage of the tailings mass on which subsequent upstream raises 
would be constructed. 

¶ Also for TSF3, engage with an independent TSF design specialist to review and inspect the as-built 
construction, inclusive of diversion channels, adjacent slope stability aspects, and maintenance of 
road access in the event of extreme weather events. 

1.15.9 Surface roads and transportation  

¶ Assess all roads in steep slope areas and take appropriate action to offset risk in any sections that 
lack road safety barriers and / or where there may be potential for slope failures. 

¶ For road transportation in general at the Ying property, and the surrounding area, and with particular 
reference to increased road traffic and interaction with non-company vehicles on roads and in 
tunnels, continue to ensure that appropriate safety protocols are in place and adhered to. 

1.15.10 Mining 

¶ For internal planning and forecasting and for external reporting, continue with process of fully 
integrating Resource estimation, Reserve estimation, and mine planning processes at each mine and 
for Ying as a whole. 

¶ Continue the focus on dilution and grade control and implementation of best mining practices via the 
Mining Quality Control Department. This will be fundamental to achieving Mineral Reserve grades 
over the Ying LOM while also producing ore at significantly increased rates.  

¶ Maintain a major and continual focus on mine planning and control in general т particularly of dilution 
aspects as noted above, but also with respect to personnel numbers and capabilities, and on 
mechanized equipment maintenance. 

¶ Ensure that geotechnical understanding and planning is at the forefront of implementing and 
maintaining safe ground control in all the Ying mines. 

¶ Continue with the plan to introduce more advanced technology at the Ying operations, while 
developing and implementing all necessary operating and safety measures related to the use of more 
mechanized equipment and new mining methods. This introduction brings additional safety 
considerations, with specific training and enforced protocols and operating practices being required. 
Equipment and personnel operating around open brows, raises, and ore-passes; remote mucking 
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practices and operator protection, and provision of safety bays and adequate equipment clearances 
relative to drift widths are specific examples of aspects to be addressed. The QP acknowledges the 
Silvercorp indication of training implementation and that all current tasks in the Ying operation have 
been assessed and standardized for safe production. 

¶ Maintain a high degree of development planning, scheduling, and control throughout the Ying 
operation. In this regard, achievement of development projections, particularly in the next few years, 
will be a key contributor to the further planned production increases.  

¶ Ensure consistent contractor awareness and fulfilment of requirements and responsibilities, 
including provision and availability of resources, particularly skilled manpower numbers and 
appropriately maintained equipment, and with respect to safety protocol adherence. 

¶ For recently introduced longhole mining, ensure a comprehensive program is continued to monitor 
drilling and blasting performance against design, inclusive of regular cavity monitoring surveys. With 
a view to optimizing longhole performance in general - and particularly regarding safety, production 
rate and dilution - engagement of specialist guidance is recommended. This could include advice on 
stope access and design, equipment, operating protocols, drill and blast design, geotechnical 
assessment and ground support т particularly around brows and hangingwalls, and backfilling.  

¶ Again, with respect to longhole mining, consider a more widespread application of the methodology 
in appropriate areas, with a view to further increasing stope production rates. In undertaking such, it 
must be recognized that design and blasting practices aimed at dilution control will require yet more 
focus. 

¶ For room and pillar mining, ensure design and operating practices include geotechnical and support 
assessment and result in adequate pillar stability and stable backs, both locally and in the wider 
room and pillar areas. 

¶ For the predominant resuing and shrinkage mining methods, maintain a high degree of process 
control on design, drilling, and blasting. This will be critical to achieving dilution targets.  

¶ As appropriate, engage specialist guidance on paste backfill, including for recipes, binder type and 
usage, appropriate strength requirements and achievement over time, testing protocols, delivery 
system, and placement. 

¶ With respect to diesel equipment operation, ensure that regulatory and best practice ventilation 
standards are maintained, including with respect to noxious gases and diesel particulate matter 
(DPM) concentrations. 

¶ Particularly for room and pillar and longhole mining, monitor and assess ore recovery factors against 
current projections. 

¶ Maintain the focus on stockpiling and record keeping procedures, and on assessing all aspects of 
reconciliation performance between mine and mill. 

¶ Where viable and safe, maintain consideration of placement of waste material into stope voids for 
all appropriate mining methods. 

¶ Maintain a constant focus on operational efficiency and cost effectiveness. The QP considers that 
unit cost estimates are reasonable relative to projected annual production rate increases and the 
introduction of more mechanized mining but, particularly in recognition of cost inflation pressures, 
such a focus will be essential. 

¶ Consider increasing use of electric / battery mining vehicles at the Ying operations. 
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2 Introduction  

AMC Mining Consultants (Canada) Ltd. (AMC) was commissioned by Silvercorp Metals Inc. (Silvercorp) to 
prepare a Technical Report (2026 Technical Report or Technical Report) on the Ying silver-lead-zinc-gold 
property (Property) in Henan Province, China, encompassing the Ying Project (SGX, HZG, HPG, TLP, LME, 
LMW, and DCG underground mines) and the Kuanping Project (KP underground mine start-up).  

AMC has previously prepared Technical Reports on the Property in 2024 (filed 28 August 2024, effective 
date 16 July 2024); 2022 (filed 4 November 2022, effective date 20 September 2022); 2020 (filed 
14 October 2020, effective date 31 July 2020); 2017 (filed 24 February 2017, effective date 
31 December 2016); 2014 (filed 5 September 2014, effective date 31 December 2013); 2012 (filed 
15 June 2012, effective date 1 May 2012); and 2013 (minor update to 2012 report, filed 6 May 2013, effective 
date 1 May 2012). 

Table 2.1 indicates persons who prepared or contributed to the 2026 Technical Report. 

This Technical Report has been produced in accordance with the Standards of Disclosure for Mineral 
Projects (effective 9 June 2023) as contained in National Instrument 43-101 (NI 43-101) and accompanying 
policies and documents. NI 43-101 utilizes the definitions and categories of Mineral Resources and Mineral 
Reserves as set out in the Canadian Institute of Mining, Metallurgy and Petroleum Definition Standards for 
Mineral Resources and Mineral Reserves 2014 (CIM 2014). 

Table 2.1 Persons who prepared or contributed to this Technical Report 

Qualified Persons responsible for the preparation of this Technical Report  

Qualified 
Person Position  Employer 

Independent 
of Silvercorp?  

Date of last 
site visit  

Professional 
designation  

Sections of 
report*  

Mr HA Smith 
Senior Principal 
Mining Engineer 

AMC Mining 
Consultants (Canada) 
Ltd. 

Yes 
12 - 14 May 
2026 

P.Eng. (BC), 
P.Eng. (ON), 
P.Eng. (AB), 
P.Eng. (NT) 

2 - 6, 15, 16, 20, 
21, 22, 24, and 
parts of 1, 12.1, 18, 
19, 25, 26, and 27 

Dr GK Vartell 
Technical Lead 
Geosciences / Senior 
Principal Geologist 

AMC Mining 
Consultants (Canada) 
Ltd. 

Yes 
13 - 20 Jul 
2016 P.Geo. (BC) 

7, 9 ,10, 23, and 
parts of 1, 12, 25, 
26, and 27 

Mr S 
Robinson Principal Geologist 

AMC Mining 
Consultants (Canada) 
Ltd. 

Yes 
26 - 29 Feb 
2024 

P.Geo. (BC), 
P.Geo. (ON), 
MAIG 

8 and parts of 1, 
12.1, 12.2, 25, 26, 
and 27 

Mr JE 
Glanvill Principal Geologist 

AMC Consultants 
(UK) Limited Yes 

12 - 14 May 
2026 Pr.Sci.Nat. 

Parts of 1, 12.1, 
12.2, 14, 25, 26, 
and 27 

Mr A Wilkins Principal Geologist 
AMC Consultants 
(UK) Limited. 

Yes None 
CGeol, 
EurGeol 

Parts of 1, 14, 25, 
26, and 27 

Dr RC 
Stewart Senior Geologist 

AMC Mining 
Consultants (Canada) 
Ltd. 

Yes None P.Geo. (BC) 
Parts of 1, 14, 25, 
26, and 27 

Mr B Nielsen Senior Geologist 
AMC Consultants Pty 
Ltd Yes None MAIG 

Parts of 1, 14, 25, 
26, and 27 

Mr M Kent Principal Geologist AMC Consultants Pty 
Ltd 

Yes None FAusIMM  Parts of 1, 14, 25, 
26, and 27 
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Qualified 
Person Position  Employer  

Independent 
of Silvercorp?  

Date of last 
site visit  

Professional 
designation  

Sections of 
report*  

Mr R Carlson 
Technical Lead 
Geosciences / 
Principal Geologist 

AMC Consultants Pty 
Ltd Yes None FAIG, RPGeo 

11 and parts of 1, 
25, 26, and 27 

Mr RJ 
Chesher 

Senior Principal 
Consultant 
(Metallurgy) 

AMC Consultants Pty 
Ltd Yes 

12 - 14 May 
2026 

FAusIMM 
(CP) 

13, 17, and parts of 
1, 12.1, 19, 25, 26, 
and 27 

Mr D Claffey Principal Consultant Hillerton Consulting 
Ltd. 

Yes 26 - 29 Feb 
2024 

MIEAust, 
CPEng 

Parts of 1, 12.1, 18, 
25, 26, and 27 

Other experts who assisted the Qualified Persons  

Expert Position  Employer 
Independent of 
Silvercorp?  Visited site  Sections of report  

Mr G Ma Senior Geologist Silvercorp Metals Inc. No Since 2018 General 

Mr S Hong VP, China Operation Silvercorp Metals Inc. No Since 2015 Part of 16, 18 

Mr Y Liu 
Chief Mining 
Engineer, Henan 
Found Ltd 

Silvercorp Metals Inc. No Since June 2015 Part of 16 

Mr T Zhang Senior Metallurgical 
Engineer 

Silvercorp Metals Inc. No Since July 2020 Parts of 13 and 17 

Ms W Wang 
Interim Chief 
Financial Officer Silvercorp Metals Inc. No Since August 2024 

Parts of 4, 19, 21, 
22 

Mr Y Wang Engineer Silvercorp Metals Inc. No Since October 2010 Part of 20 

*Note: For Section 14, Mr Wilkins is responsible for the SGX and DCG estimates. Mr Kent is responsible for the HZG estimate. 
Mr Nielson is responsible for the HPG and LME estimates. Mr Glanvill is responsible for the TLP and KP estimates. Dr Stewart is 
responsible for the LMW estimate. Mr Smith is responsible for Section 18, other than for the TSFs discussion, for which Mr Claffey 
takes responsibility. For other sections where QPs are indicated as having part responsibility, that responsibility reflects their 
individual area of expertise, whether geological, mining, metallurgical, or other. 

The authors of the Technical Report acknowledge the numerous contributions from Silvercorp in the 
preparation of this report and are particularly appreciative of the prompt and willing assistance of Mr G. Ma. 

The eleven authors of the Technical Report are independent Qualified Persons (QPs). Six of the authors 
have visited the Ying Property. The latest visit, by AMC QPs Mr HA Smith, Mr RJ Chesher, and Mr JE Glanvill, 
was in May 2026. The immediately preceding AMC visit, by Mr HA Smith, Mr S Robinson, Mr RJ Chesher, and 
Mr D Claffey, was in February 2024. The latest AMC visit by Dr GK Vartell was in July 2016. During the site 
visits, aspects of the project have been examined by the QPs, including drill core, exploration sites, 
underground workings, processing plant, laboratory, tailings management facilities, and other surface 
infrastructure.  

Silvercorp is a Canadian mining company focused on producing silver, lead, zinc, and gold metals in 
concentrates from mines in China. It is listed on both the TSE and NYSE as SVM. Through wholly owned 
subsidiaries, Silvercorp has an effective interest of 77.5 percent (%) in the SGX, HZG, TLP, LMW, and DCG 
mines, and the KP Project, and 80% in the HPG and LME mines. It has all the exploration and mining permits 
necessary to cover its mining and exploration activities. The QPs are aware of no known or recognized 
environmental issues that might preclude or inhibit a mining operation in this area. 
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The Ying Project is about 240 kilometres (km) west-southwest of Zhengzhou, the capital city of Henan 
Province, and 145 km south-west of Luoyang, which is the nearest major city. The city of Luoning is about 
ΡΣШťůШĤǃШƓċƻĲĬШƖŸċĬƚШŉƖŸůШÉŔũƻĲƖĦŸƖƓќƚШòŔŰŊШůŔũũШsite. The KP Project is 34 km south-east of Sanmenxia City, 
Henan Province and 30 km north of the Ying Mill Complex. The Project areas have good road access and 
operate year-round. The area has a continental sub-tropical climate with four distinct seasons. 

Silver-lead-zinc mineralization in the Ying Project area has been known and intermittently mined for several 
hundred years. Silvercorp acquired an interest in the SGX project in 2004, the HPG project in 2006, the 
TLP / LMW / LME projects in late 2007, and the KP Project in late 2021. Mining and processing output has 
risen in recent years, with production close to 650,000 tonnes per annum (tpa) from FY2021 through 
FY2022, 773,000 tpa in FY2023, 827,000 tpa in FY2024, and just over 1,000,000 tpa in FY2025. The QP notes 
that the Silvercorp fiscal year (FY) begins in April, thus FY2025 runs from 1 April 2024 to 31 March 2025. 

The current Technical Report provides an update to the Mineral Resource and Mineral Reserve estimates, 
incorporating new drilling and underground channel sample results and updated depletion due to mining. 
The Mineral Resources and Mineral Reserves are reported with an effective date 31 December 2025. 

In preparing this report, the QPs relied on various geological maps, reports, and other technical information 
provided by Silvercorp. 

The QPs reviewed and analyzed the data received, and drew their own conclusions, augmented by direct 
field observations and knowledge of the Property, and of the results of recent detailed communication with 
key Silvercorp personnel. Specific documents referenced in this report are listed in Section 27 References. 

Much of the geological information in this report was originally written in Chinese. Translations of key 
technical documents and data into English were provided by Silvercorp. The independent QPs are not 
Chinese speaking but have no reason to believe that the translations are not credible and generally reliable 
but cannot attest to their absolute accuracy. 

Unless otherwise stated: 

¶ All currency amounts and commodity prices are in US dollars (US$). Where Chinese Yuan (CNY) are 
stated, an exchange rate of US$1 = CNY 7.00 is assumed. 

¶ Quantities are in metric (SI) units. 
¶ Years are Silvercorp fiscal years (1 April to 31 March) unless otherwise stated. 
¶ Tonnes are dry tonnes unless otherwise stated. 

This report includes the tabulation of numerical data, which involves a degree of rounding for the purpose 
of Mineral Resource and Mineral Reserve reporting. The QPs do not consider any rounding of the numerical 
data to be material to the reporting results. 

This report is dated 12 June 2026 and has an effective date of 18 May 2026. 
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3 Reliance on other experts  

The QPs have relied, in respect of legal aspects, upon the work of the Expert listed below. To the extent 
permitted under National Instrument 43-101 (NI 43-101), the QPs disclaim responsibility for the relevant 
section of the Report. 

¶ Expert: JunHee LLP, Beijing 100005, China, as advised in a letter of 18 May 2026 to Silvercorp Metals 
Inc. 

¶ Report, opinion, or statement relied upon: Information on mineral tenure and status, and title issues. 
¶ Extent of reliance: Full reliance following a review by the QPs. 
¶ Portion of Technical Report to which disclaimer applies: Relevant portion of Section 4. 

The QPs have relied, in respect of legal tenure of Mining Permit depths, upon the work of the Expert listed 
below. To the extent permitted under NI 43-101, the QPs disclaim responsibility for the relevant sections of 
the Report. 

¶ Expert: JunHee LLP, Beijing 100005, China, as advised in a letter of 18 May 2026 to Silvercorp Metals 
Inc. 

¶ Report, opinion, or statement relied upon: Information on Mining Permit coordinate levels (depth 
extents). 

¶ Extent of reliance: Full reliance following a review by the QPs. 
¶ Portion of Technical Report to which disclaimer applies: Relevant portions of Section 14.11. 

The QPs have relied, in respect of environmental studies, permitting, and social or community impact 
aspects, upon the work of the Experts listed below. To the extent permitted under NI 43-101, the QPs 
disclaim responsibility for the relevant section of the Report. 

¶ Experts: Mr Guoliang Ma and Mr Yang Wang of Silvercorp Metals Inc. 
¶ Report, opinion, or statement relied upon: Information on environmental studies, permitting, and 

social or community impact aspects. 
¶ Extent of reliance: Full reliance following a review by the QPs. 
¶ Portion of Technical Report to which disclaimer applies: Section 20. 

The QPs have relied, in respect of royalty obligations, government fee, Mineral Resources tax and other 
ƣċǂĲƚЯШċŰĬШůĲƣċũШƓċǃċĤũĲШċƖƖċŰŊĲůĲŰƣƚЯШƨƓŸŰШƣőĲШƽŸƖťШŸŉШƣőĲШŔƚƚƨĲƖќƚШĲǂƓĲƖƣШũŔƚƣĲĬШĤĲũŸƽЮШÑŸШƣőĲШĲǂƣĲŰƣШ
permitted under NI 43-101, the QPs disclaim responsibility for the relevant sections of the Report. 

¶ Expert: Ms Winne Wang, Interim Chief Financial Officer, Silvercorp Metals Inc. 
¶ Report, opinion, or statement relied upon: Information on royalty obligations, government fee, 

Mineral Resources tax and other taxes, and metal payable arrangements. 
¶ Extent of reliance: Full reliance following a review by the QPs. 
¶ Portion of Technical Report to which disclaimer applies: Relevant portions of Sections 4, 19, 21, and 

22. 
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4 Property description and location  

4.1 Property location  

The Ying Property consists of the Ying Project and the KP Project. 

The Ying Project is situated in central China in western Henan Province near the town of Luoning (Figure 
4.1ьЮШÑőĲШƣĲƖůШљòŔŰŊШÂƖŸŢĲĦƣњШŔƚШƨƚĲĬШƣŸШĬĲƚĦƖŔĤĲШċШΝΜΜШƚƕƨċƖĲШťŔũŸůĲƣƖĲƚШыƚƕШťůьШƖĲĦƣċŰŊƨũċƖШċƖĲċШĤŸƨŰĬĲĬШ
ĤǃШũċƣŔƣƨĬĲШΟΠШĬĲŊƖĲĲƚШы҄ьШΜΤќ ШƣŸШΟΠ҄ΝΞќ ШċŰĬШũŸŰŊŔƣƨĬĲШΝΝΝ҄ΝΠќEШƣŸШΝΝΝ҄ΞΟќEЮШìŔƣőŔŰШƣőŔƚШċƖĲċЯШÉŔũƻĲƖĦŸƖƓШ
has three principal centres of operation, within which seven mining projects are located. Ore from all 
mining projects is hauled to the Mill Complex for processing. 

The KP Project is located in Dianzi Township, Shanzhou District, and is 34 km to the south-east of 
Sanmenxia City, Henan Province, and 30 km to the north of the Ying Mill Complex. The centre of the project 
ŔƚШċƣШũċƣŔƣƨĬĲШΟΠ҄ΟΝ҅ΟΟ҆ШċŰĬШũŸŰŊŔƣƨĬĲШΝΝΝ҄ΝΦ҅ΟΤ҆ШыFigure 4.1). 

Figure 4.1 Location of Ying Property 
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4.2 Ownership  

Silvercorp, through its wholly owned subsidiary Victor Mining Ltd, is party to a cooperative joint venture 
agreement dated 12 April 2004 under which it earned a 77.5% interest in Henan Found Mining Co. Ltd 
(Henan Found), the Chinese company holding (with other assets) the SGX, HZG, TLP, LMW, and DCG 
projects. In addition, Silvercorp, through its wholly owned subsidiary Victor Resources Ltd, is party to a 
cooperative agreement dated 31 March 2006, and an amendment to the Joint Operating Contract dated 
11 May 2007, under which it obtained a 80% interest in Henan Huawei Mining Co. Ltd (Henan Huawei), the 
beneficiary owner of the project in Haopinggou (the HPG Project) and the project in Longmen (the LME 
Project). Henan Found also holds a 100% interest in Henan Xinbaoyuan Mining Co. Ltd., which holds a 
100% interest in the Kuanping silver-lead-zinc-ŊŸũĬШƓƖŸŢĲĦƣШыƣőĲШљuÂШÂƖŸŢĲĦƣњьЮШ 

4.3 Mining licenses  

The information supporting Figure 4.2, Figure 4.3, and Table 4.1 is contained in a letter provided to 
ÉŔũƻĲƖĦŸƖƓШĤǃШsƨŰcĲШxxÂЯШ7ĲŔŢŔŰŊЯШÂĲŸƓũĲќƚШÅĲƓƨĤũŔĦШŸŉШ9őŔŰċЯШċŰĬШŔƚШƖĲŉĲƖĲŰĦĲĬШŔŰШÉĲĦƣŔŸŰ 3. 

The Ying Project is covered by four major contiguous mining licenses, as shown in Figure 4.2. 

Figure 4.2 Location of the approved mining licenses in the Ying Project 

 
Notes: Excluded areas on the map are believed to have no mineralization and are unclaimed or have been mined out or explored 
by another company with license not renewed. These ċƖĲċƚШőċƻĲШŰŸШŔůƓċĦƣШŸŰШÉŔũƻĲƖĦŸƖƓќƚШċĦƣŔƻŔƣŔĲƚЮ 

The KP Project is covered by one mining license, as shown in Figure 4.3. 
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Figure 4.3 Location of approved mining license for KP Project 

 

The mines in the Ying Project are located as follows: 

¶ The SGX and HZG lead-zinc-silver mines are within the Yuelianggou Mining License in the western 
part of the block. 

¶ The HPG lead-zinc-silver-gold mine is within the Haopinggou Mining License in the central western 
part of the block. 

¶ The TLP, LME, and LMW lead-silver mines are within the Tieluping-Longmen Mining License in the 
eastern part of the block. 

¶ The DCG gold-silver mine is within the Dongcaogou Mining License in the north-eastern part of the 
block. 
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The total area of the four mining licenses is 68.1550 sq km. Table 4.1 lists their names, license numbers, 
areas, and expiry dates. 

Table 4.1 Mining licenses for Ying Project 

Area and license name Mines Mining license #  Sq km ML expiry date 

Yuelianggou Lead-zinc-silver Mine SGX & HZG C4100002009093210038549 19.5616 24 Sep 2035 

Haopinggou Lead-zinc-silver-gold-copper Mine HPG C4100002016043210141863 6.2256 29 Apr 2028 

Tieluping-Longmen Silver-lead-zinc Mine TLP, LME, & LMW XC4100002016064210142239 22.6073 26 Feb 2041 

Dongcaogou Gold-silver Mine DCG C4100002015064210138848 19.7605 16 Jun 2037 

Total   68.1550  

The licenses indicate mining being permitted between prescribed elevations as follows: 

¶ Yuelianggou Mining License т 1,060 metres (m) and 0 m elevations 
¶ Haopinggou Mining License т 955 m and -232 m elevations 
¶ Tieluping-Longmen Mining License т 1,250 m and -92 m elevations 
¶ Doncaogou Mining License т 1,087 m and 390 m elevations 

Table 4.2 Mining licenses for KP Project 

Area and license name Mines Mining license #  Sq km ML expiry date 

Kuanping Silver-Gold-Lead-Zinc Mine KP C4100002022124211000099 6.9728 13 Mar 2029 

The license indicates mining being permitted between prescribed elevations as follows: 

¶ Kuanping Silver-Gold Mine Mining License т 1,200 m and 800 m elevations 

For the KP Project, underground mining for Au, Ag, Pb and Zn is permitted with capacity of 200 k tonnes per 
year. 

Henan Found has engaged an accredited geological team to prepare the reports needed to apply for 
extensions of the four Ying Project mining permits to mine ore below the current permit lower limits. 

Mining licenses are subject to mining-right usage fees, and applicable Mineral Resource taxes. The renewal 
of mining licenses and extending of mining depth and boundaries occurs in the ordinary course of business 
as long as Mineral Resources exist, are defined, the required documentation is submitted, and the 
applicable government resources taxes and fees are paid. The mining licenses give the right to carry out full 
mining and mineral processing operations in conjunction with safety and environmental certificates. Safety 
ĦĲƖƣŔŉŔĦċƣĲƚШŉŸƖШÉŔũƻĲƖĦŸƖƓќƚШůŔŰŔŰŊШċĦƣŔƻŔƣŔĲƚШőċƻĲШĤĲĲŰШŔƚƚƨĲĬШĤǃШƣőĲШ?ĲƓċƖƣůĲŰƣШŸŉШÉċŉĲƣǃЯШÂƖŸĬƨĦƣŔŸŰШċŰĬШ
Inspection of Henan Province. Environmental certificates have been issued by the Department of 
Environmental Protection of Henan Province. 

Surface rights for mining purposes are not included in the licenses, but Silvercorp has acquired or leased 
surface rights for mining and milling activities by effecting payment of a fee based on the appraised value 
of the land or negotiation. Subject to negotiation, some land use compensation fees may also be due to the 
local farmers if their agricultural land is disturbed by exploratory work. 
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China has an established Mining Code that defines the mining rights guaranteed by the government of 
China. 

China has a 13% Value Added Tax (VAT) on sales of concentrates and on articles such as materials and 
supplies. The VAT paid on materials purchased for mining is returned to Silvercorp as an incentive to mine 
in China. There is no VAT on labour. In addition, Silvercorp also pays a VAT surtax, which amounts to 
approximately 1.6% of sales, and Mineral Resources tax is currently levied at approximately 3% of sales. 
The normal income tax rate in China is 25%. In 2020, Henan Found was recognized as a High and New 
Technology Enterprise (HNTE) and its effective income tax rate was reduced to 15% from 2020 to 2022. The 
recognition of a HNTE is good for three years, and can be renewed, subject to government approval, in the 
fourth year. In 2023, Henan Found renewed the recognition of a HNTE and continued to enjoy a reduced 
income tax rate from 2023 to 2025. In 2026, Henan Found has started the application for renewal of the 
HNTE designation and, as long as approval is granted by the end of the year, the reduced income tax rate 
will continue for 2026 to 2028. 

There are no known or recognized environmental issues that might preclude or inhibit a mining operation 
in the Ying Property areas. Some major land purchases may be required in the future for mine infrastructure 
purposes (such as for additional processing plant requirements, waste disposal, offices and 
accommodations). There are no significant factors and risks that may affect access, title, or the right or 
ability to perform work on the Ying Property that are known at this time. 

4.4 Prospecting licenses  

fŰШsƨŰĲШΞΜΞΟШ9őŔŰĲƚĲШũċƽƚШƖĲŊċƖĬŔŰŊШƓƖŸƚƓĲĦƣŔŰŊШũŔĦĲŰƚĲƚШƽĲƖĲШċůĲŰĬĲĬЮШfŰШċШĬŸĦƨůĲŰƣШƣŔƣũĲĬШљ ŸƣŔĦĲШĤǃШ
the Ministry of Natural Resources of Further Improving the Administration of Registration of Mineral 
ÅĲƚŸƨƖĦĲƚШÂƖŸƚƓĲĦƣŔŰŊШċŰĬШ~ŔŰŔŰŊњШы?ŸĦƨůĲŰƣШ ƨůĤĲƖаШNo.4 [2023], issued on 5 June 2023), it was 
ĬĲĦũċƖĲĬШƣőċƣШљвыΟьШ ШőŸũĬĲƖШŸŉШƣőĲШůŔŰŔŰŊШƖŔŊőƣƚШŔƚШŰŸƣШƖĲƕƨŔƖĲĬШƣŸШċƓƓũǃШŉŸƖШŰĲƽШƖĲŊŔƚƣƖċƣŔŸŰШŸŉШƓƖŸƚƓĲĦƣŔŰŊШ
ƖŔŊőƣƚШŔŉШƣőĲШőŸũĬĲƖШĦċƖƖŔĲƚШŸƨƣШƣőĲШƓƖŸƚƓĲĦƣŔŰŊШƽŸƖťШŔŰШƣőĲШĬĲĲƓШċŰĬШƨƓƓĲƖШƓċƖƣƚШŸŉШƣőĲШůŔŰŔŰŊШċƖĲċњ. 
Silvercorp is therefore no longer required to hold prospecting licenses to complete exploration activities 
within the current mining permits.  
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5 Accessibility, climate, local resources, infrastructure , and 

physiography  

5.1 Ying Project area 

The district lies within rugged, deeply dissected mountainous terrain of the Xionger Mountain Range. 
Elevations range from 300 m to 1,200 m above sea level. Hill slopes are steep, commonly exceeding 25°, 
and have good bedrock exposure. 

The area is sparsely vegetated, consisting mostly of bushes, shrubs, ferns, and small trees. At higher 
elevations the vegetation is denser, and the trees are larger. The local economy is based on agriculture 
(wheat, corn, tobacco, medicinal herbs) and mining. Agriculture is confined to the bottoms of the larger 
stream valleys and to the many terraced hillsides. 

The Ying Project area is about 240 km west-southwest of Zhengzhou (population 13.8 million), the capital 
city of Henan Province, and 145 km south-west of Luoyang (population 7.1 million), which is the nearest 
major city (see Section 4, Figure 4.1). Zhengzhou, the largest industrial city in the region, offers full-service 
facilities and daily air flights to Beijing, the capital of China, as well as to Shanghai and Hong Kong. The city 
of Luoning (population 374,000), is about 56 km by paved roads from the Ying mill site, which is located to 
the north of the mining license areas. The mill site is about 15 km by paved road from the Guxian Reservoir 
(Figure 5.1). All the mine sites are accessed by paved roads. 

Figure 5.1 Ying Project mine and mill locations 
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Note that the area in Figure 5.1 with the geology drape roughly corresponds to the outline of the Ying Project 
mining licenses. To increase haulage efficiency and facilitate environment-friendly operations, Silvercorp 
has driven haulage tunnels to connect the SGX and HPG mines, and from HPG to a road-access point closer 
to the mill sites. The SGX, HZG, HPG, TLP, LME, LMW, and DCG mines all have road access. Currently all 
ore is hauled to the mill using trucks. 

The area has a continental, sub-tropical climate with four distinct seasons. Temperatures have a typical 
annual range of -10°Celsius (C) to 38°C and an annual average of 15°C, with local changes dependent on 
elevation. The annual precipitation averages 900 millimetres (mm), occurring mostly in the July to 
September rainy season and supplemented by snow and frost occurring from November to March. The 
mines and associated facilities operate year-round. 

Silvercorp has sufficient surface rights to operate the Ying mines and mills. There are major power grids 
adjacent to the Property, including a power line extending to the SGX Area. Adjacent to the Ying Project is a 
hydropower generating station at the dam that forms the Guxian Reservoir. This reservoir is on the Luo 
River, a tributary of the Yellow River. Sufficient manpower is available to serve most exploration or mining 
operations. The steep valleys form natural reservoirs for mine tailings and waste dumps. See Section 18 for 
further discussion of project infrastructure. 

5.2 KP Project area 

The KP Project mining area is located in a hilly-to-mid-low mountainous region, with the lowest elevation at 
78 m and the highest at 378 m (Jilongding). Generally, the area belongs to the Xiaoshan Range of the Qinling 
Mountains, featuring steep terrain and significant relative elevation differences. The highest point in the 
area reaches 1,265 m, while the lowest is 825 m, with most areas around 1,000 m. The region generally has 
higher elevations in the north and south and lower in the centre, with mountain ranges and valleys 
predominantly running in a north-south direction. There are no major rivers in the area, and only a few 
mountain streams whose flow varies seasonally. Most of the region is covered by primeval forests, with 
well-developed vegetation. 

The KP Project is situated about 30 km north of the Ying Mill Complex. Figures 4.1 and 4.3 show the KP 
Project area and its location relative to the Ying Project. 

The KP mining area is connected by a highway passing through Dianzi and Gongqian, leading to Sanmenxia 
City. It intersects with the Longhai Railway, the Lianhuo Expressway, and National Highway 310, with a 
transport distance of 70 km to Sanmenxia Railway Station. 

As the KP Project is close to the Ying Project area, its climatic conditions are similar to those described 
above.  

The wider KP area has significant water resources, with the Hoh River Reservoir and Jianli Reservoir in 
reasonable proximity. In terms of power resources, the region contains the Sanmenxia Hydropower 
Station, which has five generating units with a total capacity of 25 megawatts and is connected to the North 
China Power Grid. Additionally, a 200,000-volt high-voltage transmission line passes through Zhangcun 
Township near the KP Project, with high-voltage circuits already extending to the Project area. 
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6 History 

6.1 Ying Project 

6.1.1 Introduction  

Silver-lead-zinc mineralization in the Ying district has been known and intermittently mined for several 
hundred years. The first systematic geological prospecting and exploration was initiated in 1956 by the 
Chinese government. Detailed summaries of the dŔƚƣƖŔĦƣќƚШőŔƚƣŸƖŔĦċũШċĦƣŔƻŔƣŔĲƚШŉƖŸůШΝΦΡΣШƣŸШΞΜΜΠЯШƽőĲŰШ
Silvercorp first acquired interests in the area, are described in previous Technical Reports prepared in 
accordance with NI 43-101 (see Section 27 References). 

6.1.2 Drilling  

Prior to Silvercorp obtaining the rights to the SGX mine in 2004, there was little drilling work completed on 
the Ying Property. Drilling programs conducted by previous operators include a 10,736 m surface drilling 
program in the TLP-LM area by the No. 6 Nonferrous Geological Exploration Team of Henan Province from 
1991 to 1994, and a test drilling program of two drillholes in the SGX area by the Henan Nonferrous 
Geological Exploration Bureau in 2003. The areas drilled by these drillholes have been mined out. 

6.1.3 Ownership and production  

Silvercorp acquired an interest in the SGX mine project in 2004. Subsequently, Silvercorp acquired the 
HZG, HPG, TLP, LM (LME and LMW), and DCG projects, all of which were previously held and operated by 
private Chinese companies. 

The underground mine at HPG was initially constructed in April 1995, with a mining license issued in 
June 1996 to Huatai #1 company. The mine was shut down during 1997 and 1998. In 2001, new mining 
licenses were issued by the Henan Bureau of Land and Resources to Huatai #2 company (changing names 
on a mine license in China is difficult so the same name is used even though they are different companies). 
In 2004, Huatai #3 company acquired the mine, which reportedly produced 70,000 tonnes per annum (tpa) 
of ore from four principal underground levels. Ore was shipped to the Guxian Ore Processing Plant, owned 
by Huatai. In 2006, Silvercorp reached an agreement with Huatai #3, which included both the mine and the 
plant. 

In 1998, a mining permit was issued for the TLP area to Tieluping Silver and Lead Mine of Luoning County. 
The mine produced 450 tonnes per day (tpd) of ore using shrinkage stoping methods. Ore was shipped to 
five small mills; lead concentrates were produced by conventional flotation methods. The government 
closed the mine in December 2006 due to health, safety, and environmental concerns. The operation is 
thought to have produced about 1.55 million tonnes of ore, although actual production and grades are 
unknown. Silvercorp acquired the TLP project from the owners in late 2007. 

In 2002, a mining permit was issued for the LM area to Luoning Xinda Mineral Products Trade Co. Ltd. 
(Xinda), which allowed Xinda to mine 30,000 tonnes of silver-lead ore using shrinkage stoping methods. 
Ore was mined mainly from the 990 m to 838 m Levels and shipped to a local custom mill for processing by 
conventional flotation. Reported production for the operation was 120,206 tonnes of ore averaging 
257.06 grams per tonne (g/t) silver (Ag) and 7.04% lead (Pb). Silvercorp acquired the LM project from the 
owners in late 2007. 

Two exploration permits for the original Dongcaogou Gold-Silver Deposit and the adjacent Ximiao-Leileishi 
Gold Deposit to the west were acquired by Silvercorp in August 2006 and June 2007, respectively. In 
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February 2013, the Department of Land and Resources of Henan Province approved the delimitation of the 
mining area of Dongcaogou Gold and Silver Mine (DCG), which combined the original Dongcaogou 
Gold-Silver Deposit and the Ximiao-Leileishi Gold Deposit. On 15 June 2015, the Department of Land and 
Resources of Henan Province issued the DCG mining license with the validity period from 15 June 2015 to 
15 June 2025; that license has since been renewed, with a current expiry date of 16 June 2037. 

6.1.4 Historical Mineral Resource and Mineral Reserve estimates  

Silvercorp acquired its interests in the Ying Project between 2004 and 2007. Any Mineral Resource or 
Mineral Reserve estimates that pre-ĬċƣĲШÉŔũƻĲƖĦŸƖƓќƚШŔŰƻŸũƻĲůĲŰƣШċƖĲШŰŸƣШĦŸŰƚŔĬĲƖĲĬШĤǃШƣőĲШÄÂƚШƣŸШĤĲШ
information that is material to the Technical Report. 

6.2 KP Project 

6.2.1 Introduction  

The KP mining area in Dongcha Kuanping, Shanxian County, Henan Province, was first established on 
17 May 2002, with the original prospecting rights holder being Anyang Xing'an Mining Services Co., Ltd., and 
the original exploration license number being 4v100000210091. In May 2008, Anyang Xing'an Mining 
Services Co. Ltd. transferred the mining rights to the First Geological Brigade of the Henan Bureau of 
Nonferrous Metals Geological and Mineral Resources. In September 2011, the First Geological Brigade 
further consolidated the mining rights under the name of Shanxian County Xinbaoyuan Mining Co. Ltd. 

On 13 October 2021, Silvercorp, through a 100% owned subsidiary of Henan Found Mining Co. Ltd., 
ÉŔũƻĲƖĦŸƖƓќƚШΤΤЮΡӖШŸƽŰĲĬШƚƨĤƚŔĬŔċƖǃЯШƽŸŰШċŰШŸŰũŔŰĲШŸƓĲŰШċƨĦƣŔŸŰШƣŸШċĦƕƨŔƖĲШċШΝΜΜӖШŔŰƣĲƖĲƚƣШŔŰШƣőĲШuÂШ
Project. 

6.2.2 Exploration  

From 2006 to 2008, the First Geological Brigade of the Henan Bureau of Nonferrous Metal Geology and 
Mineral Resources (FGB) conducted a comprehensive survey and detailed investigation in the KP area, 
basically identifying the types, intensity, distribution, and scale of mineralization of veins in the area. A 
systematic surface trench exploration project was carried out and delineated one gold vein and two silver 
veins, and some pit exploration projects and civil tunnel clearing work were put into operation. In April 2008, 
the "Detailed Survey Report on Gold Mines in Dongcha Kuanping Mining Area, Shanxian County, Henan 
Province" was completed by the FGB.  

This historical exploration is further discussed in Section 9.2. 

6.2.3 Drilling  

As of 2011, the FGB had drilled a total of 11,391 m in 55 holes on the KP Project from surface set-ups. This 
drilling is further discussed in Section 10. 

6.2.4 Production  

There is no historical production from the KP Project. 

6.2.5 Historical Mineral Resource and Mineral Reserve estimates  

Silvercorp acquired its interests in the KP Project in 2021. Any Mineral Resource or Mineral Reserve 
estimates that pre-ĬċƣĲШÉŔũƻĲƖĦŸƖƓќƚШŔŰƻŸũƻĲůĲŰƣШċƖĲШŰŸƣШĦŸŰƚŔĬĲƖĲĬШĤǃШƣőĲШÄÂƚШƣŸШĤĲШŔŰŉŸƖůċƣŔŸŰШƣőċƣШŔƚШ
material to the Technical Report. 
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7 Geological setting and mineralization  

7.1 Regional geology 

The Property is situated in the 300 km long west-northwest trending Qinling orogenic belt, a major structural 
belt formed by the collision of two large continental tectonic plates in Paleozoic time. Figure 7.1 shows the 
regional geology and location of the Ying District in which the Property is situated. 

Figure 7.1 Geology of Western Henan Province and location of Ying Property 
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The northern continental plate, the North China Plate, covers all of Henan Province and most parts of North 
China, while the southern plate, the Yangtze Plate, covers most part of South China. Rocks along the 
orogenic belt between the two major tectonic plates are strongly folded and faulted, offering optimal 
structural conditions for the emplacement of mineral deposits. Several operating silver-lead-zinc mines, 
including those on the Property, occur along this belt. 

The Qinling orogenic belt is comprised largely of Proterozoic to Paleozoic-age rock sequences consisting 
of mafic to felsic volcanic rocks with variable amounts of interbedded clastic and carbonate sedimentary 
rocks. The rocks are weakly metamorphosed to lower greenschist facies, with local areas of strongly 
metamorphosed lower amphibolite facies. The basement of the belt is comprised of highly 
metamorphosed Archean-age rocks of the North China plate, dominantly felsic to mafic gneisses with 
minor amphibolites, intrusive gabbros, and diabases. The metamorphosed Qinling belt sequence and the 
underlying Archean basement rocks are intruded by mafic to felsic dikes and stocks of Proterozoic and 
Mesozoic ages. They are overlain by non-metamorphosed sedimentary rock sequences of Mesozoic to 
Cenozoic age, primarily marls and carbonaceous argillites, which are in turn overlain locally by 
sandstone-conglomerate sequences. 

The dominant structures in the Qinling orogenic belt are west-northwest trending folds and faults 
generated during the collision of the two major tectonic plates in Paleozoic time. The faults consist of 
numerous thrusts having a component of oblique movement with sets of conjugate shear structures 
trending either north-west or north-east. These conjugate shear zones, which display features of brittle 
fracturing such as fault gouge, brecciation, and well-defined slickensides, are associated with all the 
important mineralization recognized along the 300 km-long orogenic belt. At least three important 
north-northeast trending mineralized fault zones are identified in the Ying Property: 

¶ Heigou-Luan-Weimosi deep-seated fault zone 
¶ Waxuezi-Qiaoduan fault zone 
¶ Zhuyangguan-Xiaguan fault zone 

7.2 Property geology 

7.2.1 Ying Project 

The Archean basement that underlies the Property consists primarily of highly metamorphosed mafic to 
felsic gneisses derived from mafic to felsic volcanic and sedimentary rock units as shown in Figure 7.2. The 
lowest part of the basement sequence is a 1 km thick mafic gneiss with local gabbroic dikes and sills that 
trend north-northeast and dip 30° to 60° south-east. This sequence is overlain by a much thicker sequence 
of thin-bedded quartz-feldspathic gneiss, which is bounded on the north and west by Proterozoic-age 
andesitic greenstones along a very high-ċŰŊũĲШыŊƖĲċƣĲƖШƣőċŰШыӂьШΤΜ҄ьШљĬĲƣċĦőůĲŰƣњШŉċƨũƣ-shear zone. The 
greenstones have been folded, and dip steeply toward the north-east and south-west. The basement 
gneisses are commonly tightly folded with boudins abundant near the mafic gneiss-feldspathic gneiss 
contact. Small granite porphyry stocks of Proterozoic to Paleozoic age locally intrude the gneisses. 

All of these lithologies are extensively cut by high-angle, mostly west-dipping conjugate faults. These faults 
trend generally north-east, varying from mostly north to north-northeast on the west side of the district, to 
north-east with occasional north and rare north-west on the east side of the district. The faults are 
commonly near-vertical, with steep dips in either direction, and they are occasionally filled with swarms of 
younger andesitic to basaltic diabase dikes. Repeated movement on the faults has offered the openings 
ƽőŔĦőШőŸƚƣШċũũШŸŉШƣőĲШĬŔƚƣƖŔĦƣќƚШŔůƓŸƖƣċŰƣШƚŔũƻĲƖ-lead-zinc veins. 
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Figure 7.2 Ying Project mining licenses and mineralized vein systems 

 

7.2.2 KP Project 

The Kuanping Silver Gold Mining Area in Shaanzhou District is located in the north-east section of the 
Xiaoshan area, belonging to the southern margin of the Huaxiong terrane of the North China Block within 
the Xiaoshan fault uplift. The fourth level structural units in the area are mainly the Xiaoshan fault uplift and 
the Lushi Luoning fault depression. The fault uplift area is a metamorphic core complex structure with a 
typical double-layer structure. The crystalline basement of the core is the ancient metamorphic rock series 
of the Taihua Group in the Precambrian period. The eastern and western layers, as well as the southern 
cover layer, are a set of shallow marine clastic rock formations and neutral volcanic rock formations in the 
lower section of the Xiong'er Group of the Changcheng System in the Middle Proterozoic era. The magmatic 
activity in the area was frequent, with strong metamorphic deformation and developed fault structures. 
There are many polymetallic deposits and showings of gold, silver, lead, and zinc mineralization, with clear 
geochemical anomalies of polymetallic elements. 
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Figure 7.3 KP Project mining licenses and mineralized vein systems 

 

7.3 Mineralization  

7.3.1 Overview 

The Ying Property contains multiple mesothermal silver-lead-zinc-rich quartz-carbonate veins in steeply 
dipping, fault-fissure zones which cut Archean gneiss and greenstone. To date, significant mineralization 
has been defined in at least 591 discrete vein structures, and many other smaller veins have been found 
but not, as yet well explored. Beside HPG, which contains grades of around 1.5 g/t gold (Au) in the ore veins, 
38 veins contain high levels of gold and various levels of silver and base metals. These gold veins are shown 
in Table 7.1. 



NI 43-101 Technical Report Update on the Ying Ag-Pb-Zn- ƨШÂƖŸƓĲƖƣǃШŔŰШcĲŰċŰШÂƖŸƻŔŰĦĲЯШÂĲŸƓũĲќƚШÅĲƓƨĤũŔĦШŸŉШ9őŔŰċ 

Silvercorp Metals Inc. 0725073 
 

amcconsultants.com  73 
 

Table 7.1 Discrete gold-rich veins on the Property 

Mine Vein Mine Vein 

SGX 

S16W LME LM4E2 

S18E 

TLP 

T50 

S21 T51 

S74 T52 

LMW 

LM21 T53 

LM22 

DCG 

C76 

LM26 C9_1 

LM27 C9_2 

LM28 C9_3 

LM28a C9_4 

LM50 C9_5 

LM50_3 C9_6 

LM51 C9E1 

LM52 C9E3 

LM53 C9W1 

LM54 

 

LM54_1 

LM54_2 

LM55 

LM58 

LM58_1 

LM59 

LM59_2 

Structurally, the vein systems throughout the district are all somewhat similar in that they occur as sets of 
veins of generally similar orientation enclosed by fault-fissure zones which trend most commonly 
northeast-southwest, less commonly north-south, and rarely northwest-southeast. The structures extend 
for hundreds to a few thousand metres along strike. They are often filled by altered andesite or diabase 
dikes together with quartz-carbonate veins or occur as discrete zones of altered bedrock (mainly gneiss) 
associated with local selvages of quartz-carbonate veinlets. From one-third to one-half of the structures 
exposed at the surface are conspicuously mineralized as well as altered. 

The silver-lead-zinc-rich quartz-carbonate vein systems consist of narrow, tabular, or splayed veins, often 
occurring as sets of parallel and offset veins. The veins thin and thicken abruptly along the structures in 
ĦũċƚƚŔĦШљƓŔŰĦő-and-ƚƽĲũũњШŉċƚőŔŸŰШƽŔƣőШƽŔĬƣőƚШƻċƖǃŔŰŊШŉƖŸůШċШŉĲƽШĦĲŰƣŔůĲƣƖĲƚШƨƓШƣŸШċШŉĲƽШůĲƣƖĲƚЮШљÉƽĲũũƚњШ
ŉŸƖůĲĬШŔŰШƚƣƖƨĦƣƨƖċũШĬŔũċƣċŰƣШǍŸŰĲƚШċũŸŰŊШƣőĲШƻĲŔŰƚШŸŉƣĲŰШŉŸƖůŔŰŊШůŔŰĲƖċũŔǍĲĬШљƚőŸŸƣƚњЮШ ƣШƣőĲШÉ]ñШůŔŰĲЯШ
these shoots range from 30 m to more than 60 m in vertical and horizontal dimensions over true vein widths 
up to 5.5 m. The vertical dimension of the SGX shoots is commonly twice or more the horizontal dimension. 
Longitudinal sections constructed along the veins indicate that many of the shoots have a steep, 
non-vertical rake. 
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The silver-lead-zinc-rich vein systems of the various mine areas in the district are also generally similar in 
mineralogy. Slight differences between some of the separate mine areas and between the different vein 
systems within each area have been attributed to district-scale mineral zonation at different levels within 
the mineralized system. This subtle zonation is thought to be perhaps analogous to the broad-scale 
ǍŸŰċƣŔŸŰШƓċƣƣĲƖŰƚШŸĤƚĲƖƻĲĬШŔŰШƣőĲШ9ŸĲƨƖШĬќ ũĲŰĲШ?ŔƚƣƖŔĦƣШыÖÉ ьШċŰĬШĦőċƖċĦƣĲƖŔƚƣŔĦШŸŉШůċŰǃШŸƣher significant 
mesothermal silver-lead-zinc camps in the world (Broili et al., 2008 & 2010). 

7.3.2 SGX area 

Currently defined silver-lead-zinc mineralization in the SGX area occurs within 101 veins which occur in 
eight major and two minor vein systems. Four of the 101 veins contain high gold values. The five largest 
veins based on Measured and Indicated Mineral Resource tonnes, S8, S19, S7, S2, and S16W, account for 
30% of this mineralization. 

The SGX veins have been extensively mapped and sampled at various levels in the underground workings 
and by drilling. Results show that approximately 30% of the material filling the veins is strongly mineralized 
with massive, semi-massive, veinlet, and disseminated galena and sphalerite over widths ranging from 
0.2 m to 5.5 m or more with a weighted average true width of 0.78 m. Other than galena and sphalerite, the 
most common metallic minerals are small amounts of pyrite, chalcopyrite, hematite, and very small 
amounts of wire silver, silver-bearing sulfosalts (mainly pyrargyrite), silver-bearing tetrahedrite (known as 
freibergite), and possibly acanthite (silver sulphide). The metallic minerals are confined to the veins where 
they occur as massive accumulations or disseminations. The galena mineralization often occurs as 
massive tabular lenses comprised of coarsely crystalline aggregates or fine-ŊƖċŔŰĲĬШŊƖċŰƨũċƖШљƚƣĲĲũШŊċũĲŰċњШ
bodies, which can be up to 1.0 m thick and 100 m or more in vertical and horizontal dimensions. Sphalerite, 
in its dark-coloured, iron-ƖŔĦőШƻċƖŔĲƣǃШŸŉƣĲŰШťŰŸƽŰШċƚШљĤũċĦťŢċĦťњЯШŸĦĦƨƖƚШƽŔƣőШƣőĲШŊċũĲŰċШċƚШĦŸċƖƚĲШĤċŰĬƚШ
or aggregates. Alternating bands of galena, sphalerite, pyrite, and quartz are common near the vein 
margins. 

A detailed study of assay results of drill core and tunnelling samples from major vein structures in 2012 
revealed the existence of wide alteration and mineralization zones with lower but economic grades of silver 
adjacent to some high-grade silver-lead-zinc vein structures, such as S2, S6, S1, S2W2, S14, and S16W1. 
These lower-grade zones have mostly been neglected in sampling programs before 2012 because of a lack 
of visible sulphides. An improved understanding of the geology, alteration, and mineralization of major vein 
structures has indicated that the boundaries of mineralization can no longer be based solely on visual 
geological mapping of vein contacts but also requires consideration of sampling results because of the 
silver content in adjoining alteration zones. As a result, average widths of defined mineralized zones have 
been substantially increased. 

Several shoots in some of the SGX veins are unusually rich in silver relative to lead, containing from 131 to 
343 g silver for each percent lead. This is a much greater amount of silver to lead than most other SGX veins. 
The silver in these shoots is thought to be carried mostly as a silver-rich, non-lead-bearing mineral such as 
freibergite, which is a dark-coloured metallic mineral that could easily be hidden within metallic granular 
masses of galena. Freibergite is also a copper-bearing mineral, and these shoots contain up to several 
percent of potentially valuable copper, because of the presence of freibergite.  

There are four gold-rich veins defined at SGX: S11, S16W_Au, S18E, and S74. Vein S11 was modelled for 
the first time this year. The four gold rich veins are similar to the other veins at SGX. Veins S18E and S74 
strike north-east and S16W_Au strikes north-south. They are all steeply dipping, with dip angles ranging 
between 65 - 80°, with dip direction of 315 - 335° for S18E and S74, and 85 - 110° for S16_Au. S11 is at the 
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north-east of the resource area. It is steeply dipping, with dip angles around 86°, and dip direction of 
approximately 115°. Gold in these veins is dominated by electrum and kustelite in medium to fine grains in 
the fractures of sulphides, at the boundaries between sulphides and gangue minerals, or enclosed by 
sulphides. The typical grade of gold is around 0.5 g/t, with the highest gold assay in the modelled gold veins 
being 70.8 g/t gold. 

Gangue in the vein systems consists mostly of quartz-carbonate minerals with occasional inclusions of 
altered wall-rock. The carbonate gangue mineral is dominantly ankerite, whereas siderite is the most 
common carbonate gangue mineral in many other mesothermal silver-lead-zinc districts. 

Wall rock alteration is commonly marked as a myriad of quartz veinlets which are accompanied by sericite, 
chlorite, silicification, and ankerite on fractures. Some retrograde alteration is present as epidote along 
fractures. Underground drilling suggests that many of the vein systems appear to either persist or 
strengthen at depth. Additionally, Broili et al., (2006) note that many of the veins exposed in underground 
workings are often significantly richer in silver-lead-zinc than the same veins exposed at the surface. 

Figure 7.4 shows both the exploration and development tunnels (tunnels) and veins in the SGX area in plan. 
Figure 7.5 shows a cross section of SGX. Table 7.2 shows the attributes of the ten biggest veins. 
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Figure 7.4 Tunnels and veins in the SGX area 
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Figure 7.5 Cross section on Line 2, SGX 

 
Notes: The location of exploration line #2 is shown in Figure 7.4. 
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Table 7.2 Dimensions and orientations of mineralized veins in the SGX area 

Vein # 
Length of vein 

(m) 
Defined inclined 

depth (m) 
Elevation of 

defined depth (m)  
Dip direction 

(°) 
Dip angle 

(°) 
Average true 

thickness  /  range (m) 

S8 3,200 875 845-(-30) 290-330 65-85 0.75(0.29-6.24) 

S19 1,780 820 760-(-110) 293-325 70-85 0.80(0.30-8.89) 

S7 1,900 800 825-(-10) 286-319 61-88 0.96(0.38-6.05) 

S2 960 820 670-(-200) 275-320 55-85 0.78(0.32-4.36) 

S16W 1,285 860 790-(-70) 80-110 56-76 0.91(0.29-8.37) 

S6 960 860 720-(-140) 280-305 50-82 0.64(0.31-2.76) 

S7_1 1,530 950 850-(-170) 301-331 64-85 0.75(0.28-5.87) 

S21 1,420 780 795-15 291-310 70-85 0.68(0.26-4.4) 

S7_2 1,603 870 705-(-165) 291-311 62-83 0.53(0.30-1.95) 

S14 1,310 720 720-(-50) 290-330 60-89 0.64(0.28-3.14) 

Notes: Veins are ranked by Measured and Indicated tonnes. 

7.3.3 HZG area 

The HZG mine area, south of the SGX area, has 30 silver-lead-zinc veins in which mineralization has been 
defined to date. Underground and surface sampling and drilling indicates that 14% to 23% of the vein-filling 
material in these veins is strongly mineralized over a true weighted average width of 0.45 m (ranging from 
ΜЮΞΟШůШƣŸШΞЮΣΠШůьЮШÑőĲШƻĲŔŰƚШĦŸŰƣċŔŰШĬŔƚƣŔŰĦƣũǃШůŸƖĲШĦŸƓƓĲƖШĤƨƣШũŸƽĲƖШǍŔŰĦШƣőċŰШůċŰǃШŸŉШƣőĲШĬŔƚƣƖŔĦƣќƚШŸƣőĲƖШ
veins. For example, one of the largest HZG veins defined to date, HZ20, contains an average of 0.58% 
copper, which occurs mostly in chalcopyrite and tetrahedrite. The tetrahedrite commonly forms massive 
lenses. The chalcopyrite occurs as disseminated crystals in the gangue and in the tetrahedrite. Other 
sulphides include galena (up to several percent locally) and pyrite. 

The contact of the HZG veins with the wall-rock is sharply marked by shearing and gouge. The gangue is 
predominantly quartz-ankerite with conspicuous amounts of bright green fuchsite, a chrome-bearing 
muscovite alteration product that is especially abundant near the HZG vein margins. Fuchsite is a common 
alteration product in many greenstone-related mesothermal gold districts throughout the world. 

The HZG veins mostly trend northeast-southwest, bending north-northeastтsouth-southwest toward the 
western margin, although there are a few vein systems that trend approximately north-south as shown in 
plan on Figure 7.6. The five largest veins based on Measured and Indicated Mineral Resource tonnes, HZ26, 
HZ22, HZ10, HZ20E, and HZ22, account for 67% of this mineralization. Table 7.3 presents a summary of 
dimensions and occurrences of the ten largest veins. 
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Figure 7.6 Tunnels and veins in the HZG area 
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Table 7.3 Dimensions and orientations of major mineralized veins in the HZG area 

Vein # 
Length of vein 

(m) 
Defined inclined 

depth (m) 
Elevation of 

defined depth (m)  
Dips to 

(°) 
Dip angle 

(°) 
Average true 

thickness / range (m)  

HZ26 1,491 600 951-351 120-328 62-88 0.63(0.5-1.75) 

HZ20 1,395 355 452-807 60-111 60-82 0.56(0.28-1.08) 

HZ20E 791 267 382-649 75-115 56-85 0.55(0.27-1.42) 

HZ22 1,106 198 495-693 125-320 60-80 0.76(0.28-1.32) 

HZ10 588 130 474-604 75-295 57-80 0.51(0.25-1.1) 

HZ22S 750 377 509-886 125-330 71-82 0.57(0.49-1.36) 

HZ27 462 274 541-815 300-325 65-85 0.52(0.47-0.57) 

HZ26E8 177 112 314-426 130-335 58-81 0.47(0.25-1.35) 

HZ22E1 620 256 640-896 302-339 63-88 0.45(0.23-1.48) 

HZ26W 997 354 351-705 120-320 65-87 0.62(0.27-1.3) 

Notes: Veins are ranked by Measured and Indicated tonnes. 

7.3.4 HPG area 

The HPG mine area is located in the central part of the district, immediately north-east of the SGX mine. 
Figure 7.7 shows the tunnels and veins in the HPG area in plan view. Table 7.4 describes the attributes of 
the ten biggest veins. Mineralization is currently defined in 69 veins. The five largest veins, based on 
Measured and Indicated Mineral Resource tonnes, H15, H17, H17_1, H15W, and H16, account for 40% of 
the mineralization. Sampling at various levels in workings along these vein structures indicates that from 
27% to 50% or more of the vein material is mineralized, ranging from 0.22 m to 5.76 m in width, averaging 
0.69 m. 

The veins occur in relatively permeable fault-fissure zones and are extensively oxidized from the surface to 
depths of about 80 m. Within this zone, the veins show many open spaces with conspicuous box-work 
lattice textures resulting from the leaching and oxidation of sulphide minerals. Secondary minerals present 
in varying amounts in this zone include cerussite (lead carbonate), malachite (copper carbonate), and 
limonite (hydrous iron oxide). Beneath this oxide zone, sulphide minerals are mixed with secondary oxide 
minerals in the vein, with sulphides becoming increasingly abundant downward to about 150 m depth, 
beyond which fresh sulphides are present with little or no oxidation. Current mining is more than 80 m 
below the surface.  

The dominant sulphides are galena, typically comprising a few percent to 10% of the vein, together with a 
few percent sphalerite, pyrite, chalcopyrite, and freibergite-tetrahedrite. Other metallic minerals in much 
smaller amounts include argentite, native silver, native gold, bornite, and various sulfosalts. The minerals 
occur in narrow massive bands, veinlets or as disseminations in the gangue, which consists of quartz, 
sericite, and carbonate, occurring as dolomite and calcite with some ankerite. Table 7.4 summarizes 
features of major veins in the HPG area. 
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Figure 7.7 Tunnels and veins in the HPG area 

 
Notes: The red polygon, B07, is a mineralized intrusive breccia. 

Table 7.4 Dimensions and orientations of major mineralized veins in the HPG area 

Vein # 
Length of vein 

(m) 
Defined inclined 

depth (m) 
Elevation of 

defined depth (m)  
Dips to 

(°) 
Dip angle 

(°) 
Average true 

thickness / range (m)  

H15 816 1,153 745-(-361) 322-342 63-83 0.97(0.30-2.28) 

H17 1,815 1,283 853-(-426) 315-335 65-85 1.36(0.32-3.47) 

H17_1 1,745 910 860-(-50) 315-340 70-85 0.93(0.22-1.60) 

H15W 1,350 860 900-40 310-340 72-80 0.68(0.30-1.41) 

H16 657 681 844-179 332-352 67-87 1.05(0.56-1.71) 

H16_3 360 650 800-150 315-340 65-83 0.92(0.49-1.63) 

H18 1,636 1,055 835-(-220) 315-340 70-85 0.82(0.41-1.38) 

H20W 348 313 605-321 100-120 55-75 0.85(0.54-1.16) 

H5 840 635 685-150 320-335 70-82 0.96(0.34-2.98) 

H32a 610 590 770-180 105-130 70-84 0.70(0.36-1.06) 

Notes: Veins are ranked by Measured and Indicated tonnes. 
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7.3.5 TLP and LM area 

As the mineralization style is similar at the TLP, LME, and LMW mines, they are discussed together here. 
There are 162 known veins at TLP and 135 at LMW and 69 at LME. Figure 7.8 shows the distribution of veins 
in the TLP and LM area in plan view. Table 7.5 to Table 7.7 describe the attributes of the ten biggest veins 
for each mine. TLP contains has four gold-rich veins T50, T51, T52, and T53. LME has one gold-rich vein, 
LM4E2. LMW has nineteen gold-rich veins as listed in Table 7.1. 

The five largest veins at TLP, T3, T2, T1W1, T3_3, and T1, account for 25% of the mineralization defined to 
date at that mine. At LMW the five largest veins, LM7, LM17, LM50, LM12_1, and LM14 account for 25% of 
the mineralization defined to date in that mine. At LME the five largest veins, LM5, LM5E, LM4E2, LM6, and 
LM5E2, account for 36% of the mineralization defined to date in that mine. The five largest veins for all three 
mines are based on Measured and Indicated Mineral Resource tonnes. 

Figure 7.8 Distribution of mineralized veins in the TLP-LM area 

 
Note: Green lines are tunnels. 
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Extensive underground sampling at various levels along or across the main veins indicates that a significant 
amount of the vein-filling material is strongly mineralized with massive, semi-massive and disseminated 
galena as well as minor amounts of chalcopyrite and sphalerite over widths of 0.25 m to 10 m or more. 
Other metallic minerals present in much smaller amounts include pyrite, hematite, and very sparse 
amounts of acanthite. 

The veins at TLP mostly dip westward, while those at LM dip steeply both east and west. Previous mining 
and stoping along the Vein T1 and Vein T2 structures at TLP indicate that the mineralization plunges 
shallowly to the north within structural zones extending hundreds of metres to a thousand metres or more 
along strike. The main mineralization occurs as massive accumulations or disseminations in the veins. The 
galena often occurs as massive tabular lenses comprised of coarsely crystalline aggregates or fine-grained 
ŊƖċŰƨũċƖШљƚƣĲĲũШŊċũĲŰċњШĤŸĬŔĲƚЯШƽőŔĦőШĦċŰШĤĲШƨƓШƣŸШΝЮΜШůШƣőŔĦťШċŰĬШΝΜΜШůШŸƖШůŸƖĲШŔŰШƻĲƖƣŔĦċũШċŰĬШőŸƖŔǍŸŰƣċũШ
dimensions. 

Most of the silver in the TLP-LM veins is present as microscopic inclusions in the galena. It appears that 
Ag:Pb ratios are distinctly different between veins of the northern TLP area (North Zone) and the southern 
TLP and LM area (South Zone). Based upon 15 verification samples collected for a previous Technical 
Report (Broili et al., 2008), veins in the South Zone appear to have much higher zinc contents and higher 
Ag:Pb ratios (90 to 130 g silver for each percent lead) than veins from the North Zone (5 to 15 g silver for 
each percent lead), as well as proportionally less gold. It is thought this difference is the result of zonation 
at different levels within the mineralized system. 

Gangue in the TLP-LM vein systems is mostly fine-grained quartz with zones of quartz-carbonate and 
occasional inclusions of altered wall-rock. The carbonate is dominantly ankerite, in contrast to siderite, 
which is the most common carbonate gangue mineral in many mesothermal silver-lead-zinc districts. 

The veins occur in relatively permeable fault-fissure zones and are extensively oxidized from the surface to 
depths of about 80 m. Within this zone, the veins show many open spaces with conspicuous box-work 
lattice textures resulting from the leaching and oxidation of sulphide minerals. Secondary minerals present 
in varying amounts in this zone include cerussite, malachite, and limonite. Beneath this oxide zone, 
sulphide minerals are mixed with secondary oxide minerals in the vein, with sulphides becoming 
increasingly abundant downward to about 150 m depth, beyond which fresh sulphides are present with 
little or no oxidation. 

Wall rock alteration consists of numerous quartz veinlets accompanied by sericite, chlorite, silicification, 
and ankerite on fractures.  

Since 2020, 19 gold veins have been discovered at LMW. These vein structures are characterized by higher 
gold grades and gentle dip angles between 10 and 30°. In general, there are two groups of gentle dip veins 
with higher gold grades. Group one includes LM50, LM50_3, LM51, LM52, LM53, LM54, LM54_1, LM54_2, 
LM55, LM58, LM58_1, LM59, and LM59_2, and group two includes LM21, LM22, LM26, LM28, and LM28a. 

For example, LM50, one of the larger Au veins at LMW, dips south-east at dip angles between 2 and 22°. 
The thickness ranges between 0.14-2.20 m (average thickness 0.76 m) and has been defined over 1,262 m 
along strike and over 630 m down-dip. The gold mineralization is associated with K-feldspar-ankerite-
quartz-pyrite-galena veinlets and stockwork alteration hosted in gneiss. The mineralization is dominated 
by gold with low grades of silver and lead. 
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LM26 is another of the larger veins. LM26 and LM22 both dip north-west with dip angles between 15 and 
35°, and have been defined around 600 m along strike and over 610 m down-dip with average thickness of 
0.69 m. The veins are coarse-grained quartz-ankerite veins with banded and disseminated pyrrhotite, pyrite 
and minor chalcopyrite, and galena. The grade distributions within the veins are variable. Both veins have 
a spatially coincident smaller high-grade gold-rich and copper-rich core. The high-grade core has gold 
assays ranging from 0.5 g/t to 100 g/t gold and copper assays ranging from 0.25 to > 10% copper. Silver 
values in both veins average 18 g/t Ag with only 3% of the assays being over 100 g/t silver and the highest 
silver value being 7,853 g/t. Veins contain sporadic values of lead and zinc sulphides. 

The TLP system also contains some epithermal veins and veinlets. These veins contain abundant large vugs 
lined with carbonate and they either crosscut or follow some of the mesothermal filled structures. 

Dimensions and occurrences of major mineralized veins from the TLP and LM area are summarized in Table 
7.5, Table 7.6, and Table 7.7. 

Table 7.5 Dimensions and orientations of major mineralized veins in the TLP area 

Vein # Length of vein 
(m) 

Defined inclined 
depth (m) 

Elevation of 
defined depth (m)  

Dips to 
(°) 

Dip angle 
(°) 

Average true 
thickness / range (m)  

T3 1,820 1,151 1,154-3 300-320 60-80 0.76(0.55-2.85) 

T2 1,859 1,045 1,166-120 305-325 65-85 0.70(0.6-2.45) 

T1W1 903 735 1,125-390 300-320 60-80 0.63(0.47-2.25) 

T3_3 1,053 429 1,156-727 290-310 62-82 0.75(0.58-1.92) 

T1 1,870 819 1,159-340 290-310 60-80 0.65(0.35-2.15) 

T21 585 582 1,060-478 290-325 35-60 0.66(0.54-2.35) 

T11 1,232 751 906-155 300-320 60-80 0.64(0.35-2.05) 

T2_1 920 495 1,105-610 305-325 58-78 0.72(0.55-3.87) 

T2W 1,869 748 1,164-416 300-320 65-85 0.66(0.52-1.95) 

T23 1,405 596 1,076-480 310-330 56-76 0.54(0.34-2.1) 

Notes: Veins are ranked by Measured and Indicated tonnes. 

Table 7.6 Dimensions and orientations of major mineralized veins in the LMW area 

Vein # 
Length of vein 

(m) 
Defined inclined 

depth (m) 
Elevation of 

defined depth (m)  
Dips to 

(°) 
Dip angle 

(°) 
Average true 

thickness / range (m)  

LM7 964 1,118 1,102 -289 290-315 40-49 2.29(0.30-13.29) 

LM17 1,767 864 1,180 -348 290-345 65-80 0.71(0.30-3.19) 

LM50 1,262 630 906 -773 147-210 2-32 0.76(0.30-2.25) 

LM12_1 761 736 1,082 -327 307-327 57-77 0.58(0.30-2.82) 

LM14 942 781.102 1,197 -232 232-262 68-87 0.61(0.30-3.11) 

LM12 677 886 1,092 -324 310-325 55-70 0.38(0.33-2.00) 

LM21 1,207 768 920 -563 300-350 10-30° 0.68(0.30-11.30) 

LM22 1,430 1,082 1,205 -706 253-0 5-35 0.47(0.27-1.60) 

LM52 1,339 1,487 1,090 -305 160-230 25-60 0.61(0.25-1.55) 

W6 729 478 1,100 -601 235-245 55-75 0.66(0.34-2.20) 

Notes: Veins are ranked by Measured and Indicated tonnes. 
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Table 7.7 Dimensions and orientations of major mineralized veins in the LME area 

Vein # 
Length of vein 

(m) 
Defined inclined 

depth (m) 
Elevation of 

defined depth (m)  
Dips to 

(°) 
Dip angle 

(°) 
Average true 

thickness / range (m)  

LM5 1,911 1,148 1,048-(-100) 312-332 61-81 0.93(0.35-2.59) 

LM5E 1,100 930 970-40 265-345 59-87 0.73(0.5-1.9) 

LM4E2 1,233 1,779 1,108-403 311-331 11-31 1.06(0.38-2.66) 

LM6 1,171 888 1,087-197 297-316 58-77 0.82(0.34-1.82) 

LM5E2 937 976 905-(-71) 304-308 68-73 0.75(0.25-1.63) 

LM4 1,072 773 1,130-386 283-303 64-84 0.55(0.26-1.31) 

LM3 1,214 910 1,219-393 302-322 54-74 0.75(0.41-1.38) 

LM3_2 936 582 1,151-601 304-324 66-86 0.73(0.36-1.51) 

LM75 1,411 676 1,236-560 100-115 71-84 0.69(0.25-1.96) 

LM3_2E 659 482 1,142-660 313-315 70-77 0.8(0.47-2.38) 

Notes: Veins are ranked by Measured and Indicated tonnes. 

7.3.6 DCG area 

The DCG project area is in the north-east part of the district, immediately north of the TLP mine (Figure 7.9). 
Mineralization is currently defined in 19 veins. The five largest veins based on Measured and Indicated 
Mineral Resource tonnes, C76, C4, C9_5, C9_4, and C4E, account for 70% of the Mineral Resources 
defined to date at DCG. Sampling in workings along vein structures indicates that from 18% to 35% or more 
of the vein material is mineralized, ranging from 0.30 m to 6.99 m in width, averaging 0.55 m (Table 7.8). 
C76 and the C9 series of veins (see Table 7.1) are the gold-rich veins at DCG. The C9 series of veins have a 
different orientation from the other veins in that they extend north-northwest with dip direction around 
60-90°, while the other veins extend north-east. 

The veins occur in relatively permeable north-east striking fault-fissure zones and are oxidized from the 
surface to depths of about 50 m. Weak silver-lead mineralization at surface was exposed by trenches at 
around 200 m intervals.  

The dominant sulphides are galena, typically comprising a few percent to 10% of the vein, together with a 
few percent sphalerite and pyrite and minor argentite. The minerals occur in narrow massive bands, 
veinlets, or as disseminations in the gangue, which consists of quartz, sericite, and carbonate, occurring 
as dolomite and calcite with some ankerite. The dominant mineralization is silver-lead. The typical silver 
grade ranges between 20 and 285 g/t, although grades as high as 3,232 g/t are encountered. The gold rich 
veins at DCG are C76 and the C9 series of veins. The C9 series of veins are quartz-carbonate veins with 
banded and disseminated pyrite and galena. Vein C76 is controlled by a fracture and breccia zone with 
silicification, carbonate and sericite alteration. Table 7.8 summarizes features of the veins in the DCG area. 
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Figure 7.9 Tunnels and veins in the DCG area 
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Table 7.8 Dimensions and orientations of the mineralized veins in the DCG area 

Vein # 
Length of vein 

(m) 
Defined inclined 

depth (m) 
Elevation of 

defined depth (m)  
Dips to 

(°) 
Dip angle 

(°) 
Average true 

thickness / range (m)  

C76 1,678 602 1,007-464 305-325 40-60 0.73(0.25-2.33) 

C4 2,028 454 1,020-577 317-337 57-77 0.77(0.30-3.31) 

C9_5 569 635 931-380 65-75 32-56 0.69(0.30-3.20) 

C9_4 591 557 992-716 69-89 36-56 0.56(0.33-1.85) 

C4E 787 520 990-509 324-344 62-82 0.63(0.30-1.94) 

C9_2 450 390 919-633 64-84 36-56 0.50(0.30-1.37) 

C8 1,380 381 1,061-588 308-328 53-73 0.49(0.30-1.57) 

C9_3 308 275 916-717 60-80 37-57 0.63(0.29-2.58) 

C8E1 635 318 937-646 310-330 54-74 0.46(0.30-1.41) 

C2 2,712 550 1,010-440 315-325 65-75 0.63(0.35-0.9) 

Notes: Veins are ranked by Measured and Indicated tonnes. 

7.3.7 KP area 

At the KP Project more than ten fractured mineralization-bearing structures have been discovered in the 
area. The strike of the mineralization-bearing fracture zones is mainly in the north-northeast and 
northeast-east directions as well as the north-east direction. At surface, six veins of significance have been 
identified within fractured zones. They are mainly distributed in the northern and south-western parts of 
the mining area. The vein numbers from north to south are K4, K3, K1, K5, K6, K2. The veins are polymetallic 
veins associated with silver, lead, zinc, and gold. K1 and K3 veins are parallel to each other, within a 
distance of about 300 m. Based on the current exploration workings, K4 has the largest strike length, with 
a strike length of over 782 m, followed by K3, with a strike length of over 567 m. In the tunnelling, two 
mineralized veins were intersected, K3 and K4. K3 is offset by movement along K4, but the distance of 
displacement is not large. Table 7.9 summarizes features of the veins in the KP area. Of the mineralized 
veins in the KP area, only veins K4, K3, and K1 contributed to the Mineral Resources in Section 14. 
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Figure 7.10 Tunnels and veins in the KP area 

 

Table 7.9 Dimensions and orientations of the mineralized veins in the KP area 

Vein # 
Length of vein 

(m) 
Defined inclined 

depth (m) 
Elevation of 

defined depth (m)  
Dips to 

(°) 
Dip angle 

(°) 
Average true 

thickness  /  range (m) 

K1 235 183 985-905 315-340 30-40 0.53(0.2-2.5) 

K2 128 247 1,133-1,057 325-345 15-25 0.38(0.15-1.37) 

K3 567 400 1,091-857 335-350 21-45 0.66(0.23-2.23) 

K4 782 440 1,200-750 279-289 45-62 1.45(0.15-5.38) 

K5 232 52 955-913 285 35 0.26(0.3-0.5) 

K6 235 51 1,097-1,055 290 32 0.36(0.3-0.5) 

Notes: Veins are not ranked. The two main veins are K4 and K3. 

As this is the first Technical Report on the KP project, each vein is described below. 

7.3.7.1 Vein K1  

Distributed in the north-west of the mining area, K1 extends in a northeast-southwest direction, with an 
exposed strike length of 235 m, a structural alteration width of 0.20-2.50 m, and a dip direction between 
315° and 340°, and dip angle between 30° and 40°. At present, its shape is defined by six exploration 
trenches, one tunnel, and 16 drillholes, with a spacing of 20-40 m between the trenches. The mineralization 
defined by the drillholes is uneven, with significant variations in grades. Silver occurs in association with 
galena, sphalerite, and pyrite. The alteration includes silicification, chloritization, and sericitization. 
Despite outcropping, there is no significant oxidation. 
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7.3.7.2 Vein K2 

K2 is located at the south-west end of the mining area. It extends in a north-northeast to south-southwest 
direction. Its location is defined by five exploration trenches and two drillholes, with a spacing of 20 - 40 m 
between the trenches. The exposed strike length on the surface is about 128 m, with dip directions between 
325 ° and 345°, and dip angles between 15° and 25°, and a width of 0.15 -1.37 m for alteration and shearing. 
The mineralized veins occur in a structural and alteration zone. In surface trenching, the minerals are 
mainly pyrite, evenly distributed in silica alterations, and mineralized mainly with lead-zinc. The deep part 
of the K2 vein is defined by two drillholes, with silver-lead-zinc mineralization associated with galena, 
sphalerite, and pyrite. The main alteration types are silicification and sericitization. 

7.3.7.3 Vein K3 

K3 is in the north-west of the mining area. It extends in a northeast-southwest direction and extends 
south-westward out of the mining area. It is defined by four artisan tunnels (three of which are outside the 
licence boundary), one adit, six exploration trenches, and 15 drillholes, with a spacing of 40-60 m between 
the workings and a defined striking length of about 567 m. The dip directions are between 335 and 350°, 
and dip angles between 21 and 45°, and the width of alteration ranges from 0.23-2.23 m, but is generally 
below 0.5 m, with obvious pinching and swelling. The mineralization is relatively uniform, mainly composed 
of silver-lead-zinc mineralization, with minor gold. The metallic minerals include galena, sphalerite, and 
pyrite. The main alteration includes silicification, sericitization, carbonation, and locally kaolinite. This vein 
is one of the main vein structures in the area. 

7.3.7.4 Vein K4 

K4 is in the northernmost part of the mining area. It extends in a north-northeast to south-west direction 
and extends north-eastward beyond the mining licence boundary. Defined by 20 drillholes, 14 trenches, 
one drift tunnel, and three artisan tunnels, the surface trenches are spaced 40-80 m apart and have a total 
length of 960 m. The width of the alteration zone ranges from 0.15-5.38 m, with local expanding-and-
pinching, and branching-and-rejoining. The dip directions are between 279° and 289°, and dip angles 
between 45° and 62°, with a gentle dip angle in the shallow part and getting gradually steeper at depth. The 
shallow mineralization is mainly silver-lead-zinc, with minor gold. Metallic minerals include galena, 
sphalerite, and pyrite. The main alteration types include silicification, sericitization, carbonation, and 
locally kaolinite. K4 is the largest vein structure in the area. 

7.3.7.5 Vein K5 

K5 is in the central eastern part of the mining licence area. It extends in a north-northeast to south-west 
direction. The exposed length is about 232 m, defined by three trenches. The width of alteration is 
0.3-0.5 m, with a dip direction of 285°, and dip angle of 35°. Mineralization is mainly composed of 
silver-lead-zinc, with metallic minerals including galena, sphalerite, pyrite, minor chalcopyrite, and 
limonite. The main alteration types include silicification, kaolinite, chloritization, and sericitization. 

7.3.7.6 Vein K6 

K6 is in the north-east part of the mining licence area. It extends in a north-northeast to south-southwest 
direction. The exposed length is about 235 m, defined by three trenches. The alteration is 0.3 to 0.5 m in 
width, with a dip direction of 290° and dip angle of 32°. Mineralization is mainly composed of Ag, Pb, and 
Zn, minor Au. Metallic minerals include galena, pyrite, and limonite. The main alteration types are 
silicification and sericitization. 
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8 Deposit types  

Mineralization at the Ying Property shares many of the features of vein-type silver-lead-zinc deposits as 
described by Li et al (2013) and references therein. Vein-type silver-lead-zinc deposits are a broad class of 
polymetallic deposits where silver, lead and zinc (as well as other metals such as gold and copper) are 
transported in hydrothermal fluids and subsequently precipitated within faults, fractures and veins. Vein 
gangue mineralogy is typically quartz or quartz carbonate. Veins are commonly connected via crustal scale 
faults (Li et al, 2013 and reference therein). The tectonic setting and source of fluids can be variable.  

The genesis of deposits within the Ying Mining camp is still debated. Early work by Chen et al. (2004) 
proposed an orogenic origin for SGX (known in the literature as Shagou). However, work by Mao et al (2006) 
proposes that SGX formed in association with porphyry and / or skarn Mo-W deposits in the area. 
Conversely, Li et al. (2013) propose that SGX formed by the mixing of metamorphic derived fluids with 
meteoric water, with veins forming within brittle extensional structures. More recent work by Xu et al (2023) 
supports a magmatic-hydrothermal origin for SGX, while Tian et al (2023) suggest that the Ying District 
(Xiayu orefield) represents an intermediate sulphidation epithermal silver-lead-zinc-gold-(copper) deposit. 

Regardless of their origin, vein-type silver-lead-zinc deposits are a globally important source of silver and 
base metals (Li et al, 2013 and reference therein). Examples of vein-type silver-lead-zinc deposits include 
9ŸĲƨƖШ Ĭќ ũĲŰĲШ ыÖÉ ьШ ċƚШ ƽĲũũШ ċƚШ ŰƨůĲƖŸƨs relatively recent discoveries in China such as the 
Shuangjianzishan epithermal silver-lead-zinc deposit (Inner Mongolia). 
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9 Exploration  

9.1 Ying Project 

9.1.1 Introduction  

From 1 January 2024 to 31 December 2025 (2024т2025), Silvercorp conducted underground 
exploration-development activities including extensive sampling at all mines.  

The past exploration activities from 2004 to 2011, of geological mapping (1:50,000), stream sediments 
geochemical mapping (1:50,000), aerial magnetic geophysical survey, and trenching, have been detailed 
in previous technical reports prepared for Ying Property projects (Broili et al., 2006; Xu et al., 2006; Broili 
and Klohn, 2007; Broili et al., 2008; Broili et al., 2010; Klohn et al., 2011). Exploration activities from 2011 to 
2024 are further discussed in various reports by AMC (see list in Section 27). 

Other than by drilling, the projects have been explored primarily by underground development (termed 
tunnelling), and sampling. The workings follow the vein structures along strike, on levels spaced 30 to 50 m 
apart. Silvercorp has found this method of underground exploration an effective and efficient way to define 
the geometry of the mineralized structures, in part due to the discontinuous character of the high-grade 
mineralization, but also due to the relatively inexpensive development costs.  

Channel samples comprise a composite of chips collected from channels cut into the backs of tunnels and 
crosscuts. Backs are typically mapped and then sampled along sample lines perpendicular to the 
mineralized vein structure on 5 m intervals within mineralized zones and increasing to 15 m or 25 m 
intervals within non-mineralized zones. Sampling of mineralized zones typically encompasses samples of 
adjacent wallrock in addition to the visible mineralization or vein. Sample lengths have historically ranged 
between ~20 cm and 2 m. The minimum sample length was recently increased to 40 cm. 

Chip samples may include mineralization or associated wall rock. Assay results of samples are 
documented on underground level plans and longitudinal sections. Details of the procedures and 
parameters relating to the underground channel sampling and discussion of the sample quality are given 
in Section 11. 

9.1.2 Summary of tunnelling prior to 2024  

Table 9.1 is a summary table of the tunnelling and channel samples completed up to 31 December 2023. 
Additional details on this sampling can be found in the technical reports referenced in the footnotes. 

Table 9.1 Summary of tunnelling and sampling completed to 31 December 2023 

Mine Period Tunnelling (m) # Channel samples  

SGX 

Sept 2004 - Dec 2010 83,583 24,235 

Jan 2011 - Dec 2011 11,186 1,965 

Jan 2012 - June 2013 16,123 3,654 

July 2013- June 2016 53,111 11,056 

July 2016 - Dec 2019 74,239 23,465 

Jan 2020 - Dec 2021 26,356 10,734 

Jan 2022 - Dec 2023 29,771 12,049 

SGX total 294,369 87,158 
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Mine Period Tunnelling (m) # Channel samples  

HZG 

Jan 2006 - Dec 2010 11,539 3,570 

Jan 2011 - Dec 2011 4,002 1,369 

Jan 2012 - June 2013 5,437 1,971 

July 2013- June 2016 9,261 3,102 

July 2016 - Dec 2019 15,862 6,316 

Jan 2020 - Dec 2021 8,011 4,767 

Jan 2022 - Dec 2023 9,563 9,167 

HZG total 63,675 30,262 

HPG 

Jan 2007 - Dec 2010 27,966 3,939 

Jan 2011 - Dec 2011 6,589 760 

Jan 2012 - June 2013 9,588 1,646 

July 2013- June 2016 13,305 4,386 

July 2016 - Dec 2019 19,706 5,276 

Jan 2020 - Dec 2021 7,224 4,106 

Jan 2022 - Dec 2023 11,271 5,969 

HPG total 95,649 26,082 

TLP 

Jan 2008 - Dec 2010 23,919 10,392 

Jan 2011 - Dec 2011 13,635 4,522 

Jan 2012 - June 2013 16,077 7,541 

July 2013- June 2016 20,992 11,110 

July 2016 - Dec 2019 54,122 26,522 

Jan 2020 - Dec 2021 30,460 13,676 

Jan 2022 - Dec 2023 39,065 19,861 

TLP total 198,270 93,624 

LME 

Jan 2008 - Dec 2010 5,346 2,067 

Jan 2011 - Dec 2011 1,381 562 

Jan 2012 - June 2013 5,144 1,755 

July 2013- June 2016 8,767 3,448 

July 2016 - Dec 2019 10,988 4,201 

Jan 2020 - Dec 2021 6,045 3,940 

Jan 2022 - Dec 2023 6,019 2,564 

LME total 43,690 18,537 

LMW 

Jan 2008 - Dec 2010 6,852 2,209 

Jan 2011 - Dec 2011 4,044 1,552 

Jan 2012 - June 2013 5,650 2,397 

July 2013- June 2016 22,949 11,064 

July 2016 - Dec 2019 26,256 9,437 

Jan 2020 - Dec 2021 10,094 5,779 

Jan 2022 - Dec 2023 15,416 12,414 

LMW total  91,261 44,852 
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Mine Period Tunnelling (m) # Channel samples  

DCG 

Before Dec 2010 - - 

Jan 2011 - Dec 2011 - - 

Jan 2012 - June 2013 - - 

July 2013- June 2016 - - 

July 2016 - Dec 2019 514 117 

Jan 2020 - Dec 2021 5,551 2,195 

Jan 2022 - Dec 2023 5,019 2,519 

DCG total 11,084 4,831 

Mine totals   797,998 305,346 

Sources: Jan 2011 - Dec 2011 is AMC, 2012; Jan 2012 - June 2013 is AMC, 2014; July 2013- June 2016 is AMC, 2017; July 2016 - Dec 
2019 is AMC, 2020; Jan 2020 - Dec 2021 is AMC, 2022. Jan 2022- Dec 2023 is AMC, 2024. Information for all other dates was 
provided by Silvercorp in 2024. 

The QP notes that there are 2,095 surface channel samples from SGX, HZG, HPG, TLP, and LMW taken prior 
to 2021 and 614 surface channel samples from SGX (563 samples) and HPG (51 samples) taken in 2022. 
Silvercorp has not provided additional information on how these samples were taken. 

9.1.3 Tunnelling progress 2024-2025 

Underground exploration tunnelling, along with the drilling programs discussed in Section 10, was 
conducted during 2024 - 2025 to upgrade the Indicated and Inferred Mineral Resources and discover new 
mineralization in sub zones and splays. These programs were designed to test the down-dip and along 
strike extensions of the major mineralized vein structures and their parallel subzones, and to explore new 
target areas. The programs comprised 136,034 m of tunnelling, including 68,946 m of drifting along 
mineralized structures, and 41,606 m of cross cutting across mineralized structures. Drift and crosscut 
tunnels have been developed at 30 m to 50 m vertical intervals to delineate higher-category Mineral 
Resources.  

Statistics for the tunnelling and sampling exploration work completed at each project area are summarized 
in Table 9.2. A total of 89,501 channel / chip samples were collected from the seven mine areas. Note that 
this number of channel / chip samples is slightly different than those discussed in Section 11. The reasons 
for these differences are discussed in Section 12. The numbers in Table 9.2 come from the individual mine 
databases. 

Table 9.2 Tunnelling and sampling completed in 2024т2025 Ying Project 

Mine Tunneling Total metres  # Channel samples  

SGX 

Drifting 18,076 

15,918 
Crosscut 6,898 

Raise & others 5,634 

Subtotal  30,608 

HZG 

Drifting 5,948 

5,783 
Crosscut 2,404 

Raise & others 4,485 

Subtotal  12,837 



NI 43-101 Technical Report Update on the Ying Ag-Pb-Zn- ƨШÂƖŸƓĲƖƣǃШŔŰШcĲŰċŰШÂƖŸƻŔŰĦĲЯШÂĲŸƓũĲќƚШÅĲƓƨĤũŔĦШŸŉШ9őŔŰċ 

Silvercorp Metals Inc. 0725073 
 

amcconsultants.com  94 
 

Mine Tunneling Total metres  # Channel samples  

HPG 

Drifting 6,305 

9,453 
Crosscut 3,772 

Raise & others 2,584 

Subtotal  12,661 

TLP 

Drifting 16,612 

26,140 
Crosscut 10,263 

Raise & others 7,621 

Subtotal  34,495 

LME 

Drifting 3,428 

6,754 
Crosscut 2,592 

Raise & others 1,754 

Subtotal  7,774 

LMW 

Drifting 17,783 

24,177 
Crosscut 14,048 

Raise & others 3,332 

Subtotal  35,163 

DCG 

Drifting 794 

1276 
Crosscut 1,629 

Raise & others 75 

Subtotal  2,498 

Total 136,034 89,501 

Notes: Numbers may not compute exactly due to rounding. Channel samples in this table include those taken in drifts, crosscuts 
and raises & other. Channel samples listed in Section 11 do not include raises & others. 

On average, 53% of the exploration drift tunnelling was identified as mineralized and therefore sampled 
(mineralization rate). As an example, Table 9.3 summarizes mineralization structures exposed in drift 
tunnels developed in 2024-2025, including the mineralization rate for each mine. 

Table 9.3 Mineralization exposed by drift tunnelling in 2024т2025 

Mine 
Completed 

meterage (m) 
Mineralization 
exposed (m) 

Mineralization 
rate 

Mineralization 
width (m)  

Au 
(g/t) 

Ag 
(g/t) 

Pb 
(%) 

Zn 
(%) 

Cu 
(%) 

SGX 19,903 11,871 60% 0.68 0.12 266 4.58 2.26 0.12 

HZG 6,406 2,099 33% 0.78 0.02 297 1.26 0.28 0.36 

HPG 6,305 2,679 42% 0.84 2.29 56 1.67 0.83 0.11 

TLP 16,612 9,736 59% 0.82 0.09 220 3.08 0.43 0.10 

LME 3,796 2,365 62% 0.685 0.19 377 1.92 0.38 0.10 

LMW 17,783 8,903 50% 0.68 2.52 188 1.42 0.23 0.25 

DCG 794 583 73% 0.63 2.48 46 1.56 0.19 0.05 

Total / average 71,599 38,236 53% 0.74 0.92 224 2.72 0.9 0.17 
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The results of the 2024-2025 underground tunnelling program demonstrate good down-dip and along strike 
consistency of existing production veins and resulted in the discovery of numerous subzones and splays 
beside major vein structures in the Ying Project. 

¶ At the east side of SGX, some subzones of S23, S26, S27 and S74 were discovered close to the 
surface at elevation between 700 and 800 m, showing the potential of expanding the resources at 
SGX. At the west side of the SGX resource area, several subzones of S1, such as S1W2, S1W3, and 
S1W5, as well as S2W2 and S39 were extended around 200 m at levels between 0 and 100 m elevation 
with higher thickness and Ag and Pb grades. 

¶ Cross sections at the hanging walls of H13a and H10_1a of HPG exposed significant zones of wider 
mineralization at B07_1, B07_2, and B07_3, which could potentially be mined using longhole stoping 
at higher elevation. B07_1, B07_2, and B07_3 are newly discovered mineralized breccias. Tunnelling 
also significantly extended the lateral length of north-east striking veins H15 and H16_1. 

¶ At TLP, tunnelling discovered gently dipping gold-rich vein T53 and defined a strike length of 35 m in 
tunnel PD730, which suggest that the similar gold-rich veins at LMW could extended north-east to 
TLP. Tunnelling at higher elevation at TLP extended the strike length of the high-grade mineralization 
of T15, and T21 between elevation of 750 and 900 m for around 80 and 50 m, respectively, extended 
high-grade in T1W1 between elevation 700 and 700 m for 120 m, and T280 between 850 and 950 m 
for 160 m.  

¶ New Au veins LM22_1, LM28a, LM23, LM54_2, LM54_3, LM58_1, and LM59_2 were discovered, and 
the size of the Au veins LM54, LM54_1, LM52, LM28 were significantly extended. (Note veins LM22_1, 
LM23 and LM54_3 have limited drilling and are not part of the Mineral Resource gold veins). 

¶ Newly discovered high-grade Ag, Pb, Zn mineralization in LM16_2, LM20E, LM19E1, LM19W5, 
LM19_1a, LM8_12, W18W_2 has increased the Mineral Resources at LMW. Veins W18W_2, and 
LM16_2 are open both laterally and downdip. 

The following sections summarize the results of the 2024-2025 exploration tunnelling programs by mine. 
Note the tables show selected veins and do not represent the whole mine area. For average grades of the 
sampled material for the individual mines, see Table 9.3. The breakdown of what is termed underground 
tunnelling includes drifting, crosscuts, and raises, and is shown by area in Table 9.2. 

9.1.4 SGX 

A total of 30,608 m of underground tunnelling was completed along and across major production vein 
structures S1, S1W2, S1W3, S1W5, S2, S2W1, S2W2, S2W2_1, S2W2_2, S4, S6,S6E1, S6a, S7, S7_1, S7_1E, 
S7_2, S7_2E, S7W, S8, S8W, S14, S14_1, S14_2, S16E, S16E5, S16W, S18, S18W, S19, S19E, S19W, S21, 
S21W, S21W3, S21W5, S22, S23, S23W, S27E2, S31, S31E, S32, S33_1, S37, S39, S39_1, and S74 between 
the 850 m and the 10 m elevations. Drift and crosscut tunnels were developed at 30 m to 50 m intervals 
through eight access tunnels, CM101, CM102, CM103, CM105, PD16, PD690, PD700, and the ramp, to 
upgrade and expand drill-defined Mineral Resource blocks. A total of 15,918 chip samples were collected 
during the 2024 - 2025 program. High grade mineralized zones have been exposed in tunnels on most levels 
at the SGX mine. Underground channel samples from selected mineralized zones collected during the 
reporting period are weighted by true thickness and reported in Table 9.4. Figure 9.1 gives an example of 
the channel sample density and location of drifts on one of the main veins at SGX. 
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Table 9.4 Mineralization zones defined by the 2024т2025 tunnelling in SGX 

Tunnel ID Vein Level  
(m) 

Length of 
mineralized zone 
along strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) 

XPD-S6-10-8ANYM S6 10 160 0.74 0.02 248 4.61 1.80 

CM105-1#-S14_1-300-12ASYM S14_1 300 45 0.50 0.00 416 3.67 4.09 

CM105-S2SJ-S2W2-100-8ASYM S2W2 100 75 0.73 0.02 719 17.53 2.47 

CM101-S7_1-160-2SYM S7_1 160 54 0.54 0.03 296 4.17 0.82 

CM102-S16E2-520-56NYM S21W5 520 55 0.64 0.00 275 5.26 1.87 

CM102-S16E2-520-56SYM S21W5 520 35 0.94 0.00 298 3.66 1.28 

CM105-1#-S18W-160-12ANYM S18W 160 105 0.53 0.01 338 6.93 1.44 

XPD-S2-10-8ASYM S2 10 75 0.57 0.00 287 7.47 4.54 

XPD-S2-10-8ANYM S2 10 150 0.78 0.16 448 9.31 1.21 

XPD-S7W-320-2NYM S7 320 28 0.98 0.00 331 7.47 1.61 

PD16-S6-60-4ASYM S6 60 85 0.66 0.00 412 7.64 2.41 

XPD-S7_3-260-15NYM S19E 260 48 0.66 0.00 197 1.71 4.92 

XPD-S19-160-1_XB_QGX S19 160 40 0.65 0.00 162 6.69 1.52 

CM101-S7_2-350-1ANYM S7_2 350 30 0.58 0.00 757 3.48 6.38 

CM101-S7_1E-60-2ANYM S7_1E 60 55 0.67 0.00 617 10.84 1.01 

CM101-S7_1E-60-2ASYM S7_1E 60 110 0.94 0.03 246 4.89 3.12 

CM105_S2SJ-S6-140-12SYM S6 140 146 0.61 0.00 235 3.58 1.06 

CM105-S2SJ-S1-300-12SYM S1 300 40 0.48 0.00 171 3.87 5.60 

CM102-S21-440-8ANYM S21W 440 40 0.93 0.00 376 3.26 0.83 

PD16-S14_2-260-2ASYM S14_2 260 45 0.54 0.02 838 1.04 0.49 

CM101-S7_1-60-2ASYM S7_1 60 70 0.55 0.06 198 5.92 0.47 

PD16-S14_1-110-10ANYM S14_1 110 75 0.61 0.04 289 2.43 3.41 

PD16-S14-300-4AXB-QGX S14 300 37 0.50 0.00 698 5.18 2.79 

CM108-S16W-700-55NYM S16W 700 58 1.02 0.07 243 2.74 3.87 

CM108-S16W-700-55SYM S16W 700 45 0.86 0.07 451 5.32 2.32 

XPD-S19-60-5SYM/CM S19 60 76 0.85 0.00 177 4.44 1.86 

CM105_S2SJ-S1W3-300-12NYM S1W3 300 50 0.58 0.00 164 1.29 6.47 

CM105_S2SJ-S1W3-300-12SYM S1W3 300 35 0.71 0.00 301 4.36 5.29 

CM101-S7_1-350-1NYM S7_1 350 35 0.48 0.00 341 4.20 4.13 

CM101-S7_2a-110-2SYM S7_2E 110 46 0.50 0.00 232 3.93 0.25 

CM105_S2SJ-S2W2-180-8ASYM S2W2 180 35 0.43 0.00 314 9.52 0.44 

XPD-S19-260-15_QK-QGX S19 260 30 1.12 0.00 267 6.30 1.01 

CM102-S32-350-63SYM/CM S32 350 31 0.89 0.21 977 1.27 1.19 

XPD-S7_1-60-5NYM/CM S7_1 60 100 0.73 0.00 167 4.56 2.97 

CM105_S2SJ-S14-180-12NYM S14 180 30 0.58 0.04 196 5.72 0.74 

PD700-S7_3-400-9ANMW/CM S7_3 400 43 0.50 0.00 381 12.19 7.66 

CM102-S7E2-350-2ASYM S7E2 350 75 0.75 0.00 292 5.74 1.41 

CM105_S2SJ-S14_1-220-12SYM S14_1 220 30 0.48 0.00 273 6.75 2.00 
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Tunnel ID Vein Level  
(m) 

Length of 
mineralized zone 
along strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) 

CM101-S7_1-110-2NYM S7_1 110 65 0.64 0.05 178 5.17 0.42 

CM101-S7_1-110-2SYM S7_1 110 55 0.58 0.08 239 8.53 0.41 

YPXPD-S21-355-26NYM S21 355 80 0.79 0.15 227 8.09 4.83 

CM105-S2SJ-S2-60-12ASYM S2 60 45 0.78 0.00 241 7.44 1.02 

CM105_1#-S33_1-490-8SYM S33_1 490 80 0.51 0.00 667 2.50 2.22 

CM105_1#-S21E-300-12NYM S21E 300 45 0.48 0.00 280 14.04 0.68 

CM105_1#-S18W-110-14NYM S18W 110 150 0.51 0.43 208 4.14 0.78 

CM101-S7_1-350-11_XB-QGX S7_1 350 30 0.59 0.00 734 1.60 4.24 

PD700-S8-530-27SYM S8 530 45 0.82 0.00 273 14.50 0.33 

PD16-S14-400-0TJ-QGX S14 420 57 0.43 0.00 236 4.00 0.41 

CM105_S2SJ-S6E1-180-12SYM S6E1 180 60 0.62 0.03 807 11.17 3.40 

CM108-S32-760-71SYM S32 760 133 0.63 0.00 1003 5.44 3.73 

CM101-S22-210-8_XB-QGX S22 210 103 0.51 0.00 240 1.62 1.53 

PD16-S1-160-6ASYM S2W2 160 95 0.87 0.00 266 5.83 1.07 

XPD-S2W2-10-8ANYM/CM S2W2 10 190 0.77 0.06 358 7.56 1.27 

CM105_S2SJ-S1W2-260-12AXB-QGX S1W2 260 30 0.48 0.00 201 6.18 0.46 

CM102-S8-520-0SYM S8 520 30 0.87 0.09 781 9.64 5.98 

PD700-S8-570-25_STOPE_-QGX S8 570 50 0.57 0.00 325 9.12 0.23 

PD16-S31E-110-68_QGX S31E 120 52 0.55 0.03 489 3.56 2.09 

PD700-S19-530-9MWTJ-QGX S19 536 50 0.70 0.00 327 4.37 4.50 

CM105_S2SJ-S2W2_1-100-14ASYM S2W2_1 100 30 0.73 0.15 428 6.95 1.05 

CM101-S7_2-60-2SYM S7_2 60 33 0.51 0.00 326 4.52 0.49 

CM101-S7_2-300-2NYM S7_2 300 28 0.75 0.00 710 1.39 0.72 

PD16-S14-110-4_QGX S14 110 40 0.54 0.02 496 5.65 1.21 

CM105_S2SJ-S2-240-6ASYM S2 240 164 0.82 0.00 360 6.75 3.03 

PD16-S6-60-4ATJQGX S6 70 40 0.71 0.00 120 6.80 2.45 

PD16-S6-585-6ANYM S6 585 50 0.60 0.00 315 4.27 2.62 

CM105_1#-S21W5-490-8ASYM S21W5 490 88 0.74 0.00 207 4.55 2.50 

CM102-S21-520-10_QGX S21W 520 60 0.69 0.00 200 2.03 4.16 

XPD-S2-5-12ASYM/CM S2 (-15) 63 0.63 0.00 379 5.60 0.54 

XPD-S2-5-12ANYM/CM S2 (-15) 30 0.56 0.00 124 8.45 0.73 

YPD01-S21-300-24ANYM S21 300 55 1.00 0.09 182 5.30 1.48 

CM105_S2SJ-S2-60-12ANYM S2 60 91 0.77 0.09 188 6.54 1.17 

CM105_S2SJ-S14-220-14_XB-QGX S14 230 30 0.53 0.00 290 7.62 2.78 

CM108-S23-640-0SYM S23 640 51 0.61 0.04 343 0.91 0.52 

CM105_S2SJ-S2W2-60-12ASYM S2W2 60 52 0.71 0.08 178 3.88 5.18 

CM105_S2SJ-S39-220-74SYM S1 220 55 0.58 0.00 229 6.81 3.62 

CM105_S2SJ-S31E-100-12ASYM S31E 100 34 0.52 0.76 518 8.28 4.73 

XPD-S19W-110-13NYM S19W 110 30 0.72 0.01 643 1.54 0.38 

PD16-S1W-160-6ANYM S1W 160 40 0.58 0.00 458 8.48 1.66 
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Tunnel ID Vein Level  
(m) 

Length of 
mineralized zone 
along strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) 

CM105_S2SJ-S6-240-6ASYM S6a 240 40 0.42 0.00 723 11.37 3.09 

PD16-S39-60-72NYM S39 60 73 0.46 0.00 129 6.85 3.23 

PD16-S31E-110-68_STOPE_QGX S31E 130 85 0.75 0.04 256 6.40 1.89 

YPD01-S74-300-24ANYM S74 300 96 0.52 1.71 234 5.01 0.96 

XPD-S2-10-8ANYM/CM S2 10 61 0.52 0.02 459 8.61 0.39 

CM105_S2SJ-S31E-60-12ASYM S31E 60 55 0.65 0.90 266 4.07 4.43 

CM108-S32-620-63_XB-QGX S32 620 45 0.56 0.04 227 1.01 5.52 

CM101-S19-60-6SYM S19 60 41 0.81 0.04 158 7.73 0.32 

CM105_S2SJ-S14_2-242-8ANYM S14_2 242 71 0.47 0.10 248 4.51 4.11 

CM105_S2SJ-S14_2-242-8ASYM S14_2 242 48 0.50 0.08 217 3.51 3.88 

CM108-S23W-760-5NYM S23W 760 90 0.55 0.08 857 3.21 0.90 

CM105_1#-S14-400-12TJ-QGX S14 430 45 0.65 0.05 197 2.27 5.50 

CM105_S2SJ-S14_1-190-10ANYM S14_1 190 107 0.55 0.10 259 4.51 1.83 

CM105_S2SJ-S1-140-8_XB-MW S2W2 140 31 0.56 0.11 270 10.36 1.08 

CM105_1#-S14-350-18A_XB-QGX S14 367 46 0.61 0.13 282 4.49 2.80 

CM101-S7_2-640-6SYM S7_2 640 83 0.52 0.00 276 6.45 2.60 

CM105_S2SJ-S1W-140-12ANYM S1W 140 31 0.56 0.37 173 2.73 4.01 

CM101-S21W5-450-8SYM S21W5 450 57 0.71 0.01 172 4.70 2.70 

CM105_S2SJ-S2W2-245-8ANYM S2W2 245 43 0.60 0.05 375 5.51 1.66 

CM101-S21W5-450-8NYM S21W5 450 32 0.49 0.00 190 2.37 3.27 

CM105_S2SJ-S1W2-100-12ANYM S1W2 100 62 0.67 0.12 221 7.41 0.65 

CM105_S2SJ-S1W2-100-12ASYM S1W2 100 28 0.98 0.11 497 12.18 3.43 

CM105_S2SJ-S31E-242-66SYM S31E 242 49 0.47 0.11 176 2.73 3.00 

CM108-S27E2-850-3ANYM S27E2 850 134 0.66 0.08 257 1.29 0.33 

XPD-S7_1E-260-5_XB-QGX S7_1E 260 34 0.51 0.00 194 0.50 8.30 

XPD-S7E2-320-2NYM S7E2 320 50 0.52 0.00 157 8.45 0.65 

XPD-S2W2-10-6NYM/CM S2W2 10 66 0.63 0.01 458 7.87 1.34 

CM105_S2SJ-S2W1-245-8ASYM S2W1 245 37 0.47 0.06 522 5.61 2.70 

CM108-S7W-680-6ASYM S7W 680 67 0.56 0.04 181 3.64 5.42 

Note: Selected results from 1 January 2024 to 31 December 2025. True width is the average true width of the sample lines, which 
are typically 5 m apart from each other. Weighted average grade is the average grade of samples collected from those lines. 
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Figure 9.1 Longitudinal projection of Vein S8, SGX 

 
Source: Silvercorp, 2026. 

9.1.5 HZG 

The purpose of the underground tunnelling program of 12,837 m was to delineate and upgrade the previous 
drill -defined Mineral Resource blocks within the major vein structures HZ20E, HZ26, HZ10, HZ22, HZ12, 
HZ22, and HZ27 between the 450 m and the 650 m elevations. Drift and crosscut tunnels were developed 
at 40 m to 50 m intervals through three access tunnels PD810, PD780, and PD820 and are connected with 
raises, declines, and shafts through different levels. A total of 5,783 chip samples were collected during 
the 2024-2025 program. High-grade mineralized zones were exposed in tunnels on different levels along 
major mineralized vein structures HZ10, HZ11, HZ12, HZ20E, HZ22, HZ26, and HZ27. The underground 
channel samples from selected mineralized zones collected during the reporting period are weighted by 
true thickness and reported in Table 9.5. Figure 9.2 gives an example of the channel sample density and 
location of drifts on one of the main veins at HZG. 
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Table 9.5 Mineralization zones defined by the 2024-2025 tunnelling in HZG 

Tunnel ID Vein Level (m) 

Length of 
mineralized 
zone along 
strike (m) 

True 
width (m)  

Weighted average grade 

Ag (g/t) Pb (%) Zn (%) Cu (%) 

PD718-HZ10-500-127SYM HZ10 500 25 0.58 484 0.47 0.21 0.52 

PD718-HZ15W2-550-25SYM HZ15W2 550 70 0.86 301 3.58 0.48 0.26 

PD718-HZ26-400-41NYM HZ26 400 35 1.01 438 1.24 0.43 0.55 

PD718-HZ26-500-37NYM HZ26 500 78 1.06 190 0.84 0.22 0.42 

PD718-HZ26-500-37NYM HZ26 500 21 1.3 484 0.49 0.24 0.60 

PD718-HZ26E8-350-45NYM HZ26E8 350 80 0.81 725 0.41 0.19 0.45 

PD718-HZ26E8-400-43ANYM HZ26E8 400 30 0.5 284 0.64 0.08 0.13 

PD820-HZ22-690-43ASYM HZ22 690 82 0.91 452 1.66 0.38 1.00 

PD820-MSJ-HZ20-450-153SYM HZ20E 450 30 0.5 263 0.34 0.32 0.67 

PD820-MSJ-HZ20E-550-149SYM HZ20E 550 45 0.51 312 0.2 0.20 0.95 

PD820-MSJ-HZ26-450-35SYM HZ26 450 35 0.76 175 0.61 0.18 0.36 

PD820-MSJ-HZ26-550-35ANYM HZ26 550 65 0.79 497 0.54 0.17 0.50 

PD820-IRH2-HZ22-600-45SYM HZ22 600 30 0.87 174 1.74 0.09 0.20 

PD820-IRH2-HZ26W-550-43NYM HZ26W 550 45 0.95 493 0.52 0.13 0.28 

PD820-IRH2-HZ27-600-47NYM HZ27 600 60 0.5 299 1.33 0.42 0.45 

PD820-IRH2-HZ26-600-45SYM HZ26 600 30 0.74 215 1.41 0.11 0.12 

PD820-MSJ-HZ20E-450-155SYM HZ20E 450 35 0.96 494 0.24 0.26 0.58 

PD718-HZ11-500-29ANYM HZ11 500 82 0.8 214 0.69 0.14 0.29 

PD718-HZ26-350-43ANYM HZ26 350 50 1.1 205 0.76 0.66 0.16 

PD718-HZ26E8-350-45NYM HZ26E8 350 35 0.6 254 3.61 0.22 0.59 

PD718-S8-670-25SYM UNK 670 35 0.5 221 3.67 0.16 0.02 

PD718-S8E-670-25SYM S8E 670 35 1.5 125 8.01 0.18 0.07 

PD820-HZ26-650-47_XB-MW HZ26 650 41 0.5 205 0.53 0.17 0.07 

PD820-HZ26-690-37ASYM HZ26 690 23 1 562 1.28 0.15 0.40 

PD820-HZ26-690-39SYM HZ26 690 35 0.6 873 0.88 0.16 0.18 

PD820-MSJ-HZ26-450-35NYM HZ26 450 65 0.7 231 0.56 0.23 0.53 

PD820-MSJ-HZ26-550-33NYM HZ26 550 34 0.5 265 1.71 0.16 0.21 

PD820-MSJ-HZ26-550-35ANYM HZ26 550 40 0.5 407 1.67 0.20 0.26 

PD820-MSJ-HZ26-600-37NYM HZ26 600 60 0.5 317 1.40 0.31 0.69 

PD820-HZ26W-690-37ANYM HZ26W 690 25 1.5 236 0.81 0.16 0.19 

Note: Selected results from 1 January 2024 to 31 December 2025. True width is the average true width of the sample lines, which 
are typically 5 m apart from each other. Weighted average grade is the average grade of samples collected from those lines. 
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Figure 9.2 Longitudinal projection of Vein HZ26, HZG 

 
Source: Silvercorp, 2026. 

9.1.6 HPG 

Compared with mineralized vein systems in other areas, mineralization in the HPG area is characterized by 
significantly higher gold grade and significantly lower grades of silver. 

The purpose of the 12,661 m underground tunnelling program was to further delineate and upgrade the 
previous drill-defined Mineral Resource blocks within major vein structures H5a1, H11, H12, H12_1, 
H12_2, H13, H13a, H14, H14a, H15, H15W3, H15Wa, H15W, H16, H16_1, H16_3, H16_5, H17, H20W, 
H32E1, H39_1, H39_2, , H41W, and H42 between the 50 m and the 740 m elevations. Drift and crosscut 
tunnels were developed at 30 m to 50 m intervals through access tunnels PD2, PD3, PD6, PD600, PD630, 
and ramp. A total of 9,453 chip samples were collected. Significant mineralization zones were exposed in 
drift tunnels on different levels along the major vein structures. The underground channel samples from 
selected mineralized zones collected during the reporting period are weighted by true thickness and 
reported in Table 9.6. Figure 9.3 gives an example of the channel sample density and location of drifts on 
one of the main veins at HPG. 
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Table 9.6 Mineralization zones defined by the 2024-2025 tunnelling in HPG  

Tunnel ID Vein Level (m) 

Length of 
mineralized 
zone along 
strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) 

PD2-H39_2-490-23SYM H39_2 490 35 1.15 1.65 11 0.65 0.31 

PD2-H13-630-8_TJ_QGX1 H13 689 28 0.60 0.29 98 7.09 0.34 

PD2-H13-690-8_-TJ_QGX H13 720 25 1.01 0.44 117 6.92 0.07 

PD2-H14-490-21YM H14 490 30 0.58 2.12 3 0.19 0.20 

HPG_EAST-TUNNEL-H15W-690-14SYM H15Wa 690 30 0.78 0.65 28 5.54 0.07 

SC-2-H15_2-698-NYM H15W3 690 50 0.50 1.03 75 3.05 0.16 

PD3-H15W-380-36SYM H15W 380 45 1.24 1.03 58 3.47 0.65 

PD3-H17-LEVEL8-10NYM H17 100 80 1.47 3.66 182 2.12 1.40 

PD3-H5-LEVEL5-1NYM H5a1 251 25 0.59 2.73 99 4.17 0.87 

PD5XPD-H16_1-628-27NYM H16_1 628 25 0.72 0.87 88 1.46 1.36 

PD5XPD-H16_1-628-27SYM H16_1 628 25 0.80 2.75 24 1.16 0.69 

PD5XPD-H16_3-680-21NYM H16_3 680 25 0.52 5.30 12 1.78 1.26 

PD600XPD-H12_2-570-27NYM H12_2 570 95 1.14 1.22 40 1.85 0.23 

PD600XPD-H12-460-27NYM H12 460 50 0.82 0.40 48 2.77 4.11 

PD600XPD-H16_1-460-27SYM H16_1 460 25 0.50 5.41 192 3.93 4.72 

PD600XPD-H16_1-551-25NYM H16_1 551 75 1.33 2.00 9 0.66 0.20 

PD600XPD-H16_1-551-25SYM H16_1 551 75 1.01 3.32 23 0.42 0.64 

PD600XPD-H16_3-380-23SYM H16_3 380 55 0.67 2.00 10 0.58 0.25 

PD600XPD-H16_3-570-25SYM H16_3 570 47 0.77 1.70 80 0.54 0.34 

PD600XPD-H16-420-25SYM H16 420 45 0.96 1.97 21 0.42 0.26 

PD600XPD-H16-520-23NYM H16 520 25 1.04 2.82 10 1.07 1.14 

PD600XPD-H16-551-25SYM H16 551 36.4 0.82 4.36 9 0.85 0.88 

PD600XPD-H20W-380-21SYM H20W 380 22.5 0.63 0.79 253 1.13 0.40 

PD600XPD-H20W-380-23SYM H20W 380 50 1.20 1.72 46 1.07 0.56 

PD600XPD-H20W-570-27SYM H20W 570 40 0.59 2.31 20 0.67 0.18 

PD600XPD-H20Wa-420-23NYM H20W 420 25 0.83 2.44 64 0.49 0.19 

PD600XPD-H42-380-19SYM H42 380 25 0.83 1.38 71 0.32 0.18 

PD3-H32E1-380-16NYM H32E1 380 26 0.54 1.76 28 2.09 0.44 

PD5XPD-H13-650-29SYM H13 650 30 0.95 2.04 16 1.42 0.91 

PD5XPD-H16_3-700-27SYM H16 700 56 0.63 3.95 15 0.89 0.77 

PD5XPD-H16-685-17NYM H16 685 40 0.65 2.70 144 1.79 1.09 

PD5XPD-H16-685-17SYM H16_5 685 75 0.77 10.22 30 1.00 0.39 

PD5XPD-H39_1-700-27NYM H39_1 700 25 0.55 2.02 65 0.17 0.17 

PD5XPD-H39_1-700-27SYM H11 700 41 0.64 3.15 39 0.34 0.20 

PD5XPD-H39_1-700-27SYM H11 700 30 0.73 1.71 155 5.06 0.73 

PD600XPD-H11-420-19NYM H11 420 35 0.69 2.60 15 0.45 0.23 

PD600XPD-H16_3-340-23NYM H16_1 340 30 1.08 2.61 21 2.09 0.86 

PD600XPD-H16-380-25SYM H16 380 39 0.57 2.92 15 1.17 0.28 
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Tunnel ID Vein Level (m) 

Length of 
mineralized 
zone along 
strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) 

PD600XPD-H20W-340-23SYM H20W 340 90 0.85 1.50 69 1.09 0.27 

PD600XPD-H20W-380-21SYM H20W 380 128 0.77 1.97 71 0.45 0.49 

PD600XPD-H32E1-420-16NYM H32E1 420 37 0.64 0.53 71 4.52 4.12 

PD6-H13-600-23NYM H13a 610 25 0.51 2.96 7 0.74 0.73 

PD600XPD-590_570-11_RAIS-RD UNK 570 35 0.60 1.19 285 1.14 2.38 

PD600XPD-H15-420-16NYM H15 420 25 1.35 0.29 74 3.10 1.97 

Note: Selected results from 1 January 2024 to 31 December 2025. True width is the average true width of the sample lines, which 
are typically 5 m apart from each other. Weighted average grade is the average grade of samples collected from those lines. 

Figure 9.3 Longitudinal projection of Vein H15, HPG 

 
Source: Silvercorp, 2026. 

9.1.7 TLP 

The purpose of the 34,495 m underground tunnelling program was to further delineate and upgrade the 
previous drill-defined Mineral Resource blocks within major vein structures T1, T1E, T1W, T1W1, T1W2, 
T1W3, T2, T2E, T2E1, , T3, T3E1S, T3E2, T4, T5, T5E1, T5W2, T11, T11E, T11E3, T11E4, T11W1, T14, T14E, 
T14E, T14E2, T14_2, T15, T15W2, 15W1, T15W3, T15W4, T15W5, T15W6, T15W8, T16, T16E, T16E1, T16E2, 
T16W, T16_1, T16_2, T16_3, T17W, T20, T21, T21E, T22, T22E, T22E3, T22W, T22_1, T23, T28E, T31W, T33, 
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T33E4, T38, T39E1, and T39W between the 500 m and the 1,120 m elevations. Drift and crosscut tunnels 
were developed at 30 m to 50 m intervals through seven access tunnels PD730, PD800, PD820, PD840, 
PD846, PD890, PD930, PD960, PD1050, and ramp PD820XPD. A total of 26,140 chip samples were 
collected. Mineralized zones were exposed in drift tunnels on different levels along the major vein 
structures and numerous new mineralized subzones and splays were discovered. The underground 
channel samples from selected mineralized zones collected during the reporting period are weighted by 
true thickness and reported in Table 9.7. Figure 9.4 gives an example of the channel sample density and 
location of drifts on one of the main veins at TLP. 

Table 9.7 Mineralization zones defined by the 2024-2025 tunnelling in TLP 

Tunnel ID Vein Level (m) 

Length of 
mineralized 
zone along 
strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) Cu (%) 

PD820-T11-808-10NYM T11W1 808 31 0.56 0.01 413 1.77 0.64 0.09 

PD820-T11-808-10SYM T11W1 808 91 0.74 0.00 354 3.17 0.31 0.06 

PD820-T11E2-LEVEL5-0SYM T11E3 600 38.5 0.59 0.02 425 5.50 1.89 0.04 

PD820-T15_1-755-16SYM T15_1 755 120 0.59 0.00 359 1.91 0.85 0.06 

PD820-T15W8-700-12NYM T15W8 700 28 0.50 0.00 550 2.95 0.39 0.04 

PD820-T16E2-846-8WCM T14E2 846 51 0.52 0.00 421 3.93 0.35 0.04 

PD820-T16E-846-10SYM T16E2 846 28 0.52 0.00 485 2.21 0.15 0.09 

PD820-T38-846-0SYM T38 846 30 0.58 0.00 297 3.70 0.64 0.03 

PD820-T11E4-820-8NYM T11E4 820 30 0.54 0.00 317 4.51 0.21 0.08 

PD820XPD-T11-LEVEL6-10SYM T11 550 47 0.72 0.32 535 3.91 1.18 0.09 

PD820XPD-T1W2-700-10NYM T1W2 700 38 0.59 0.02 402 0.93 1.17 0.12 

PD820XPD-T1W2-600-21SYM T1W2 600 35 0.50 0.00 526 1.29 1.12 0.05 

PD730-T1W1-740-9NYM T1W1 740 107 0.94 0.30 539 8.61 1.54 0.13 

PD1070-T3_3-1070-4SYM T3_3 1,070 50 1.10 0.02 433 2.78 0.07 0.08 

PD800-T20-800-33NYM T20 800 35 0.68 0.69 330 2.11 1.22 0.08 

PD890-T15_1-890-18NYM T15_1 890 45 0.54 0.00 329 1.09 0.24 0.08 

PD890-T5E1-880-31SYM T5E1 890 48 1.27 0.04 337 3.98 0.81 0.02 

PD890-T5E1-880-31NYM T5E1 890 45 0.90 0.04 546 2.80 1.00 0.02 

PD800-T1W-800-45SYM T1W 800 40 0.67 0.19 633 1.45 0.10 0.10 

PD890-T11E-890-6SYM T11E 890 30 0.88 0.00 343 2.17 0.14 0.07 

PD890-T16W-890-20SYM T16W 890 30 0.50 0.00 455 1.44 1.45 0.08 

PD820-T15W2-846-12NYM T15W2 846 35 0.67 0.00 333 2.50 0.28 0.10 

PD820-T11-812-4SYM T11 812 45 0.62 0.01 322 3.65 0.15 0.22 

PD820-T16E-700-10SYM T16E 700 64 0.55 0.00 391 3.38 0.39 0.07 

PD730-T21E1-728-37SYM T21E1 730 35 0.61 3.28 1024 1.73 1.89 0.10 

PD730-T21-750-49SYM T21 730 30 1.29 0.12 419 2.65 1.04 0.04 

PD820XPD-T16-LEVEL7-14SYM T16 500 45 0.78 0.00 480 3.43 0.84 0.04 

PD820XPD-T22E3-LEVEL4-A16_TJ T22E3 650 30 1.59 0.05 289 2.91 0.34 0.09 

PD820XPD-T38-LEVEL4-21NYM T38 650 34 0.79 0.17 341 5.87 1.15 0.05 

PD820XPD-T39W-755-23_XB-TJ T39W 755 50 0.50 0.00 353 2.12 0.68 0.02 
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Tunnel ID Vein Level (m) 

Length of 
mineralized 
zone along 
strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) Cu (%) 

PD820XPD-T1W3-670-13NYM T1W3 700 30 0.58 0.00 482 1.42 1.04 0.11 

PD820XPD-T22-LEVEL5-16_TJ T28E 600 33 0.55 0.15 524 2.72 0.46 0.02 

PD820XPD-T16W-LEVEL7-14_TJ T16W 500 55 0.86 0.00 439 3.12 0.53 0.06 

PD1070-T22W2-1120-8NYM T22W 1,120 30 0.51 0.00 300 6.13 0.25 0.03 

PD960-T2E2-990-0SYM T21 990 40 1.83 0.01 544 1.99 0.10 0.14 

PD930-T16E-930-3NYM T16E 930 45 0.56 0.00 371 0.46 0.37 0.06 

Note: Selected results from 1 January 2024 to 31 December 2025. True width is the average true width of the sample lines, which 
are typically 5 m apart from each other. Weighted average grade is the average grade of samples collected from those lines. 

Figure 9.4 Longitudinal projection of Vein T3, TLP 

 
Source: Silvercorp, 2026. 
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9.1.8 LME 

A total of 7,774 m of underground tunnelling was completed at the LME mine. The purpose of the drifting 
program was to upgrade existing drill-defined Mineral Resource blocks along mineralized vein structures. 
Drift and crosscut tunnels were developed at 40 m to 50 m intervals between the 550 m and the 1,012 m 
elevations through shaft PD900, and access tunnels PD838 and PD959 respectively. A total of 6,756 chip 
samples were collected. Drifting was mainly focused on the LM5, LM3, LM3_1, LM3_2, LM3-1a, LM3W3, 
LM4, LM6, LM6W, LM6_1, LM71, LM73, LM74, LM82, LM82E, and LM83 veins, and successfully extended 
the strike lengths of known mineralized zones between the 960 m and the 550 m elevations. The 
underground channel samples from selected mineralized zones collected during the reporting period are 
weighted by true thickness and reported in Table 9.8. Figure 9.5 gives an example of the channel sample 
density and location of drifts on one of the main veins at LME. 

Table 9.8 Mineralization zones defined by the 2024-2025 tunnelling in LME 

Tunnel ID Vein 
Level 
(m) 

Length of 
mineralized 
zone along 
strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) Cu (%) 

PD900-LM71-700-23NYM LM71 700 75 0.64 - 502.86 3.19 0.33 0.16 

PD900-LM5-500-74_TKX LM5 500 60 0.64 - 308.95 2.68 1.02 0.04 

PD900-LM6W-550-56SYM LM6W 550 45 0.67 - 349.32 2.28 0.62 0.10 

PD838-LM74-845-27YM LM74 845 73 0.54 - 548.75 1.39 0.23 0.17 

PD856XPD-LM71-750-73NYM LM71 750 35 0.66 - 489.08 2.00 0.60 0.17 

PD900-LM3-700-23YM LM3 700 40 0.86 0.02 1,268.66 2.32 0.40 0.45 

PD856XPD-LM3_1-750-73NYM LM3_1 750 50 0.69 - 316.79 1.72 0.21 0.08 

PD900-LM3_1-700-69SYM LM3-1 700 45 0.90 - 233.16 2.69 0.39 0.08 

PD856XPD-LM3_1-750-73SYM LM3_1 750 45 0.81 0.01 554.85 1.47 0.27 0.18 

PD856XPD-LM3_1-750-73SYM LM3_1 750 35 0.78 - 350.77 2.46 0.41 0.09 

PD856XPD-LM3_1-750-73_XB-MWX LM3_1a 750 34 0.77 0.03 450.65 2.04 0.48 0.16 

PD856XPD-LM73-710-73NYM LM73 710 30 0.69 0.01 667.13 2.30 0.49 0.11 

PD856XPD-LM4-750-79YM LM4 750 28 0.88 - 392.18 0.83 0.18 0.05 

PD959-LM82-959-57NYM LM82 959 30 1.11 0.01 317.81 3.58 0.68 0.12 

PD856XPD-LM3W3-750-75SYM LM3W3 750 35 0.62 0.01 432.03 1.91 0.22 0.14 

PD900-LM3_1-600-75_TJ-_QGX LM3_1 600 30 0.84 0.03 497.53 1.95 0.32 0.06 

PD900-LM3-700-75TJ_QGX LM3 700 40 0.57 0.05 275.15 3.68 0.15 0.04 

PD900-LM4-600-67SYM LM83 600 30 0.60 0.07 252.38 1.34 0.55 0.04 

PD856-LM3_2-800-75SYM LM3_2 800 70 1.14 0.05 433.48 1.65 0.20 0.10 

PD838-LM74-845-29_MWX LM74 845 29 0.52 0.05 329.29 1.08 0.21 0.09 

PD900-LM6W_1-600-69NYM LM6W_1 600 31 1.56 0.07 346.32 2.09 0.53 0.05 

PD838-LM6-800-62NYM LM6W 800 30 0.37 0.05 660.00 1.00 0.88 0.16 

PD838XPD-LM6-800-62SYM_CM LM6 800 29 0.66 0.07 433.30 1.23 0.33 0.10 

PD959-LM82-945-57NYM LM82 959 42 1.57 0.07 301.07 3.11 0.27 0.09 

PD856-LM3_2-800-75NYM LM3_2 800 33.5 1.00 0.05 309.31 0.83 0.19 0.06 

PD856XPD-LM73-800-71NYM LM73 800 98.5 0.54 0.05 842.40 1.60 0.47 0.17 

PD856XPD-LM3_2-750-77_TJ_QGX LM3_2 750 28 0.78 0.05 261.07 3.00 0.45 0.07 
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Tunnel ID Vein 
Level 
(m) 

Length of 
mineralized 
zone along 
strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) Cu (%) 

PD959-LM82E-945-57NYM LM82 945 135 0.90 0.05 267.47 3.15 0.39 0.10 

PD959-LM82E-945-57SYM LM82E 945 60 0.85 0.05 1,634.98 1.91 0.14 0.16 

Note: Selected results from 1 January 2024 to 31 December 2025. True width is the average true width of the sample lines, which 
are typically 5 m apart from each other. Weighted average grade is the average grade of samples collected from those lines. 

Figure 9.5 Longitudinal projection of Vein LM5, LME 

 
Source: Silvercorp, 2026. 

9.1.9 LMW 

The 35,163 m underground tunnelling program was focused on vein structures LM7, LM7E, LM11E, LM11a, 
LM12 LM13W, LM14, LM14a, LM17, LM19, LM20, LM20W, LM21, LM25W1, LM26, LM28, LM30, LM32E, 
LM41, LM41E, LM50, LM52, LM54, W1, W2, W6, W6E, and W18W, as well as the parallel zones spatially 
associated with these major structures. Underground tunnelling was conducted on levels between the 
190 m and the 1,070 m elevations through shaft SJ969, ramps XPDS and XPDN, and four access tunnels 
PD918, PD991, PD969, and PD924. A total of 24,177 chip samples were collected. High-grade mineralized 
zones from 10 m to 95 m in length were exposed in drift tunnels at different levels. The discovery of 
high-grade zones in veins W18W and W18W_2 in the north-west of the resource area between 850 m and 
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1070 m levels have resulted in the re-modelling of some of the major vein structures at LMW. The gently 
dipping higher-gold veins, LM50 series, LM52, LM54 series, and LM58 were exposed between level 190 m 
and 990 m, which led to the updating of the gold veins. The underground channel samples from selected 
mineralized zones collected during the reporting period are weighted by true thickness and reported in 
Table 9.9. Figure 9.6 gives an example of the channel sample density and location of drifts on one of the 
main veins at LMW. 

Table 9.9 Mineralization zones defined by the 2024т2025 tunnelling at LMW 

Tunnel ID Vein Level 
(m) 

Length of 
mineralized 
zone along 
strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) Cu (%) 

PD969_SJ-LM20E-600-110NYM LM20E 600 34 0.45 0.07 401 2.18 1.00 0.36 

PD969_SJ-LM32-550-12_TJ2 LM32 550 45 0.50 0.05 845 3.25 0.67 0.24 

PD988-LM28-1002-8NYM LM28 988 30 0.72 4.26 102 0.10 0.04 1.89 

PD988-LM28-1012-8_1#TJ LM28 1,012 38 0.72 11.12 61 0.02 0.01 1.59 

XPDN-LM11E-870-3SYM LM11E 875 60 0.64 0.09 340 4.04 0.25 0.82 

XPDN-LM12_3-660-5NYM LM12_3 660 35 0.49 0.16 615 2.64 0.21 0.07 

XPDN-LM13W-750-4SYM LM13W 750 35 0.63 0.09 1163 4.35 0.77 0.25 

XPDN-LM17W4-775-13NYM LM17W4 775 33 0.48 0.06 347 2.20 0.40 0.02 

XPDN-LM17W4-775-13NYM LM17W4 775 28 0.48 0.06 347 2.20 0.40 0.02 

XPDN-LM19W1-625-118NYM LM19W1 625 26 0.62 0.10 415 3.16 0.16 0.71 

XPDN-LM21-725-2_1#TJ LM21 725 30 0.75 20.19 4 0.02 0.01 0.25 

XPDN-LM25W1-700-8SYM LM25W1 700 50 0.78 0.08 284 3.80 0.29 0.03 

XPDN-LM25W1-700-8TJ LM25W1 700 65 0.14 0.13 283 5.90 0.29 0.06 

XPDN-LM26-625-3_3#TJ LM26 625 62.5 0.82 5.65 306 0.29 0.08 1.04 

XPDN-LM26-625-3_TJ_L LM26 625 45 0.75 2.54 147 0.28 0.18 0.62 

XPDN-LM50-775-1NYM LM50 775 35 0.81 13.33 29 0.74 0.24 0.02 

XPDN-LM50-780-11_1#TJ LM50 780 42.5 0.92 7.06 25 0.20 0.13 0.03 

XPDN-LM50-780-3_R-P-4#TJ LM50 780 40 0.78 8.69 27 0.70 0.39 0.02 

XPDN-LM50-790-1SYM LM50 790 40 0.71 7.38 276 2.29 0.18 0.16 

XPDN-LM50-790-1SYM LM50 790 40 0.63 5.66 208 1.87 0.15 0.13 

XPDN-LM50-790-1_3#TJ LM50 800 70 0.68 4.61 26 0.34 0.09 0.03 

XPDN-LM50-790-4_1#TJ_R LM50  47.5 0.81 4.17 107 0.22 0.13 0.06 

XPDN-LM50-805-1_1#TJ_R LM50 190 42.5 0.83 5.75 14 0.18 0.06 0.01 

XPDN-LM50-805-1_R-P3#TJ_L LM50 805 30 0.98 5.20 9 0.10 0.06 0.01 

XPDN-LM50-824-1SYM_L LM50 824 32.5 0.75 5.24 104 0.22 0.01 0.02 

XPDN-LM52-725-11_2#TJ LM52 725 44 0.66 5.23 21 0.50 0.20 0.01 

XPDN-LM52-725-9SYM LM52 725 77.5 0.67 4.64 19 0.18 0.10 0.01 

XPDN-LM52-725-9_1#TJ LM52 725 50 0.73 8.38 6 0.01 0.03 0.01 

XPDN-LM52-825-13_7#TJ LM52 825 40 0.57 5.38 7 0.02 0.01 0.01 

XPDN-LM54-575-11SYM LM54 575 82.5 0.62 5.06 6 0.12 0.03 0.01 

XPDS-LM54_1-600-13WYM LM54_1 600 30 0.81 6.12 13 0.44 0.06 0.02 

XPDS-LM54-575-11_6#TJ LM54 575 32.5 0.81 11.03 6 0.01 0.01 0.01 
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Tunnel ID Vein 
Level 
(m) 

Length of 
mineralized 
zone along 
strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) Cu (%) 

PD930XPD-W18W-850-144SYM W18W 850 40 0.79 0.05 151 6.02 0.18 0.03 

PD990-LM41E2-990-117SYM LM41E2 990 30 0.86 0.07 598 2.10 0.48 0.11 

XPDN-W6E1-800-132NYM W6E1 800 55 0.66 0.11 203 5.36 0.76 0.03 

PD918-W6E1-918-134NYM W6E1 918 65 0.80 0.09 445 3.34 0.28 0.08 

PD988-W18W-988-136NYM W18W 988 30 1.32 0.11 380 1.61 1.12 0.16 

PD918-LM25W-880-2_XB W25W 880 52 0.86 0.10 359 0.55 0.10 0.04 

XPDS-LM41E-550-111NYM LM41E 550 30 0.63 0.17 311 5.76 0.29 0.08 

PD1040-W18W-1040-136NYM W18W 1,040 27.5 0.49 0.05 364 2.30 0.13 0.05 

PD988-LM28-988-6_XPD LM28 988 30 0.46 1.38 26 0.01 0.03 3.74 

XPDN-LM50-775-3_TJ LM50 775 47.5 0.76 8.10 262 1.14 0.38 0.06 

XPDN-900_LM41E4-900-117SYM LM41E4 900 55 0.73 0.08 404 1.55 0.47 0.14 

XPDS-LM54-550-13SYM LM54 550 62.5 0.44 6.77 4 0.02 0.02 0.01 

PD990-LM17W1-990-13SYM LM17W1 990 75 0.49 0.05 658 1.79 0.61 0.09 

PD918-W18W-880-138NYM W18W 880 60 0.73 0.06 236 5.00 0.09 0.04 

PD918-W18W-880-138SYM W18W 880 35 1.18 0.07 342 2.94 0.69 0.07 

XPDN-750-114_XPD LM13W 750 40 1.53 0.05 722 9.80 2.06 0.47 

PD1040-W18W-1070-136NYM W18W 1,070 47.5 0.65 0.05 334 1.33 0.13 0.05 

XPDN-LM50-780-9_R-P8TJ LM50 780 42.5 0.74 5.25 68 1.67 0.42 0.02 

XPDN-LM17-900-4SYM LM17 900 27.5 0.43 0.05 466 1.32 0.41 0.10 

XPDN-LM32E-650-112SYM LM32E 650 32.5 0.64 0.07 630 3.90 0.41 0.12 

XPDN-LM13W-800-2SYM LM13W 800 27.5 0.80 0.05 299 1.72 0.30 0.11 

PD1080-LM41E2-1050-117SYM LM41E2 1,050 32.5 0.91 0.05 791 3.46 0.14 0.11 

XPDN-W6-800-140S(N)YM W6 800 45 0.61 0.21 698 5.87 0.97 0.00 

XPDN-LM50-775-3_TJ LM50 775 36 0.77 9.50 82 0.55 0.08 0.03 

PD930XPD-W6E1-805-138NYM W6E1 805 52.5 0.56 0.10 529 2.04 1.01 0.09 

XPDN-LM17W2-850-113NYM LM17W2 850 69 0.62 0.06 428 1.19 0.48 0.13 

XPDN-LM50-775-3_R-P2_TJ LM50 775 45 0.76 5.58 43 0.87 0.10 0.01 

XPDN-LM13W-750-1NYM LM13W 750 77.5 0.71 0.08 358 2.56 0.13 0.52 

PD988-LM28-988-6_2#TJ LM28 988 30 0.53 2.77 26 0.01 0.03 2.62 

PD1080-LM17-1050-13SYM LM17 1,050 50 1.38 0.05 485 1.44 0.14 0.20 

PD1080-LM17-1050-13NYM LM17 1,050 72.5 0.55 0.07 1047 2.27 0.83 0.22 

XPDN-LM50-780-9_R-P4_TJ LM50 780 48.8 1.13 4.10 116 1.17 0.27 0.04 

XPDN-LM41-900-113SYM LM41 900 32.5 0.51 0.05 332 1.62 0.52 0.09 

XPDN-LM19_1a-750-0SYM LM19_1a 750 37.5 0.51 0.06 395 1.59 0.07 0.03 

XPDN-LM50-775-3_R-P-1#TJ LM50 775 45 0.88 15.81 25 0.41 0.08 0.01 

XPDN-LM41W-725-107SNYM LM41W 725 40 0.68 0.06 506 1.24 0.40 0.06 

XPDN-LM41W-725-107NYM LM41W 725 55 0.56 0.06 443 1.43 0.51 0.07 

XPDN-LM52-750-11_R-P3#TJ LM52 750 30 0.64 10.26 4 0.01 0.01 0.01 

PD969_SJ-LM32-550-114NYM UNK1 550 40 0.53 0.05 337 1.57 0.13 0.06 
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Tunnel ID Vein 
Level 
(m) 

Length of 
mineralized 
zone along 
strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) Cu (%) 

XPDN-LM52-725-9NYM LM52 725 72.5 0.62 5.81 64 0.44 0.07 0.02 

PD988-LM28-1012-8SYM LM28 1,012 45 0.72 1.31 440 0.40 0.11 1.30 

PD1040-W18W_2-1070-136SNYM W18W_2 1,070 32.5 0.65 4.21 153 0.46 0.08 0.37 

Note: Selected results from 1 January 2024 to 31 December 2025. True width is the average true width of the sample lines, which 
are typically 5 m apart from each other. Weighted average grade is the average grade of samples collected from those lines. 

Figure 9.6 Longitudinal projection of Vein LM7, LMW 

 
Source: Silvercorp, 2026. 

9.1.10 DCG 

The 2,498 m underground tunnelling program was focused on vein structures C4, C4E, and C9, as well as 
the parallel zones spatially associated with these major structures. Underground tunnelling was 
conducted on level 850 m, 800 m, and 750 m elevation. The underground tunnelling on level 850 m through 
800 m to 750 m exposed the continuous higher-gold vein structures C9 series. Detailed underground 
mapping indicated that C9 consists of a series of gold veins C9_1 to C9_5 with similar occurrence and 
displaced by a set of north-east striking faults. A total of 1,276 channel samples were collected. The 
underground channel samples from selected mineralized zones collected during the reporting period are 
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weighted by true thickness and reported in Table 9.10. Figure 9.7 gives an example of the channel sample 
density and location of drifts on one of the main veins at DCG. 

Table 9.10 Mineralization zones defined by the 2024т2025 tunnelling at DCG 

Tunnel ID Vein 
Level 
(m) 

Length of 
mineralized 
zone along 
strike (m) 

True 
width 
(m) 

Weighted average grade 

Au (g/t) Ag (g/t) Pb (%) Zn (%) Cu (%) 

DCGXPD-C9_2-800-50-52_TJ#5 C9_2 800 30 0.72 2.46 43 0.15 0.10 0.01 

DCGXPD-C9_3-800-50_TJ#3 C9_3 800 13 0.56 4.65 20 0.05 0.06 0.01 

DCGXPD-C9_5-771_TJ_L2 C9_5 771 15 0.71 3.60 113 1.09 1.13 0.05 

DCGXPD-C9_5-750-51-53_R-P1#TJ C9_5 750 32 0.82 3.81 22 0.23 0.54 0.01 

DCGXPD-C9_5-750-51-53_R-P2#TJ C9_5 750 27.5 0.69 3.64 19 0.18 0.26 0.01 

DCGXPD-C9_5-750-51-53_R-P3#TJ C9_5 750 14.5 0.68 2.91 9 0.08 0.14 0.01 

DCGXPD-C9_5-750-51-53_R-P5#TJ C9_5 750 37.4 0.63 2.80 14 0.11 0.15 0.01 

DCGXPD-C9_5-750-51-53_R-P8#TJ C9_5 750 30 0.63 2.84 42 0.09 0.21 0.02 

DCG-C7_5-750-1#TJ C9_5 750 12.5 0.65 3.05 15 0.05 0.05 0.03 

DCG-XPD-C4-800-403SYM C4 800 15 0.98 0.34 51 8.36 0.09 0.02 

DCG-XPD-C4-850-403NYM C4 850 80 0.87 0.08 168 7.52 0.19 0.27 

DCGXPD-C9_3-800-50_TJ#1 C9_3 800 18 0.43 5.62 39 0.15 0.14 0.01 

DCGXPD-C9_3-800-50_TJ#2 C9_3 800 18.3 0.61 3.09 30 0.13 0.14 0.01 

DCGXPD-C9-5-756_MW C9_5 750 20 0.53 7.65 4 0.01 0.02 0.01 

DCGXPD-C9_2-800-50-52_TJ#4 C9_2 800 40 0.79 4.67 43 0.13 0.15 0.01 

Note: Selected results from 1 January 2024 to 31 December 2025. True width is the average true width of the sample lines, which 
are typically 5 m apart from each other. Weighted average grade is the average grade of samples collected from those lines. 
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Figure 9.7 Longitudinal projection of Vein C76, DCG 

 
Source: Silvercorp, 2026. 

9.2 KP Project 

Some of the exploration work done on the KP Project pre-ĬċƣĲƚШÉŔũƻĲƖĦŸƖƓќƚШŸƽŰĲƖƚőŔƓШŸŉШƣőĲШÂƖŸŢĲĦƣШŔŰШ
2021. From 2006 to 2008, the First Geological Brigade (FGB) of Henan Nonferrous Metal Geology and 
Mineral Resources Bureau conducted a comprehensive survey and detailed exploration in the area. A 
surface trench exploration project covering an area of 1,123 m2 was carried out and delineated two silver 
veins. A total of 559 m tunnel exploration projects and 200 m artisanal tunnel clearing work were 
completed. Tunnel exploration projects are developing new tunnels and include both drift tunnels and 
crosscut tunnels. Artisanal tunnel clearing is to widen / clear the artisanal (historical) tunnels, which also 
include both drift and crosscut tunnels. The FGB also did a Mineral Resource estimate on the two silver 
veins within the mining area. 
































































































































































































































































































































































































































































































































































































































